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Solutions for:

Passenger Cars

Commercial Vehicles

Light and Heavy Trucks

Utility Vehicles

Diesel engine locomotives

Special applications

Conveyor technique

Our Standards 
are Special



We got the 
solutions

The right solution
-at the right price!
The NORFI-Portfolio for extraction of exhausts- and other emis-
sions in repair workshops convinces for two reasons: Quality 
and price.

NORFI has almost 40 years of experience within the exhaust 
extraction industry and has developed a wide range of products 
that are ergonomically effi  cient, user friendly and competitively 
priced. 

Our customers benefi t from our extensive product range devel-
oped over many years. There is only one manufacturer that off ers 
innovative products that are user friendly and robustly produced: 
NORFI.
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Single Extractors
Part A:
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PartA: Single Extractors

Illustration Description Item No.  

Single Flexible Extraction Point
Flexible coverage for safe removal of fumes from the work place.
Specification includes: wall bracket with duct connector DN 160,  rotary 
flange, wire and ring for hose storage. 5 m x DN 100 mm hose  and 
hose clamp.

Single Flexible Extraction Point with balancer
Flexible coverage for safe removal of fumes from the work place.
Specification includes: wall bracket with duct connector DN 160,  rotary 
flange, hose balancer. 7,5 m x DN 100 mm hose with suspen sion.

Single Flexible Extractor with Fan
Flexible coverage for safe removal of fumes from the work place.
Specification includes: N series fan set, wall bracket, 5 m x DN 100  mm 
extraction hose and rotating flange.

Hose length
Hose type
Operating temperature
Hose diameter (DN)

100 mm
150 mm

Hose length
Hose type
Operating temperature
Hose diameter (DN)

100 mm
125 mm
150 mm

Hose length
Hose type
Operating temperature
Power supply
Hose diameter (DN)

100 mm
150 mm

5 m
S
+150 °C

7,5 m
S
+150 °C

5 m
S
+150 °C
400 V, 50 Hz, 3~

Fan power

0,37 kW
0,75 kW

06-4994-086
06-4994-087

06-4994-088
06-4994-089
06-4994-090

06-4996-100
06-4996-150
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Extractors for Emission Tests
Part B:
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PartB: Extractors for Emission Tests

Illustration Description Item No.  

Emission Extractor Kit for Cars
Standard temperature construction with special exhaust extraction  
funnel, meets TRGS 554, with BIA recommendation.
Easily adjusted extraction nozzle mounted on floor stand with extrac-
tion hose and hose clamps, galvanised wall bracket with rotary flange.  
3 phase extraction fan with motor protector 1.6 - 2.4 A. Fan outlet  
spigot Ø 160 mm.

Emission Extractor Kit for Cars
High temperature construction with special exhaust extraction funnel,  
meets TRGS 554, with BIA recommendation.
Easily adjusted extraction nozzle mounted on floor stand with high  
temperature extraction hose and hose clamps, galvanised wall  bracket 
with rotary flange. 3 phase extraction fan with motor  protector 1.6 - 2.4 
A. Fan outlet spigot Ø 160 mm.

Emission Extractor Kit for Trucks
Standard temperature construction with special exhaust extraction  
funnel, meets TRGS 554, with BIA recommendation.
Easily adjusted extraction nozzle mounted on floor stand with extrac-
tion hose and hose clamps, galvanised wall bracket with rotary flange.  
3 phase extraction fan with motor protector 4.0 - 6.0 A. Fan outlet  
spigot Ø 200 mm.

06-4994-094

06-4994-092

06-4994-095

Hose length
Hose diameter (DN)
Hose type
Operating temperature
Fan power
Power supply

Hose length
Hose diameter (DN)
Hose type
Operating temperature
Fan power
Power supply

Hose length
Hose diameter (DN)
Hose type
Operating temperature
Fan power
Power supply

5,0 m
150 mm
S
+150 °C
0,75 kW
400 V, 50 Hz, 3~

5,0 m
150 mm
S
+300 °C
0,75 kW
400 V, 50 Hz, 3~

5,0 m
200 mm
S
+150 °C
1,1 kW
400 V, 50 Hz, 3~
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PartB: Extractors for Emission Tests

Description Item No.  Illustration

Emission Extractor Kit for Trucks
High temperature construction with special exhaust extraction funnel,  
meets TRGS 554, with BIA recommendation.
Easily adjusted extraction nozzle mounted on floor stand with high  
temperature extraction hose and hose clamps, galvanised wall  bracket 
with rotary flange. 3 phase extraction fan with motor  protector 4.0 - 6.0 
A. Fan outlet spigot Ø 200 mm.

06-4994-106

Hose length
Hose diameter (DN)
Hose type
Operating temperature
Fan power
Power supply

5,0 m
200 mm
S
+300 °C
1,1 kW
400 V, 50 Hz, 3~
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Exhaust Hose Reels
Part C:
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PartC: Exhaust Hose Reels
Spring Recoil Exhaust Hose Reels
Right-Hand Version

Illustration Description Item No.  

Spring Recoil Hose Reel 600
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for a safe hose recoil. 
The specification includes: hose reel, spring drive and hose stop.

Spring Recoil Hose Reel 800
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for a safe hose recoil. 
The specification includes: hose reel, spring drive and hose stop.

Spring Recoil Hose Reel 1000
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for a safe hose recoil. 
The specification includes: hose reel, spring drive and hose stop.

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

+150 °C
160 mm
600 mm

+150 °C
160 mm
800 mm

+150 °C
160 mm
1000 mm

Max. hose capacity

7,1 m
6,5 m
6,0 m

Max. hose capacity

10,3 m
9,1 m
8,2 m

Max. hose capacity

13,5 m
11,7 m
10,4 m

05-4701-060
05-4701-061
05-4701-062

05-4701-080
05-4701-081
05-4701-082

05-4701-100
05-4701-101
05-4701-102
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PartC: Exhaust Hose Reels

Description Item No.  

Spring Recoil Exhaust Hose Reels
Left-Hand Version

Illustration

Spring Recoil Hose Reel 600
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for a safe hose recoil. 
The specification includes: hose reel, spring drive and hose stop.

Spring Recoil Hose Reel 800
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for a safe hose recoil. 
The specification includes: hose reel, spring drive and hose stop.

Spring Recoil Hose Reel 1000
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for a safe hose recoil. 
The specification includes: hose reel, spring drive and hose stop.

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

+150 °C
160 mm
600 mm

+150 °C
160 mm
800 mm

+150 °C
160 mm
1000 mm

Max. hose capacity

7,1 m
6,5 m
6,0 m

Max. hose capacity

10,3 m
9,1 m
8,2 m

Max. hose capacity

13,5 m
11,7 m
10,4 m

05-4702-060
05-4702-061
05-4702-063

05-4702-080
05-4702-081
05-4702-082

05-4702-100
05-4702-101
05-4702-102
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PartC: Exhaust Hose Reels
Spring Recoil Exhaust Hose Reels
Accessories

Illustration Description Item No.  

Long Hose Guide
Hose guide over the whole drum width.
Ensures even hose rewind without manual assistance. The capacity 
of  the hose reel drum is reduced by 10%. For spring and motor driven  
hose reel as additional option.

Automatic Mechanical Damper
Shuts off airflow on hose reels which are not in use.
For use with multiple hose reels connected to a common fan set.  Airflow 
is only delivered to hose reels that are in use and active.

On-Off-Switch
Potential free contact for butterfly valve,  open/close.
Potential free contact for use in combination with fan process control.  
Must be used with automatic butterfly valve 05-4730-080.

Fan Control for multiple Remote Switching.
Fan starter for use with latching rotary switches.  Cable ways for up to  
3 remote switch points.
Fan starter within enclosure with cable ways and connection blocks.  
Without motor protection. The control panel is designed for the  con-
nection of latching switches (74-5100-010).

Fan including Assembly Set
Fan TYPE N including assembly set for direct mounting on hose reel.
Specification includes: Fan, mounting kit, anti vibration sleeve and a  
fall protection.

05-4730-080

05-4730-107

74-5100-000

Drum width

600 mm
800 mm
1000 mm
1200 mm
1400 mm

Version

N 34
N 35
N 36

Motor power

0,37 kW
0,75 kW
1,1 kW

05-4730-082
05-4730-083
05-4730-084
05-4730-085
05-4730-086

55-4741-034
55-4741-035
55-4741-036
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PartC: Exhaust Hose Reels

Description Item No.  

Spring Recoil Exhaust Hose Reels
Accessories

Illustration

Long Hose Guide High Temperature
Hose guide over the whole drum width.
Ensures even hose rewind without manual assistance. The capacity 
of  the hose reel drum is reduced by 10%. For spring and motor driven  
hose reel as additional option.

Additional Parts Special/High Temperature
To upgrade standard hose reel, comprising special friction bearing,  
temperature resistant short hose guide and accessories for high  
temperatures.

05-4730-070

Operating temperature
Drum width

600 mm
800 mm
1000 mm
1200 mm
1400 mm

Operating temperature

+500 °C

+500 °C

05-4730-060
05-4730-061
05-4730-062
05-4730-063
05-4730-064
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PartC: Exhaust Hose Reels
Spring Recoil Exhaust Hose Reels
Spare Parts

Illustration Description Item No.  

Spring Roller Drive
For use with hose reels  600/800/1000.
Spring drive for hose reel. Mounted in galvanised steel body. Maximum  
standard lifting force 7,5 m extraction hose.

Hose Stop
For use as hose stop for spring recoil hose reels. Suitable for all hose  
types.

05-730-028

Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm

05-4990-040
05-4990-041
05-4990-042
05-4990-043



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
Kelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.dewww.norfi.de 17

PartC: Exhaust Hose Reels

Description Item No.  

Spring Recoil Exhaust Hose Reels
Passenger Cars Spring Hose Reel Sets

Illustration

Car set spring recoil hose reel
Complete set for passenger cars workshops.
Compact design hose reel set for flexible workflow. With spring recoil  
drive and short hose guide for optimized winding.
Including:
- Exhaust extraction hose
- Hose stopper
- Clamps and protection rubber
Including (Depending on type):
- Mechanical clamping rubber nozzle "Car" 155x85mm
Right hand version. Fan, pipe ducts and roof penetration not included.

Car set spring recoil hose reel
Complete set for passenger cars workshops.
Compact design hose reel set for flexible workflow. With spring recoil  
drive and short hose guide for optimized winding.
Including:
- Exhaust extraction hose
- Hose stopper
- Clamps and protection rubber
Including (Depending on type):
- Mechanical clamping rubber nozzle "Car" 155x85mm
- Fan N34, 0,37 kW, 400 V, 50 Hz, 3~ or
- Fan N35, 0,75 kW, 400 V, 50 Hz, 3~
Right hand version. Pipe ducts and roof penetration not included.

Hose type
Nominal diameter (DN)
Operating temperature
Hose length

7,5 m
7,5 m
10,0 m
10,0 m

Hose type
Nominal diameter (DN)
Operating temperature
Hose length

7,5 m
7,5 m
10,0 m
10,0 m

Drum width

600 mm
600 mm
800 mm
800 mm

Drum width

600 mm
600 mm
800 mm
800 mm

S
100 mm
+150 °C

S
100 mm
+150 °C

Fan

N34
N34
N35
N35

Nozzle

Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle

Nozzle

Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle

05-4600-100
05-4600-102
05-4600-104
05-4600-106

05-4601-100
05-4601-102
05-4601-104
05-4601-106
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PartC: Exhaust Hose Reels
Spring Recoil Exhaust Hose Reels
Trucks Spring Hose Reel Sets

Illustration Description Item No.  

Truck set spring recoil hose reel
Complete set for truck workshops.
Compact design hose reel set for flexible workflow. With spring recoil  
drive and short hose guide for optimized winding.
Including:
- Exhaust extraction hose
- Hose stopper
- Clamps and protection rubber
Including (Depending on type):
- Mechanical clamping rubber nozzle "Truck" Ø 170mm
Right hand version. Fan, pipe ducts and roof penetration not included.

Truck set spring recoil hose reel
Complete set for truck workshops.
Compact design hose reel set for flexible workflow. With spring recoil  
drive and short hose guide for optimized winding.
Including:
- Exhaust extraction hose
- Hose stopper
- Clamps and protection rubber
- Fan N35, 0,75 kW, 400 V, 50 Hz, 3~
Including (Depending on type):
- Mechanical clamping rubber nozzle "Truck" Ø 170mm
Right hand version. Fan, pipe ducts and roof penetration not included.

Hose type
Nominal diameter (DN)
Operating temperature
Hose length

7,5 m
7,5 m
10,0 m
10,0 m

Hose type
Nominal diameter (DN)
Operating temperature
Hose length

7,5 m
7,5 m
10,0 m
10,0 m

Drum width

600 mm
600 mm
800 mm
800 mm

Drum width

600 mm
600 mm
800 mm
800 mm

S
150 mm
+150 °C

S
150 mm
+150 °C

Nozzle

Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle

Nozzle

Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle

05-4600-110
05-4600-112
05-4600-114
05-4600-116

05-4601-110
05-4601-112
05-4601-114
05-4601-116
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PartC: Exhaust Hose Reels

Description Item No.  

Motor Driven Exhaust Hose Reels
Right-Hand Version

Illustration

Motor Driven Hose Reel 600
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil.
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Motor Driven Hose Reel 800
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Motor Driven Hose Reel 1000
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

+150 °C
160 mm
600 mm

+150 °C
160 mm
800 mm

+150 °C
160 mm
1000 mm

Max. hose capacity

7,1 m
6,5 m
6,0 m

Max. hose capacity

10,3 m
9,1 m
8,2 m

Max. hose capacity

13,5 m
11,7 m
10,4 m

05-4711-060
05-4711-061
05-4711-062

05-4711-080
05-4711-081
05-4711-082

05-4711-100
05-4711-101
05-4711-102
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PartC: Exhaust Hose Reels
Motor Driven Exhaust Hose Reels
Right-Hand Version

Illustration Description Item No.  

Motor Driven Hose Reel 1200
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Motor Driven Hose Reel 1400
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

+150 °C
160 mm
1200 mm

+150 °C
160 mm
1400 mm

Max. hose capacity

16,7 m
14,3 m
12,6 m

Max. hose capacity

19,9 m
16,9 m
14,8 m

05-4711-120
05-4711-121
05-4711-122

05-4711-140
05-4711-141
05-4711-142



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
Kelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.dewww.norfi.de 21

PartC: Exhaust Hose Reels

Description Item No.  

Motor Driven Exhaust Hose Reels
Left-Hand Version

Illustration

Motor Driven Hose Reel 600
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Motor Driven Hose Reel 800
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Motor Driven Hose Reel 1000
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

+150 °C
160 mm
600 mm

+150 °C
160 mm
800 mm

+150 °C
160 mm
1000 mm

Max. hose capacity

7,1 m
6,5 m
6,0 m

Max. hose capacity

10,3 m
9,1 m
8,2 m

Max. hose capacity

13,5 m
11,7 m
10,4 m

05-4712-060
05-4712-061
05-4712-062

05-4712-080
05-4712-081
05-4712-082

05-4712-100
05-4712-101
05-4712-102
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PartC: Exhaust Hose Reels
Motor Driven Exhaust Hose Reels
Left-Hand Version

Illustration Description Item No.  

Motor Driven Hose Reel 1200
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Motor Driven Hose Reel 1400
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes: the hose reel complete with drive and  brake 
motor and sequence control. 
Basic electrical function up-down.

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

Operating temperature
Pipe connection (DN)
Drum width
Nominal diameter (DN)

100 mm
125 mm
150 mm

+150 °C
160 mm
1200 mm

+150 °C
160 mm
1400 mm

Max. hose capacity

16,7 m
14,3 m
12,6 m

Max. hose capacity

19,9 m
16,9 m
14,8 m

05-4712-120
05-4712-121
05-4712-122

05-4712-140
05-4712-141
05-4712-142
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PartC: Exhaust Hose Reels

Description Item No.  

Motor Driven Exhaust Hose Reels
Accessories

Illustration

Pendant Switch up/down
With a 5 m free hanging control wire. 2 function keys.
With switch controls for up/down. Use in conjunction with process  
control board.

Fan including Assembly Set
Fan TYPE N including assembly set for direct mounting on hose reel.
Specification includes: Fan, mounting kit, anti vibration sleeve and a  
fall protection.

Additional Parts for Sequence Controller
With additional function fan run/stop; for direct connection of fan.  
Includes motor protection switch.
The extended control contains the functions hose up-down, Fan on- off. 
With additional isolated contact and a motor protection switch up  to 
4,0 A.

Pendant Switch up/off down/on
With a 5 m free hanging control wire. 2 function keys with double  
contacts.
With combination switch controls for up/fan stop and down/fan start.  
Use in conjunction with extended sequence controller (not included).

Wall mounted Push Button Switch Unit up/off down/ 
on
2 non latching push switches, each with double contacts.
To control motorised hose reels and similar. Must be used with  ex-
tended sequence controller (not included).

Pendant Switch up/down run/stop
With a 5 m free hanging control wire. 4 function keys (up/down on/ off).

With separate switch controls for up/down and fan start/stop. Use in  
conjunction with extended sequence controller (not included).

Wall mounted Remote Switch up/down run/stop
With 4 function keys.
Use in conjunction with extended sequence controller (not included).

05-4730-140

05-730-060

05-4730-150

73-000-004

05-4730-117

73-000-005

Version

N 34
N 35
N 36

Motor power

0,37 kW
0,75 kW
1,1 kW

55-4741-034
55-4741-035
55-4741-036
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PartC: Exhaust Hose Reels
Motor Driven Exhaust Hose Reels
Accessories

Illustration Description Item No.  

Radio Control Panel 2-Channel
Radio sequence controller for exhaust hose reel.
Includes extension of standard sequence controller and hand held  
transmitter to convert a standard motorised hose reel to radio remote  
control. Also included are cable glands and potential free relay for fan  
switching. UP/STOP DOWN/START

Shut off Damper, electrically actuated
With fast servo motor. Actuating time about 30 sec., including 5 m  
connection cable.

Long Hose Guide
Hose guide over the whole drum width.
Ensures even hose rewind without manual assistance. The capacity 
of  the hose reel drum is reduced by 10%. For spring and motor driven  
hose reel as additional option.

Long Hose Guide High Temperature
Hose guide over the whole drum width.
Ensures even hose rewind without manual assistance. The capacity 
of  the hose reel drum is reduced by 10%. For spring and motor driven  
hose reel as additional option.

Additional Parts Special/High Temperature
To upgrade standard hose reel, comprising special friction bearing,  
temperature resistant short hose guide and accessories for high  
temperatures.

70-4711-410

90-1127-161

Voltage
Material
Nominal diameter (DN)

Drum width

600 mm
800 mm
1000 mm
1200 mm
1400 mm

Operating temperature
Drum width

600 mm
800 mm
1000 mm
1200 mm
1400 mm

Operating temperature

+500 °C

230 V
Galvanised Steel
160 mm

+500 °C

05-4730-082
05-4730-083
05-4730-084
05-4730-085
05-4730-086

05-4730-060
05-4730-061
05-4730-062
05-4730-063
05-4730-064

05-4730-070
05-4730-082
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PartC: Exhaust Hose Reels

Description Item No.  

Motor Driven Exhaust Hose Reels
Spare Parts

Illustration

Drive Motor
For motor driven hose reel.
Drive motor for exhaust hose reel. Complete with adjustable stop  limits 
and drive brake motor. Emergency manual function operated by  crawler 
gear.

Basic Sequence Control up/down
Process control mounted inside enclosure with cable ways.
Prepared for the connection of a motor butterfly valve and with  isolated 
contact for the activation of an external fan.

05-730-009

05-730-010
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PartC: Exhaust Hose Reels
Motor Driven Exhaust Hose Reels
Car motor hose reel sets

Illustration Description Item No.  

Car set motor hose reel
Complete set for passenger cars workshops.
Compact design hose reel set for flexible workflow. With drive/brake  
motor and short hose guide for optimized winding.
Including:
- Exhaust extraction hose
- Clamps and protection rubber
- Pendant switch UP/DOWN
Including (Depending on type):
- Mechanical clamping rubber nozzle "Car" 155x85mm
Right hand version. Fan, pipe ducts and roof penetration not included.

Car set motor hose reel
Complete set for passenger cars workshops.
Compact design hose reel set for flexible workflow. Withdrive/brake  
motor and short hose guide for optimized winding.
Including:
- Exhaust extraction hose
- Clamps and protection rubber
- Pendant switch UP/DOWN
Including (Depending on type):
- Mechanical clamping rubber nozzle "Car" 155x85mm
- Fan N34, 0,37 kW, 400 V, 50 Hz, 3~ or
- Fan N35, 0,75 kW, 400 V, 50 Hz, 3~
Right hand version. Pipe ducts and roof penetration not included.

Hose type
Nominal diameter (DN)
Operating temperature
Hose length

7,5 m
7,5 m
10,0 m
10,0 m
12,5 m
12,5 m

Hose type
Nominal diameter (DN)
Operating temperature
Hose length

7,5 m
7,5 m
10,0 m
10,0 m
12,5 m
12,5 m

Drum width

600 mm
600 mm
800 mm
800 mm
1000 mm
1000 mm

Drum width

600 mm
600 mm
800 mm
800 mm
1000 mm
1000 mm

S
100 mm
+150 °C

S
100 mm
+150 °C

Fan

N34
N34
N35
N35
N35
N35

Nozzle

Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle

Nozzle

Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle

05-4602-104
05-4602-102
05-4602-100
05-4602-106
05-4602-108
05-4602-109

05-4603-104
05-4603-102
05-4603-100
05-4603-106
05-4603-108
05-4603-109
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PartC: Exhaust Hose Reels

Description Item No.  

Motor Driven Exhaust Hose Reels
Truck motor hose reel sets

Illustration

Truck set motor hose reel
Complete set for truck workshops.
Compact design hose reel set for flexible workflow. With drive/brake  
motor and short hose guide for optimized winding.
Including:
- Exhaust extraction hose
- Clamps and protection rubber
- Pendant switch UP/DOWN
Including (Depending on type):
- Mechanical clamping rubber nozzle "Truck" Ø 170mm
Right hand version. Fan, pipe ducts and roof penetration not included.

Truck set motor hose reel
Complete set for truck workshops.
Compact design hose reel set for flexible workflow. Withdrive/brake  
motor and short hose guide for optimized winding.
Including:
- Exhaust extraction hose
- Clamps and protection rubber
- Pendant switch UP/DOWN
- Fan N35, 0,75 kW, 400 V, 50 Hz, 3~
Including (Depending on type):
- Mechanical clamping rubber nozzle "Truck" Ø 170mm
Right hand version. Pipe ducts and roof penetration not included.

Hose type
Nominal diameter (DN)
Operating temperature
Hose length

7,5 m
7,5 m
10,0 m
10,0 m
12,5 m
12,5 m

Hose type
Nominal diameter (DN)
Operating temperature
Hose length

7,5 m
7,5 m
10,0 m
10,0 m
12,5 m
12,5 m

Drum width

800 mm
800 mm
1000 mm
1000 mm
1200 mm
1200 mm

Drum width

800 mm
800 mm
1000 mm
1000 mm
1200 mm
1200 mm

S
150 mm
+150 °C

S
150 mm
+150 °C

Nozzle

Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle

Nozzle

Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle
Incl. nozzle
Excl. nozzle

05-4602-110
05-4602-112
05-4602-114
05-4602-116
05-4602-118
05-4602-120

05-4603-110
05-4603-112
05-4603-114
05-4603-116
05-4603-118
05-4603-120
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PartC: Exhaust Hose Reels
Special Exhaust Hose Reels
Right-Hand Version

Illustration Description Item No.  

Motor Driven Hose Reel High Temperature DN200
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes the hose reel complete with drive and brake  
motor and sequence control. 
Basic electrical function up-down.

Motor Driven Hose Reel High Temperature DN250
Right-hand version: viewed from the driven end, the exhaust hose  coils 
to the right, clockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes the hose reel complete with drive and brake  
motor and sequence control. 
Basic electrical function up-down.

Nominal diameter (DN)
Operating temperature
Pipe connection (DN)
Drum width

1400 mm
1600 mm
1800 mm
2000 mm

Nominal diameter (DN)
Operating temperature
Pipe connection (DN)
Drum width

1400 mm
1600 mm
1800 mm
2000 mm

200 mm
+500 °C
200 mm

250 mm
+500 °C
250 mm

05-4716-140
05-4716-160
05-4716-180
05-4716-200

05-4718-140
05-4718-160
05-4718-180
05-4718-200
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PartC: Exhaust Hose Reels

Description Item No.  

Special Exhaust Hose Reels
Left-Hand Version

Illustration

Motor Driven Hose Reel High Temperature DN200
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes the hose reel complete with drive and brake  
motor and sequence control. 
Basic electrical function up-down.

Motor Driven Hose Reel High Temperature DN250
Left-hand version: viewed from the driven end, the exhaust hose coils  
to the left, anticlockwise.
Hose drum of beaded strengthened galvanised sheet steel, with  pow-
der-coated side plates and short hose guide for safe hose recoil. 
The specification includes the hose reel complete with drive and brake  
motor and sequence control. 
Basic electrical function up-down.

Nominal diameter (DN)
Operating temperature
Pipe connection (DN)
Drum width

1400 mm
1600 mm
1800 mm
2000 mm

Nominal diameter (DN)
Operating temperature
Pipe connection (DN)
Drum width

1400 mm
1600 mm
1800 mm
2000 mm

200 mm
+500 °C
200 mm

250 mm
+500 °C
250 mm

05-4715-140
05-4715-160
05-4715-180
05-4715-200

05-4717-140
05-4717-160
05-4717-180
05-4717-200
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PartC: Exhaust Hose Reels
Special Exhaust Hose Reels
Accessories

Illustration Description Item No.  

Pendant Switch up/off down/on
With a 5 m free hanging control wire. 2 function keys with double  
contacts.
With combination switch controls for up/fan stop and down/fan start.  
Use in conjunction with extended sequence controller (not included).

Pendant Switch up/down run/stop
With a 5 m free hanging control wire. 4 function keys (up/down on/ off).

With separate switch controls for up/down and fan start/stop. Use in  
conjunction with extended sequence controller (not included).

Wall mounted Push Button Switch Unit up/off down/ 
on
2 non latching push switches, each with double contacts.
To control motorised hose reels and similar. Must be used with  ex-
tended sequence controller (not included).

Wall mounted Remote Switch up/down run/stop
With 4 function keys.
Use in conjunction with extended sequence controller (not included).

Shut off Damper, electrically actuated
With fast servo motor. Actuating time about 30 sec., including 5 m  
connection cable.

Radio control Panel 2-channel
Radio sequence controller for exhaust hose reel.
Includes motor process control installed in coated enclosure and hand  
held transmitter to convert a heavy duty motorised hose reel to radio  
remote control. Also included are cable glands and potential free relay  
for fan switching. UP/STOP DOWN/START

05-4730-150

05-4730-117

73-000-004

73-000-005

70-730-311

Voltage
Material
Nominal diameter (DN)

200 mm
250 mm

230 V
Galvanised Steel

90-1127-201
90-1127-251
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Extraction Rail Systems
Part D:
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PartD: Extraction Rail Systems
Type Technorail
Extraction Rail Technorail and Accessories

Illustration Description Item No.  

Technorail
Extruded aluminium extraction rail Technorail, 1 piece, cross section:  
175 cm² (equivalent nominal diameter 160 mm).
Aluminium extraction rail with sealing lips and mounting profiles to  
carry moveable extraction trolleys. The extraction rail can be used  with 
fully flexible hose systems. The Technorail modular concept  caters for 
a wide range of applications and workplace environments.  Straight-for-
ward assembly, robust design with low pressure losses.  Specification 
includes all necessary seals and clips. 
 Typical applications includes car and light commercial vehicle repair  
and service workshops with medium exhaust duty requirement.

Extraction Rail Connector
Rail connecting sleeve for connection and extension of Technorail.
Technorail lengths standard at 6 m. One connector required for each  
additional lengths and for extensions.
The specification includes all necessary fixing material.

Technorail End Cover
End cover for Technorail.
End cap seals the ends on the extraction rail. 
The specification includes all necessary fixing material.

Technorail End Stop
End stop for Technorail.
For mounting on extraction rail end, stopping the trolleys. At least one  
part required per each end of a straight rail system. 
The specification includes all necessary fixing material.

Duct Connector End Technorail
Duct connector end for Technorail.
End connecting piece to connect the extraction rail with the duct  
system. 
The specification includes all necessary fixing material.

13-4000-001

13-4010-001

13-4010-005

13-4010-003

Rail section
Operating temperature
Length
Material
Weight

Material

Material

Material
Length
Nominal diameter (DN)

160 mm
200 mm

Galvanised Steel

Aluminium

Galvanised Steel
150 mm

175 cm²
+150 °C
Sold by meter
Aluminium
9,0 kg/m

13-4022-160
13-4022-200
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PartD: Extraction Rail Systems

Description Item No.  

Type Technorail
Extraction Rail Technorail and Accessories

Illustration

Duct Connector "Top"
Duct connector for the top of the extraction rail.
Top connecting piece to connect the extraction rail with the duct  
system.
The specification includes all necessary fixing material.

Duct Connector "Top-long"
Duct connector top lengthwise on extraction rail.
Top-long connecting piece top long to connect the extraction rail with  
the duct system. 
The specification includes all necessary fixing material.

Fan Connector "End" Type N
Connector with fall guard for direct mounting of N-Fans to extraction  
rail Technorail.
End connection piece to mount fan types N34/35/36 to the extrac tion 
rail. 
The specification includes all necessary fixing material.

Fan Connector "Top" Type N
Connector with fall guard for direct mounting of N-Fans to extraction  
rails ALU150/250/Technorail.
End connection piece to mount fan types N34/35/36 to the extrac tion 
rail. 
The specification includes all necessary fixing material.

13-4866-079

12-4866-091

Material
Nominal diameter (DN)

160 mm
200 mm
250 mm
315 mm

Material
Nominal diameter (DN)

160 mm
200 mm
250 mm
315 mm

Material

Material
Nominal diameter (DN)

Galvanised Steel

Galvanised Steel

Galvanised Steel

Galvanised Steel
160 mm

Height

180 mm
180 mm
180 mm
190 mm

Length

270 mm
270 mm
300 mm
390 mm

12-4120-160
12-4120-200
12-4120-250
12-4120-315

12-4124-160
12-4124-200
12-4124-250
12-4124-315
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PartD: Extraction Rail Systems
Type Technorail
Extraction Rail Technorail and Accessories

Illustration Description Item No.  

Fan incl. Mounting Set "Top" Type N
N type fan  including assembly set with fall guard for direct mounting  
on the top of extraction rail ALU150/250/Technorail.
The specification includes all necessary fixing material.

Fan incl. Assembly Set "End" Type N
N type fan including assembly set with fall guard for direct mounting  
on the end of Technorail.
The specification includes all necessary fixing material.

Version

N 34
N 35
N 36

Version

N 34
N 35
N 36

Fan power

0,37 kW
0,75 kW
1,1 kW

Fan power

0,37 kW
0,75 kW
1,1 kW

12-4866-044
12-4866-045
12-4866-046

13-4866-034
13-4866-035
13-4866-036
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PartD: Extraction Rail Systems

Description Item No.  

Type Technorail
Extraction Trolleys

Illustration

Extraction Trolley Technorail
Moveable extraction trolley with hose connection.
Extraction trolley for Technorail with 6 plastic-coated, ball bearing  run-
ning wheels, 4 ball bearing lateral support rollers and shock  absorber. 
Extraction nozzle manufactured from cast aluminium with  stainless 
steel sliding plates ensures optimised airflow. Complete with  shut off 
damper and fall protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley Technorail
Moveable extraction trolley with hose connection.
Extraction trolley for Technorail with 6 plastic-coated, ball bearing   run-
ning wheels, 4 ball bearing lateral support rollers and shock   absorber. 
Extraction nozzle manufactured from cast aluminium with   stainless 
steel sliding plates ensures optimised airflow. Complete with   shut off 
damper and fall protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley Technorail with Butterfly Valve  
Type S
Movable extraction trolley with butterfly valve (operation through a  wire 
with ring) and connection spigot for extraction hose.
Extraction trolley for Technorail with 6 plastic-coated, ball bearing  run-
ning wheels, 4 ball bearing lateral support rollers and shock  absorber. 
Extraction nozzle manufactured from cast aluminium with  stainless 
steel sliding plates ensures optimised airflow. Complete with  shut off 
damper and fall protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Material
Nominal diameter (DN)

75 mm
100 mm

Material
Nominal diameter (DN)

125 mm
150 mm

Material
Nominal diameter (DN)

75 mm
100 mm

Aluminium casting

Aluminium casting

Aluminium casting

Extraction volume

280 m³/h
450 m³/h

Extraction volume

800 m³/h
1150 m³/h

Extraction volume

280 m³/h
450 m³/h

33-4040-076
33-4040-100

33-4040-125
33-4040-150

33-4040-075
33-4040-099
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PartD: Extraction Rail Systems
Type Technorail
Extraction Trolleys

Illustration Description Item No.  

Extraction Trolley Technorail with Butterfly Valve  
Type S
Movable extraction trolley with butterfly valve (operation through a  wire 
with ring) and connection spigot for extraction hose.
Extraction trolley for Technorail with 6 plastic-coated, ball bearing   run-
ning wheels, 4 ball bearing lateral support rollers and shock   absorber. 
Extraction nozzle manufactured from cast aluminium with   stainless 
steel sliding plates ensures optimised airflow. Complete with   shut off 
damper and fall protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley Technorail with Butterfly Valve  
Type B
Movable extraction trolley with butterfly valve (operation through  bal-
ancer wire) and connection spigot for extraction hose.
Extraction trolley for Technorail with 6 plastic-coated, ball bearing  run-
ning wheels, 4 ball bearing lateral support rollers and shock  absorber. 
Extraction nozzle manufactured from cast aluminium with  stainless 
steel sliding plates ensures optimised airflow. Complete with  shut off 
damper and fall protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley Technorail with Butterfly Valve  
Type B
Movable extraction trolley with butterfly valve (operation through  bal-
ancer wire) and connection spigot for extraction hose.
Extraction trolley for Technorail with 6 plastic-coated, ball bearing   run-
ning wheels, 4 ball bearing lateral support rollers and shock   absorber. 
Extraction nozzle manufactured from cast aluminium with   stainless 
steel sliding plates ensures optimised airflow. Complete with   shut off 
damper and fall protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Material
Nominal diameter (DN)

125 mm
150 mm

Material
Nominal diameter (DN)

75 mm
100 mm

Material
Nominal diameter (DN)

125 mm
150 mm

Aluminium casting

Aluminium casting

Aluminium casting

Extraction volume

800 m³/h
1150 m³/h

Extraction volume

280 m³/h
450 m³/h

Extraction volume

800 m³/h
1150 m³/h

33-4040-124
33-4040-149

33-4040-074
33-4040-098

33-4040-123
33-4040-148



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
Kelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.dewww.norfi.de 37

PartD: Extraction Rail Systems

Description Item No.  

Type Technorail
Spare Parts

Illustration

Retaining Strip
To fix the sealing lips in an extraction rail.
Note: 2 parts required per 1 m of extraction rail. Always change as  pairs!

Sealing Lip Technorail
Sealing lip for extraction rail Technorail.
Note: 2 parts required per 1 m of extraction rail. Change as matched  
pairs!

Glue for sealing Lip
For the extension and repair of a standard sealing lip.

12-010-006

13-010-004

Length
Material

Operating temperature
Sealing lip thickness
Length
Width
Material

Weight

3 g
20 g

1,0 m
Special steel

+150 °C
4 mm
Sold by meter
90 mm
Rubber

12-110-108
12-110-106



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
www.norfi.deKelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.de38

PartD: Extraction Rail Systems
Type Technorail
Accessories for Trolleys

Illustration Description Item No.  

Wire with Ring
Wire with ring for mechanical nozzle storage.
The specification includes all necessary fixing material.

Wire with Hook
Wire with hook for pneumatic and push on nozzle storage.
The specification includes all necessary fixing material.

Balancer Light Duty
Spring Balancer to support long flexible hoses.
The balance spring force is adjustable dependant on hose type and  
nozzle weight. Includes locking pawl. The balancer recovers hanging  
hoses to a safe working height and ensures that floors and walkways  
are kept trip free.
Note: hose suspension required.

Balancer Support Light Duty
Balancer holder to fasten the balancer (light duty) on the Technorail- 
extraction trolley.
The specification includes all necessary fixing material.

Balancer Heavy Duty
Balancer/spring balancer to simplify working with long hoses.
The balance spring force is adjustable dependant on hose type and  
nozzle weight. Includes locking pawl. The balancer recovers hanging  
hoses to a safe working height and ensures that floors and walkways  
are kept trip free.
Note: hose suspension required.

36-153-151

32-4155-017

Length

3000 mm
4000 mm

Length

3000 mm
4000 mm

Min. load bearing capacity
Max. load bearing capacity
Rope length

Material

Rope length
Min. load bearing capacity

6,5 kg
8,5 kg
10,0 kg
13,5 kg
15,0 kg

Plastic

8,0 m
Max. load bearing capacity

11,0 kg
15,0 kg
22,0 kg
26,0 kg
30,0 kg

3,5 kg
8,0 kg
4,2 m

Weight

10,5 kg
10,5 kg
16,0 kg
16,0 kg
16,0 kg

24-4155-010
24-4155-012

24-4155-013
24-4155-019

39-154-431
39-154-631
39-154-831
39-154-833
39-154-835
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PartD: Extraction Rail Systems

Description Item No.  

Type Technorail
Accessories for Trolleys

Illustration

Balancer Support Heavy Duty
Balancer Bracket to mount balancer (heavy Duty) on the Technorail- 
extraction trolley.
The specification includes all necessary fixing material.

Hose Suspension
Hose suspension manufactured from hard plastic.
Two piece hose clamp with slip-resistant foam insert and ring for  at-
tachment of balancer wire or similar. 
The specification includes all necessary fixing material.

Upgrade for Damper Valve
Refitting/upgrade of a regular butterfly valve on extraction trolleys to  
a sealed design.
99% air tight seal, especially for the use in systems with frequency- 
controlled fans. Heat-resistant rubber material.

34-155-018Material

Material
Colour
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm

Version

Suction Trolley DN 100 mm
Suction Trolley DN 150 mm

Aluminium

Plastic
Black

24-4155-080
24-4155-100
24-4155-125
24-4155-150

34-4040-100
32-4040-150
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PartD: Extraction Rail Systems
Type Technorail
Technorail Car Sets

Illustration Description Item No.  

Technorail Car Set
The modular design fits different requirements. Optimised mounting,  
quick handling.
Including following content:
- Exhaust extraction rail "Technorail"
- Lip seals and retaining strips
- Rail connector and upper support
- Limit stops and end covers 
- Duct connector top DN 160 mm
- Suction trolley incl. hose
- Rubber nozzle "Car" 155x85mm with mech. clamping device
- Rope with ring for suspending the nozzle
Including (Depending on type):
- Fan N34, 0,37 kW, 400 V, 50 Hz, 3~ or
- Fan N35, 0,75 kW, 400 V, 50 Hz, 3~
Pipe ducts, levelling supports and roof penetration not included.
Hose length
Hose diameter (DN)
Hose type
Operating temperature
Rail length

5,0 m
6,0 m
7,5 m
10,0 m
12,5 m
12,5 m
15,0 m
15,0 m
17,5 m
20,0 m
22,5 m

No. of Trolleys

1
1
1
1
1
2
1
2
2
2
2

5,0 m
100 mm
S
+150 °C

Fan

N34
N34
N34
N34
N34
N35
N35
N35
N35
N35
N35

13-4050-005
13-4050-006
13-4050-007
13-4050-010
13-4050-012
13-4052-012
13-4050-015
13-4052-015
13-4052-017
13-4052-020
13-4052-022
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PartD: Extraction Rail Systems

Description Item No.  

Type Technorail
Truck Extraction Rail Sets

Illustration

Technorail Truck Set
The modular design fits different requirements. Optimised mounting,  
quick handling.
For transporters and trucks up to 7.5 tons.
Including following content:
- Exhaust extraction rail "Technorail"
- Lip seals and retaining strips
- Rail connector and upper support
- Limit stops and end covers 
- Duct connector top DN 160 mm
- Suction trolley incl. hose
- Rubber nozzle "Truck" Ø 170mm with mech. clamping device
- Rope with ring for suspending the nozzle
- Fan N35, 0,75 kW, 400 V, 50 Hz, 3~
Pipe ducts, levelling supports and roof penetration not included.
No. of Trolleys
Hose length
Hose diameter (DN)
Hose type
Operating temperature
Fan
Rail length

5,0 m
7,5 m
10,0 m
12,5 m
15,0 m
17,5 m
20,0 m
22,5 m
25,0 m

1
5,0 m
150 mm
S
+150 °C
N35

13-4060-005
13-4060-007
13-4060-010
13-4060-012
13-4060-015
13-4060-017
13-4060-020
13-4060-022
13-4060-025
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PartD: Extraction Rail Systems
Type ALU
Extraction Rail ALU150

Illustration Description Item No.  

Extraction Rail ALU150
Extruded aluminium extraction rail, 1 piece, cross section: 300cm²  
(equivalent nominal pipe diameter 190mm), up to 150°C.
Aluminium extraction rail with sealing lips and mounting profiles to  carry 
moveable extraction trolleys. The extraction rail can be used  with PAREX 
arms, hose reels and fully flexible hose systems. The ALU  modular 
concept caters for a wide range of applications and  workplace envi-
ronments. Straight-forward assembly, robust design  with low pressure 
losses. Specification includes all necessary seals,  clips and brackets.
Typical applications include car and truck repair and service  workshops 
with medium exhaust duty requirement. Also can be  utilised for weld 
fume applications in car body repair shops. Rail  systems with a length 
of more than 6 metres require rail connectors.

Extraction Rail ALU150
Extruded aluminium extraction rail, 1 piece, cross section: 300cm²  
(equivalent nominal pipe diameter 190mm), up to 200°C.
Aluminium extraction rail with sealing lips and mounting profiles to  carry 
moveable extraction trolleys. The extraction rail can be used  with PAREX 
arms, hose reels and fully flexible hose systems. The ALU  modular 
concept caters for a wide range of applications and  workplace envi-
ronments. Straight-forward assembly, robust design  with low pressure 
losses. Specification includes all necessary seals,  clips and brackets.
Typical applications include test stands (partial load) in car and  truck 
repair and service workshops. Rail systems with a length of  more than 
6 metres require rail connectors.

10-4100-000

10-4400-000

Rail section
Operating temperature
Length
Material
Weight

Rail section
Operating temperature
Length
Material
Weight

300 cm²
+150 °C
Sold by meter
Aluminium
12,0 kg/m

300 cm²
+200 °C
Sold by meter
Aluminium
12,0 kg/m
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Extraction Rail ALU150

Illustration

Extraction Rail ALU150
Extruded aluminium extraction rail, 1 piece, cross section: 300cm²  
(equivalent nominal pipe diameter 190mm), up to 300°C.
Aluminium extraction rail with sealing lips and mounting profiles to  carry 
moveable extraction trolleys. The extraction rail can be used  with PAREX 
arms, hose reels and fully flexible hose systems. The ALU  modular 
concept caters for a wide range of applications and  workplace envi-
ronments. Straight-forward assembly, robust design  with low pressure 
losses. Specification includes all necessary seals,  clips and brackets.
Typical applications include test stands (full load) in car and truck  repair 
and service workshops. Rail systems with a length of more than  6 
metres require rail connectors.

10-4410-000

Rail section
Operating temperature
Length
Material
Weight

300 cm²
+300 °C
Sold by meter
Aluminium
12,0 kg/m
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PartD: Extraction Rail Systems
Type ALU
Accessories ALU150

Illustration Description Item No.  

Extraction rail  connector
Rail connecting sleeve for connection and extension of ALU150/ALU- S 
Extraction rails.
Extraction rails are supplied in 6 metre lengths as standard.  1  connec-
tor required for each extension piece. 
The specification includes all necessary fixing material.

Rail stiffener basic
Channel stiffener for Extraction rail ALU150.
Additional stiffener for extraction rail ALU150. The stiffener disperses  
the torsional loads when mounting PAREX extraction arms. Mount at 
1  metre centres.

End cover
End cover for Extraction rail ALU150 and ALU-S.
Seals the ends of extraction rails.
The specification includes all necessary fixing material.

Interior end cover
Interior end cover for Extraction rail ALU150.
Interior partition for creating extraction segments within extraction  rails 
and for enabling trolleys to drive into rail sections without extrac tion.
The specification includes all necessary fixing material.

Duct connector end  ALU150
Duct connector end  Extraction rail ALU150.
End Connecting piece to connect the extraction rail with the duct  
system. 
The specification includes all necessary fixing material.

12-4110-001

12-4110-004

12-4110-005

12-4110-009

Material

Length
Material

Material

Material

Material
Length
Nominal diameter (DN)

160 mm
200 mm
250 mm

Galvanised Steel

150 mm
Galvanised Steel

Aluminium

Galvanised Steel

Galvanised Steel
200 mm

12-4122-160
12-4122-200
12-4122-250
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Accessories ALU150

Illustration

Fan Connection spigot Type N
Fan connection spigot.
Rail end connection spigot for N type fans, for direct mounting to  ex-
traction rails.
The specification includes all necessary fixing material.

Fan incl. Mounting set end Type N
N Type Fan  including assembly set with antifall safety guard for direct  
mounting on the end of Extraction rail ALU150.
The specification includes all necessary fixing material.

12-4866-090
Material
Nominal diameter (DN)

Version

N 34
N 35
N 36

Galvanised Steel
160 mm

Fan power

0,37 kW
0,75 kW
1,1 kW

12-4866-034
12-4866-035
12-4866-036
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PartD: Extraction Rail Systems
Type ALU
Extraction Rail ALU250

Illustration Description Item No.  

Extraction Rail ALU250
Extruded aluminium extraction rail, 3 piece, cross section: 450cm²  
equivalent nominal diameter 240mm, up to 150°C.
Aluminium extraction rail with sealing lips and mounting profiles to  carry 
moveable extraction trolleys. The extraction rail can be used  with PAREX 
arms, hose reels and fully flexible hose systems. The ALU  modular 
concept caters for a wide range of applications and  workplace envi-
ronments. Straight-forward assembly, robust design  with low pressure 
losses. Specification includes all necessary seals,  clips and brackets.
Typical applications include truck repair and service workshops with  
higher exhaust duty requirement. Also can be utilised for weld fume  
applications in body repair shops. Rail systems with a length of more  
than 6 metres require rail connectors.

Extraction Rail ALU250
Extruded aluminium extraction rail, 3 piece, cross section: 450cm²  
equivalent nominal diameter 240mm, up to 200°C.
Aluminium extraction rail with sealing lips and mounting profiles to  carry 
moveable extraction trolleys. The extraction rail can be used  with PAREX 
arms, hose reels and fully flexible hose systems. The ALU  modular 
concept caters for a wide range of applications and  workplace envi-
ronments. Straight-forward assembly, robust design  with low pressure 
losses. Specification includes all necessary seals,  clips and brackets. 
Typical applications include test stands (partial load) in truck repair  and 
service workshops. Rail systems with a length of more than 6  metres 
require rail connectors.

11-4200-000

11-4420-000

Rail section
Operating temperature
Length
Material
Weight

Rail section
Operating temperature
Length
Material
Weight

450 cm²
+150 °C
Sold by meter
Aluminium
20,0 kg/m

450 cm²
+200 °C
Sold by meter
Aluminium
20,0 kg/m
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Extraction Rail ALU250

Illustration

Extraction Rail ALU250
Extruded aluminium extraction rail, 3 piece, cross section: 450cm²  
equivalent nominal diameter 240mm, up to 300°C.
Aluminium extraction rail with sealing lips and mounting profiles to  carry 
moveable extraction trolleys. The extraction rail can be used  with PAREX 
arms, hose reels and fully flexible hose systems. The ALU  modular 
concept caters for a wide range of applications and  workplace envi-
ronments. Straight-forward assembly, robust design  with low pressure 
losses. Specification includes all necessary seals,  clips and brackets.
Typical applications include test stands (full load) in truck repair and  
service workshops. Rail systems with a length of more than 6 metres  
require rail connectors.

11-4430-000

Rail section
Operating temperature
Length
Material
Weight

450 cm²
+300 °C
Sold by meter
Aluminium
20,0 kg/m
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PartD: Extraction Rail Systems
Type ALU
Accessories ALU250

Illustration Description Item No.  

Extraction rail connector
Rail connecting sleeve for connection and extension of ALU250  Ex-
traction rails.
Extraction rails are supplied in 6 metre lengths as standard.1  connector 
required for each extension piece.
The specification includes all necessary fixing material.

End cover
End cover for Extraction rail ALU250.
Seals the ends of extraction rails.
The specification includes all necessary fixing material.

Interior end cover
Interior cover plate for Extraction rail ALU250.
Interior partition for creating extraction segments within extraction  rails 
and for enabling trolleys to drive into rail sections without extrac tion.
The specification includes all necessary fixing material.

Duct connector end  ALU150
Duct connector end for Extraction rail ALU250.
End Connecting piece to connect the extraction rail with the duct  
system.
The specification includes all necessary fixing material.

12-4210-001

12-4210-005

12-4210-009

Material

Material

Material

Material
Length
Nominal diameter (DN)

200 mm
250 mm
315 mm

Galvanised Steel

Aluminium

Galvanised Steel

Galvanised Steel
200 mm

12-4123-200
12-4123-250
12-4123-314
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Common Accessories ALU150/250

Illustration

End stop
End stop for Extraction rails ALU150/250.
For mounting on extraction rail end, stopping the trolleys. At least one  
part required per each end of a straight rail system.
The specification includes all necessary fixing material.

Rail stiffener reinforced
Channel stiffener for Extraction rails ALU150/250.
Reinforced stiffener for extraction rail ALU150. The stiffener disperses  
high torsional loads, e.g. when mounting horizontal extraction arms.  
Mount at 2 metres centres.

Duct Connector "Top"
Duct connector for the top of the extraction rail.
Top connecting piece to connect the extraction rail with the duct  
system.
The specification includes all necessary fixing material.

Duct Connector "Top-long"
Duct connector top lengthwise on extraction rail.
Top-long connecting piece top long to connect the extraction rail with  
the duct system. 
The specification includes all necessary fixing material.

Fan Connector "Top" Type N
Connector with fall guard for direct mounting of N-Fans to extraction  
rails ALU150/250/Technorail.
End connection piece to mount fan types N34/35/36 to the extrac tion 
rail. 
The specification includes all necessary fixing material.

12-4110-003

12-4110-021

12-4866-091

Length
Material

Material
Nominal diameter (DN)

160 mm
200 mm
250 mm
315 mm

Material
Nominal diameter (DN)

160 mm
200 mm
250 mm
315 mm

Material
Nominal diameter (DN)

150 mm
Galvanised Steel

Galvanised Steel

Galvanised Steel

Galvanised Steel
160 mm

Height

180 mm
180 mm
180 mm
190 mm

Length

270 mm
270 mm
300 mm
390 mm

12-4120-160
12-4120-200
12-4120-250
12-4120-315

12-4124-160
12-4124-200
12-4124-250
12-4124-315
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PartD: Extraction Rail Systems
Type ALU
Common Accessories ALU150/250

Illustration Description Item No.  

Hydraulic End  Stop
Hydraulic buffer to arrest extraction trolley.
Absorbs the dynamic forces of a moving extraction trolley. Can be  
used on a straight extraction rail without a return facility or on  systems 
installed in fire stations

Rail coupler 150/250
Use for connecting ALU150 rail to ALU250 rail.
The specification includes all necessary fixing material.

Sealing plate
Creating suction free zones in Extraction rails ALU150/250.
Internal seal plate to achieve suction free zones for trolleys that are  not 
in use, allowing for increased air flow on other trolleys. Typical  applica-
tions emission test stands with horizontal extraction arms or  trolleys.

12-4146-012

12-4210-003

12-4210-004

Material

Material

Length
Material

Powder coated steel

Galvanised Steel

900 mm
Galvanised Steel
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Extraction Trolleys

Illustration

Extraction Trolley ALU150/250
Moveable Extraction Trolley with hose connection.
Standard Extraction trolley for extraction rails ALU150/250 with ball    
bearing nylon rollers and rubber shock absorber. Aluminium suction    
nozzle with stainless steel sliding plates ensures smooth movement  
and   optimises air flow. Powder-coated, steel profile frame with  welded   
stiffening plates to ensure maximum stability. Integrated fall  safety   
protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley ALU150/250 with Butterfly valve  
Type S
Moveable Extraction Trolley with butterfly valve (operation through  wire 
with ring) and connection spigot for extraction hose.
Standard Extraction trolley for extraction rails ALU150/250 with ball  
bearing nylon rollers and rubber shock absorber. Aluminium suction  
nozzle with stainless steel sliding plates ensures smooth movement  
and optimises air flow. Powder-coated, steel profile frame with welded  
stiffening plates to ensure maximum stability. Integrated automatic  
butterfly valve reduces air flow by 90% when the trolley is not in use.  
Integrated fall safety protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
175 mm

Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
175 mm

Extraction volume

280 m³/h
500 m³/h
800 m³/h
1150 m³/h
1600 m³/h

Extraction volume

280 m²/h
500 m³/h
800 m³/h
1150 m³/h
1600 m³/h

30-4140-076
30-4140-100
30-4140-125
30-4140-150
30-4140-175

30-4141-076
30-4141-100
30-4141-125
30-4141-150
30-4141-175
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PartD: Extraction Rail Systems
Type ALU
Extraction Trolleys

Illustration Description Item No.  

Extraction Trolley ALU 150/250 with Butterfly valve  
Type B
Moveable Extraction Trolley with butterfly valve (operation through  
balancer wire) and connection spigot for extraction hose.
Standard Extraction trolley for extraction rails ALU150/250 with ball  
bearing nylon rollers and rubber shock absorber. Aluminium suction  
nozzle with stainless steel sliding plates ensures smooth movement  
and optimises air flow. Powder-coated, steel profile frame with welded  
stiffening plates to ensure maximum stability. Integrated automatic  
butterfly valve reduces air flow by 90% when the trolley is not in use.  
Integrated fall safety protection. The trolley is equipped with mount  for 
balancers 39-154-431 and 39-154-631.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

High temperature Extraction Trolley  ALU150/250
Moveable Extraction Trolley for high temperatures, with connection  
spigot for extraction hose.
High-temperature extraction trolley for extraction rails ALU150/250  
with ball bearing nylon rollers and rubber shock absorber. Aluminium  
suction nozzle with stainless steel sliding plates ensures smooth  move-
ment and optimises air flow. The double-walled sliding plates  reduce the 
thermal load on the sealing lips of the extraction rail.  Powder-coated, 
steel profile frame with welded stiffening plates to  ensure maximum 
stability. Integrated fall safety protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley ALU150/250 for extraction arm
Moveable Extraction Trolley with mounting flange for NORFI extraction  
arm.
Standard Extraction trolley for extraction rails ALU150/250 with ball  
bearing nylon rollers and rubber shock absorber. Aluminium suction  
nozzle with stainless steel sliding plates ensures smooth movement  
and optimises air flow. Powder-coated, steel profile frame with welded  
stiffening plates to ensure maximum stability. An adapter flange plate  
allows for mounting an extraction arm with rotary flange (max. DN  
160 mm) or other accessories such as extension pipes. Integrated fall  
safety protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

30-4500-010

Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
175 mm

Operating temperature
Nominal diameter (DN)

150 mm
175 mm

Nominal diameter (DN)
Extraction volume

160 mm
1300 m³/h

+300 °C

Extraction volume

280 m³/h
500 m³/h
800 m³/h
1150 m³/h
1600 m³/h

Extraction volume

1150 m³/h
1600 m³/h

30-4141-212
30-4141-213
30-4141-214
30-4141-215
30-4141-216

30-4440-150
30-4440-175
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Extraction Trolleys

Illustration

Extraction Trolley ALU150/250 MAXI
Moveable Extraction Trolley with hose connection.
Standard Extraction trolley for extraction rails ALU150/250 with ball  
bearing nylon rollers and rubber shock absorber. Aluminium suction  
nozzle with stainless steel sliding plates ensures smooth movement  
and optimises air flow. Powder-coated, steel profile frame with welded  
stiffening plates to ensure maximum stability. Integrated fall safety  
protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley ALU150/250 with Butterfly valve  
Type S MAXI
Moveable Extraction Trolley with butterfly valve (operation through  wire 
with ring) and connection spigot for extraction hose.
Standard Extraction trolley for extraction rails ALU150/250 with ball  
bearing nylon rollers and rubber shock absorber. Aluminium suction  
nozzle with stainless steel sliding plates ensures smooth movement  
and optimises air flow. Powder-coated, steel profile frame with welded  
stiffening plates to ensure maximum stability. Integrated automatic  
butterfly valve reduces air flow by 90% when the trolley is not in use.  
Integrated fall safety protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley ALU150/250 with Butterfly valve  
Type B MAXI
Moveable Extraction Trolley with butterfly valve (operation through  
balancer wire) and connection spigot for extraction hose.
Standard Extraction trolley for extraction rails ALU150/250 with ball  
bearing nylon rollers and rubber shock absorber. Aluminium suction  
nozzle with stainless steel sliding plates ensures smooth movement  
and optimises air flow. Powder-coated, steel profile frame with welded  
stiffening plates to ensure maximum stability. Integrated automatic  
butterfly valve reduces air flow by 90% when the trolley is not in use.  
Integrated fall safety protection. The trolley is equipped with mount  for 
balancers 39-154-431 and 39-154-631.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

30-4240-200

30-4241-200

30-4241-215

Nominal diameter (DN)
Extraction volume

Nominal diameter (DN)
Extraction volume

Nominal diameter (DN)
Extraction volume

200 mm
2100 m³/h

200 mm
2100 m³/h

200 mm
2100 m³/h
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PartD: Extraction Rail Systems
Type ALU
Extraction Trolleys

Illustration Description Item No.  

High temperature Extraction Trolley ALU150/250  
MAXI
Moveable Extraction Trolley for high temperatures, with connection  
spigot for extraction hose.
High-temperature extraction trolley for extraction rails ALU150/250  
with ball bearing nylon rollers and rubber shock absorber. Aluminium  
suction nozzle with stainless steel sliding plates ensures smooth  move-
ment and optimises air flow. The double-walled sliding plates  reduce the 
thermal load on the sealing lips of the extraction rail.  Powder-coated, 
steel profile frame with welded stiffening plates to  ensure maximum 
stability. Integrated fall safety protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley ALU150/250 for extraction Arm
Extraction Trolley with mounting flange for NORFI extraction arm.
Standard Extraction trolley for extraction rails ALU150/250 with ball  
bearing nylon rollers and rubber shock absorber. Aluminium suction  
nozzle with stainless steel sliding plates ensures smooth movement  
and optimises air flow. Powder-coated, steel profile frame with welded  
stiffening plates to ensure maximum stability. An adapter flange plate  
allows for mounting an extraction arm with rotary flange (max. DN  
200 mm) or other accessories such as extension pipes. Integrated fall  
safety protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

30-4440-200

30-4500-030

Nominal diameter (DN)
Extraction volume
Operating temperature

Nominal diameter (DN)
Extraction volume

200 mm
2100 m³/h

200 mm
2100 m³/h
+300 °C
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Accessories for Trolleys

Illustration

Wire with Ring
Wire with ring for mechanical nozzle storage.
The specification includes all necessary fixing material.

Wire with Hook
Wire with hook for pneumatic and push on nozzle storage.
The specification includes all necessary fixing material.

Balancer Support  ALU150/250
Balancer holder to fasten the balancer on the ALU150/250-Extraction  
Trolley.

Balancer Support  ALU150/250 MAXI
Balancer holder to fasten the balancer on the ALU150/250-Extraction  
Trolley MAXI.

Balancer Heavy Duty
Balancer/spring balancer to simplify working with long hoses.
The balance spring force is adjustable dependant on hose type and  
nozzle weight. Includes locking pawl. The balancer recovers hanging  
hoses to a safe working height and ensures that floors and walkways  
are kept trip free.
Note: hose suspension required.

32-4153-112

32-4153-113

Length

3000 mm
4000 mm

Length

3000 mm
4000 mm

Rope length
Min. load bearing capacity

6,5 kg
8,5 kg
10,0 kg
13,5 kg
15,0 kg

8,0 m
Max. load bearing capacity

11,0 kg
15,0 kg
22,0 kg
26,0 kg
30,0 kg

Weight

10,5 kg
10,5 kg
16,0 kg
16,0 kg
16,0 kg

24-4155-010
24-4155-012

24-4155-013
24-4155-019

39-154-431
39-154-631
39-154-831
39-154-833
39-154-835
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PartD: Extraction Rail Systems
Type ALU
Accessories for Trolleys

Illustration Description Item No.  

Hose Suspension
Hose suspension manufactured from hard plastic.
Two piece hose clamp with slip-resistant foam insert and ring for  at-
tachment of balancer wire or similar. 
The specification includes all necessary fixing material.

Hose suspension
Hose suspension manufactured from plastic.
One piece hose clamp with slip-resistant foam insert with ring for  at-
tachment of balancer wire or similar. 
The specification includes all necessary fixing material.

Automatic Release Mechanism ALU150/250
To operate Bowden cable and automatic extraction nozzle clamp.
Mounting bracket to be fixed to extraction trolley. The specification  in-
cludes all necessary fixing material. Note: Automatic operation  requires 
additional equipment: Bowden cable and mounting material,  release 
rope inside the hose, automatic nozzles and accessories,  release ramp 
on the extraction rail.

Rail for Bowden cable operation ALU150
Activates the automatic disconnection function on the extraction  trolley.

The disconnection rail assembly is mounted close to the end of the  
extraction rail. The specification includes all necessary fixing material.

32-4145-014

12-4145-002

Material
Colour
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm

Material
Colour
Nominal diameter (DN)

175 mm
200 mm
250 mm
300 mm

Plastic
Black

Plastic
Black

24-4155-080
24-4155-100
24-4155-125
24-4155-150

24-4155-175
24-4155-200
24-4155-250
24-4155-300
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Accessories for Trolleys

Illustration

Upgrade for Damper Valve
Refitting/upgrade of a regular butterfly valve on extraction trolleys to  
a sealed design.
99% air tight seal, especially for the use in systems with frequency- 
controlled fans. Heat-resistant rubber material.
Version

Suction Trolley DN 100 mm
Suction Trolley DN 150 mm

34-4040-100
32-4040-150
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PartD: Extraction Rail Systems
Type ALU
Horizontal Extractor

Illustration Description Item No.  

Extraction Trolley COMBI for trucks
For low level and vertical exhaust stacks.
The COMBI arm is dimensioned to provide exhaust extraction during  
exhaust emission testing for lorries and commercial vehicles. The  trolley 
mounted 360° rotating swing arm has a reach of 1,9m and is  complete 
with a tilting nozzle/hood and is height adjustable  through1500mm to 
achieve maximum coverage. The extraction trolley  is complete with 
aluminium extraction nozzle, stainless steel sliding  plates and 8 sealed 
for life ball bared nylon support impellers for  smooth maintenance free 
running. All positioning operations can be  achieved from floor level. Low 
level exhaust pipes are catered for by a  5m x DN200mm extraction 
hose with aluminium extraction nozzle and  manual clamp. Complete 
with change over valve.
Note: Extraction rails should be equipped with stiffeners.

Extraction Trolley COMBI for trucks
For vertical exhaust stacks.
The COMBI arm is dimensioned to provide exhaust extraction during  
exhaust emission testing for lorries and commercial vehicles. The  trolley 
mounted 360° rotating swing arm has a reach of 1,9m and is  complete 
with a tilting nozzle/hood and is height adjustable  through1500mm to 
achieve maximum coverage. The extraction trolley  is complete with 
aluminium extraction nozzle, stainless steel sliding  plates and 8 sealed 
for life ball bared nylon support impellers for  smooth maintenance free 
running. All positioning operations can be  achieved from floor level.
Note: Extraction rails should be equipped with stiffeners.

Nominal diameter (DN)
Reach

1,9 m
2,8 m

Nominal diameter (DN)
Reach

1,9 m
2,8 m

200 mm

200 mm

06-4283-200
06-4283-209

06-4284-200
06-4284-203
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Swivelling Exhaust Rail Arm

Illustration

Swivelling Exhaust Rail Arm
Swivelling extraction rail delivers large working area for weld and  ex-
haust extraction applications.
Delivers large working area for exhaust and fume extraction applica tions 
where wall mounting is the only option. Complete and  assembled for 
wall mounting. Ball bared pivot rotating 180°, with  adjustable friction 
brake and connection spigot, and reinforced  ALU150 extraction rail 
beam arm with accessories. Ducting can be  connected at top or bottom 
of pivot (please specify when ordering).  Ready for use with extraction 
trolleys, PAREX arms and flexible hoses.
Rail section
Rotating diameter
Operating temperature
Rail length

2,0 m
3,0 m
4,0 m
5,0 m
6,0 m
7,0 m

300 cm²
180 °
+150 °C

08-4600-200
08-4600-300
08-4600-400
08-4600-500
08-4600-600
08-4600-700
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PartD: Extraction Rail Systems
Type ALU
Special Parts

Illustration Description Item No.  

Return Rail
Return conveyor rail for extraction trolleys.
Rail systems with a length of more than 6 metres require rail  connectors.

Return rail coupler
Connection piece for return rail.
Return rails are supplied in 6 metre lengths as standard. 1 connector  
required for each extension piece.
The specification includes all necessary fixing material.

Return rail bend
Curved return conveyor rail bend.
Note: Connectors are required to connect rail bends to extraction rails  
or return rails. The bends should additionally be frame mounted for  
industrial use.

Connection sleeve Return rail bend
Jointing piece for return rail bends and extraction rail/extraction bend  
sections.
The specification includes all necessary fixing material.

12-4230-000

12-4210-002

43-4230-002

Length
Material
Weight

Material

Radius
Material
Bending

90 °
60 °
45 °
30 °
15 °

Sold by meter
Aluminium
8,2 kg/m

Galvanised Steel

1500 mm
Aluminium

42-230-091
42-230-061
42-230-046
42-230-031
42-230-016
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Special Parts

Illustration

Extraction rail bend  ALU150
To enable extraction to be maintained on curved runs.
The extraction rail bend is manufactured from ALU150 segments with  
exterior formed support rails ensuring smooth, quiet transport of the  
extraction trolleys. 
 The specification includes the required seal lip and clamping plates.

Extraction Rail ALU-S
Extruded aluminium extraction rail, 1 piece, cross section: 300cm²  
(equivalent nominal pipe diameter 190mm), up to 150°C.
Aluminium extraction rail without mounting profiles for extraction  
trolleys. For the use in special applications. The ALU modular concept  
caters for a wide range of applications and workplace environments.  
Straight-forward assembly, robust design with low pressure losses.  
Specification includes all necessary seals, clips and brackets. Note:  Rail 
systems with a length of more than 6 metres require rail  connectors.

Extraction rail  connector
Rail connecting sleeve for connection and extension of ALU150/ALU- S 
Extraction rails.
Extraction rails are supplied in 6 metre lengths as standard.  1  connec-
tor required for each extension piece. 
The specification includes all necessary fixing material.

End cover
End cover for Extraction rail ALU150 and ALU-S.
Seals the ends of extraction rails.
The specification includes all necessary fixing material.

10-4101-001

12-4110-001

Rail section
Radius
Material
Bending

90 °
60 °
45 °
30 °
15 °

Rail section
Operating temperature
Length
Material
Weight

Material

Material

Galvanised Steel

Aluminium

300 cm²
5000 mm
Aluminium

300 cm²
+150 °C
Sold by meter
Aluminium
12,0 kg/m

40-4240-090
40-4240-060
40-4240-045
40-4240-030
40-4240-015

12-4110-005
12-4110-005
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PartD: Extraction Rail Systems
Type ALU
Spare Parts

Illustration Description Item No.  

Retaining Strip
To fix the sealing lips in an extraction rail.
Note: 2 parts required per 1 m of extraction rail. Always change as  pairs!

Sealing lip ALU150/250
Sealing lip for Extraction rails ALU150/250.
Note: 2 parts required per 1 metre of extraction rail. Change as  matched 
pairs!

Sealing lip ALU150/250
Sealing lip for Extraction rails ALU150/250.
Note: 2 parts required per 1 metre of extraction rail. Change as  matched 
pairs!

Sealing lip ALU150/250
Sealing lip for Extraction rails ALU150/250.
Note: 2 parts required per 1 metre of extraction rail. Change as  matched 
pairs!

Glue for sealing Lip
For the extension and repair of a standard sealing lip.

12-010-006

12-110-016

12-401-006

12-410-010

Length
Material

Operating temperature
Sealing lip thickness
Length
Width
Material

Operating temperature
Sealing lip thickness
Length
Width
Material

Operating temperature
Sealing lip thickness
Length
Width
Material

Weight

3 g
20 g

1,0 m
Special steel

+150 °C
4 mm
Sold by meter
110 mm
Rubber with fabric layer

+200 °C
4 mm
Sold by meter
110 mm
Silicone without fabric layer

+300 °C
4 mm
Sold by meter
110 mm
Viton without fabric layer

12-110-108
12-110-106
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PartD: Extraction Rail Systems

Description Item No.  

Type ALU
Complete Units

Illustration

ALU150 Rail Set
6m. Complete rail and extraction kit.
Suitable for moving and stationary extraction applications. Complete  
extraction rail with trolley, flexible hose and exhaust extraction nozzle.

ALU150 Rail Set
12m. The modular design facilitates easy adaptation to changing  
requirements.
Suitable for moving and stationary extraction applications. Complete  
extraction rail with trolley, flexible hose and exhaust extraction nozzle.

12-4050-006

12-4050-012

Hose diameter (DN)
Operating temperature
Fan power
Air flow
Length

Hose diameter (DN)
Operating temperature
Fan power
Air flow
Length

150 mm
+150 °C
0,75 kW
1740 m³/h
6,0 m

150 mm
+150 °C
0,75 kW
1740 m³/h
12,0 m
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PartD: Extraction Rail Systems
Suspension Material for Extraction Rail Systems

Illustration Description Item No.  

Upper mount
Mounting bracket for extraction and return rails.
Suitable for all mounting applications. The number of mounting points  
depends on the rail loading,Standard applications require mounts at  
4m centres.
The specification includes all necessary fixing material.

Upper mount
Mounting bracket for extraction and return rails.
Suitable for all mounting applications. The number of mounting points  
depends on the rail loading,Standard applications require mounts at  
4m centres.
The specification includes all necessary fixing material.

Reinforcement angle
The angle disperses high torsional loads in extraction rails.
Used for extraction rails with trolley mounted PAREX arms.
The specification includes all necessary fixing material.

Mounting angle with Beam clip
Mounting angle for the installation of Norfi rails and systems.
The mounting angle is used to fix e.g. levelling struts to steel beams.
The specification includes all necessary fixing material.

Mounting rail with Beam Clamp
Mounting rail for the installation of Norfi rails and systems.

12-4110-002

12-4010-002

80-4131-010

Material

Material

Material
Length

300 mm
500 mm

Material

Material
Length

200 mm
500 mm

Powder coated steel

Powder coated steel

Powder coated steel

Powder coated steel

Galvanised Steel

80-4133-003
80-4133-001

80-4131-017
80-4131-018
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PartD: Extraction Rail Systems

Description Item No.  

Suspension Material for Extraction Rail Systems

Illustration

Levelling struts
For the adjustable installation of extraction rails, return rails and other  
material.
Levelling strut - height adjustable with eye bolts with left and right  
thread; for exact levelling of NORFI systems. Installation in V-shape  
allows for high stiffness and protection against vibration. Specification  
includes one pair of struts, complete with mounting accessories.

Wall Bracket
For wall mounting of extraction plant and equipment.
Welded construction from angled and other profiles. C profile hanging  
rail for horizontal positioning. Required quantity and mounting cen-
tres  depend on application. For standard applications we recommend  
mounting at 4 metres centre.

Material
Length

500 mm
750 mm
1000 mm
1500 mm
2000 mm
2500 mm
3000 mm

Material
Length

400 mm
600 mm
800 mm
1000 mm

Galvanised Steel

Galvanised Steel

80-4130-050
80-4130-075
80-4130-100
80-4130-150
80-4130-200
80-4130-250
80-4130-300

80-4137-400
80-4137-600
80-4137-800
80-4137-100
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Exhaust Hoses, Nozzles, Funnels, Adapters
Part E:
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Hoses

Illustration Description Item No.  

Exhaust Hose Type NEO
Crushproof hard-wearing hose system.  For use in underfloor applica-
tions, e.g. in vehicle repair shops.
Extremely durable exhaust hose with fabric reinforcement and robust  
rubberised exterior. Fully crush proof heavy-duty quality. Resistant to  
petrol and diesel exhaust fumes, oils, greases and solvents.
Note: Not suitable for suspended systems.

Exhaust Hose Type S
The cost effective solution with a wide range of applications in the  
vehicle workshop.  Can also be used in under floor systems.
Light and flexible exhaust extraction hose for various applications.  Re-
sistant to petrol and diesel exhaust fumes, oils, greases and  solvents. 
Sort-term temperature resistance of up to 180°C. Limited  crush resist-
ance. Outer rubberised plastic spiral with scuff protection.
Note: Maximum continuous length 20 m.

Operating temperature

Material

Colour
Length
Nominal diameter (DN)

50 mm
63 mm
75 mm
100 mm

Operating temperature
Material
Colour
Length
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
200 mm

-50 - +180 °C
Reinforced rubber fabric with steel  
helix
Black
Sold by meter

-50 - +150 °C
TPE coated fabric with plastic helix
Black / Blue
Sold by meter

Weight per meter

1,2 kg
1,4 kg
1,8 kg
2,3 kg

Weight per meter

0,7 kg
0,9 kg
1,2 kg
1,4 kg
1,8 kg

21-951-001
21-963-001
21-976-001
21-900-001

20-968-075
20-968-100
20-968-125
20-968-150
20-968-200
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Exhaust Hoses

Illustration

Exhaust Hose Type NR-B
Hard wearing extraction hose for general use.  Also for use on hose  
reels.
Light and flexible exhaust extraction hose, especially for the use on  
exhaust hose reels. Resistant to petrol and diesel exhaust fumes, oils,  
greases and solvents. Not crushproof. Outer rubberised plastic spiral  
with scuff protection.
Note: Maximum continuous length 10 m.

Exhaust Hose Type NR-CP
Hard wearing extraction hose for general use.
Light and flexible exhaust extraction hose, universally applicable.  Re-
sistant to petrol and diesel exhaust fumes, oils, greases and  solvents. 
Limited crush resistance. Outer rubberised plastic spiral with  scuff 
protection.
Note: Maximum continuous length 40 m.

Operating temperature
Material
Colour
Length
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm

Operating temperature
Material
Colour
Length
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
200 mm

-50 - +180 °C
Rubber coated fabric with steel helix
Black
Sold by meter

-50 - +180 °C
Rubber coated fabric with plastic helix
Black
Sold by meter

Weight per meter

0,7 kg
1,0 kg
1,3 kg
1,5 kg

Weight per meter

0,7 kg
1,0 kg
1,3 kg
1,5 kg
1,7 kg

20-967-076
20-967-101
20-967-126
20-967-151

20-967-075
20-967-100
20-967-125
20-967-150
20-967-200
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Hoses

Illustration Description Item No.  

Exhaust Hose Type FC-3
The cost effective solution for high temperature applications.
Suitable for use as a high temperature extraction hose in vehicle  re-
pair shops. Resistant to petrol and diesel exhaust fumes, oils,  greases 
and solvents. Not crushproof. External metal spiral with a  plastic scuff 
protection cover.
Note: Maximum continuous length 20m.

Exhaust Hose Type SG-200
A professional solution with a wide range of applications.  For use  
throughout industry and within vehicle repair workshops.
Flexible exhaust Hose manufactured from special multi-ply stitched  
fabric. External wire spiral with stitched scuff guard against outer  wear. 
Resistant to petrol and diesel exhaust fumes, oils, greases and  solvents. 
Not crushproof.

Operating temperature

Material

Colour
Length
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
200 mm

Operating temperature

Material

Colour
Length
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm
250 mm

-50 - +300 °C
Coated high temperature fabric with  
steel helix
Grey / Blue
Sold by meter

-50 - +200 °C
Double layered - glass- and hypalon  
fabric with steel helix
Blue / Dark grey
Sold by meter

Weight per meter

0,7 kg
0,9 kg
1,2 kg
1,8 kg
2,3 kg

Weight per meter

0,8 kg
0,9 kg
1,6 kg
1,9 kg
2,2 kg
2,5 kg

20-836-075
20-836-100
20-836-125
20-836-150
20-836-200

20-808-100
20-808-125
20-808-150
20-808-175
20-808-200
20-808-250
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Exhaust Hoses

Illustration

Exhaust Hose Type SG-300
A professional solution with a wide range of applications.  For use  
throughout industry and within vehicle repair workshops.
Flexible exhaust Hose manufactured from special multi-ply stitched  
fabric. External wire spiral with stitched scuff guard against outer  wear. 
Resistant to petrol and diesel exhaust fumes, oils, greases and  solvents. 
Not crushproof.

Exhaust Hose Type SG-500
A professional solution with a wide range of applications.  For use  
throughout industry and within vehicle repair workshops.
Flexible exhaust Hose manufactured from special multi-ply stitched  
fabric. External wire spiral with stitched scuff guard against outer  wear. 
Resistant to petrol and diesel exhaust fumes, oils, greases and  solvents. 
Not crushproof.

Operating temperature

Material

Colour
Length
Nominal diameter (DN)

100 mm
125 mm
150 mm
200 mm
250 mm
300 mm

Operating temperature

Material

Colour
Length
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm
250 mm
300 mm

-50 - +300 °C
Double layered - glass- and rubber  
fabric with steel helix
Green / Dark grey
Sold by meter

-50 - +500 °C
Double layered - reinforced glass- and  
rubber fabric with steel helix
Green / Dark grey
Sold by meter

Weight per meter

1,0 kg
1,2 kg
1,4 kg
2,0 kg
2,4 kg
2,9 kg

Weight per meter

1,2 kg
1,4 kg
1,6 kg
1,9 kg
2,1 kg
2,6 kg
2,8 kg

20-807-100
20-807-125
20-807-150
20-807-200
20-807-250
20-807-300

20-804-100
20-804-125
20-804-150
20-804-175
20-804-200
20-804-250
20-804-300
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Exhaust Hoses

Illustration Description Item No.  

Exhaust Hose Type SG-700
A professional solution with a wide range of applications.  For use  
throughout industry and within vehicle repair workshops.
Flexible exhaust Hose manufactured from special multi-ply stitched  
fabric. External wire spiral with stitched scuff guard against outer  wear. 
Resistant to petrol and diesel exhaust fumes, oils, greases and  solvents. 
Not crushproof.
Operating temperature

Material

Colour
Length
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm
250 mm
300 mm

-50 - +700 °C
Triple layered - silicate-, viton- and  
special fabric with steel helix
Black / Grey
Sold by meter

Weight per meter

1,2 kg
1,4 kg
1,7 kg
1,9 kg
2,1 kg
2,6 kg
2,9 kg

20-811-100
20-811-125
20-811-150
20-811-175
20-811-200
20-811-250
20-811-300
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Description Item No.  

Accessories for Hoses

Illustration

Hose clamp
Jubilee Type hose clamp.
The hose clamp is tightened/loosened with a hexagon head screw.  
Connects hoses and trolleys, nozzles, funnels, accessories.

Hose clip protection
Hose clamp cover.  Protects vehicles and against personnel injury.
Robust design with screw clip recess. Velcro fastening

Hose connector
For the extension of hoses.
Aluminium hose coupler with beaded edge.

Material
Hose clamp width
Nominal diameter (DN)

50 mm
63 mm
75 mm
100 mm
125 mm
160 mm
175 mm
200 mm
250 mm
300 mm
400 mm

Material
Colour
Width
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
176 mm
200 mm
250 mm
300 mm

Material
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
175 mm
200 mm
250 mm
300 mm

Rubber
Black
60 mm

Aluminium

Galvanised Steel
12 mm

Clamping range

40-60 mm
60-80 mm
70-90 mm
100-120 mm
120-140 mm
150-170 mm
170-190 mm
190-210 mm
250-270 mm
290-310 mm
390-410 mm

Clamping range

70-90 mm
100-120 mm
120-140 mm
150-170 mm
170-190 mm
190-210 mm
250-270 mm
290-310 mm

24-156-050
24-156-065
24-156-076
24-156-100
24-156-125
24-156-160
24-156-175
24-156-200
24-156-250
24-156-315
24-156-400

24-158-076
24-158-100
24-158-125
24-158-150
24-158-176
24-158-200
24-158-250
24-158-300

24-945-075
24-945-100
24-945-125
24-945-150
24-945-175
24-945-200
24-945-250
24-945-300
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Accessories for Hoses

Illustration Description Item No.  

Quick coupling piece
For the fast and easy change over of hoses, nozzles, or funnels.
Robust design with twin rubberised clamping levers.
Note: Paired sleeve with ring also required.

Quick coupling sleeve
For the fast and easy change over of hoses, nozzles, or funnels.
Robust design with fixing ring.
Note: Paired connector with clamping levers also required.

Quick coupler ring
Use for rapid change of nozzles and funnels.
Rigid coupling ring. Use to modify nozzles and funnels.

Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm
250 mm
300 mm

Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm
250 mm
300 mm

Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm
250 mm
300 mm

Galvanised Steel

Galvanised Steel

Stainless steel

24-4157-100
24-4157-125
24-4157-150
24-4157-175
24-4157-200
24-4157-250
24-4157-300

24-4157-101
24-4157-126
24-4157-151
24-4157-176
24-4157-201
24-4157-251
24-4157-301

24-157-101
24-157-126
24-157-151
24-157-176
24-157-201
24-157-251
24-157-301
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Accessories for Hoses

Illustration

Hose Suspension
Hose suspension manufactured from hard plastic.
Two piece hose clamp with slip-resistant foam insert and ring for  at-
tachment of balancer wire or similar. 
The specification includes all necessary fixing material.

Hose suspension
Hose suspension manufactured from plastic.
One piece hose clamp with slip-resistant foam insert with ring for  at-
tachment of balancer wire or similar. 
The specification includes all necessary fixing material.

Wall Hose support DN125
Space saving hose storage.

Wall Hose support DN200
Space saving hose storage.

24-700-130

24-700-131

Material
Colour
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm

Material
Colour
Nominal diameter (DN)

175 mm
200 mm
250 mm
300 mm

Material
Colour
Max. hose diameter (DN)

Material
Colour
Max. hose diameter (DN)

Plastic
Black

Plastic
Black

Aluminium
Silver
125 mm

Powder coated steel
Blue
200 mm

24-4155-080
24-4155-100
24-4155-125
24-4155-150

24-4155-175
24-4155-200
24-4155-250
24-4155-300
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Nozzles
Push-on Nozzles

Illustration Description Item No.  

Push on nozzle passenger car self-closing 140x25mm
Suitable for passenger cars with a single exhaust pipe.
Self-closing rubber nozzle with hose connector. The Push on nozzle  
self closing action grips the exhaust pipe and is suitable for straight  
pipe designs.

Push on nozzle passenger car 60-30mm
Suitable for passenger cars with a single exhaust pipe.
Conical rubber nozzle with galvanised hose coupling. This simple  nozzle 
is flexible and easy to use on a range of exhaust pipe sizes.

Push on nozzle passenger car 80-40mm
Suitable for passenger cars with a single exhaust pipe.
Conical rubber nozzle with galvanised hose coupling. This simple  nozzle 
is flexible and easy to use on a range of exhaust pipe sizes.

Push on nozzle lorry 150-75mm
Suitable for passenger cars with a single exhaust pipe.
Conical rubber nozzle with galvanised hose coupling. This simple  nozzle 
is flexible and easy to use on a range of exhaust pipe sizes.

Material
Colour
Nominal diameter (DN)
Suction opening

140 x 25 mm
180 x 30 mm

Material
Colour
Nominal diameter (DN)

50 mm
75 mm
63 mm

Material
Colour
Suction opening
Nominal diameter (DN)

50 mm
75 mm

Material
Colour
Suction opening
Nominal diameter (DN)

75 mm
100 mm

Rubber
Black

Rubber
Black
Ø 80-40 mm

Rubber
Black
Ø 150-75 mm

Rubber
Black
100 mm

Suction opening

Ø 60-30 mm
Ø 80-40 mm
Ø 60-30 mm

27-4938-100
27-4938-110

27-4910-051
27-4910-076
27-4910-063

27-4911-051
27-4910-076

27-4931-076
27-4931-100
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Description Item No.  

Exhaust Nozzles
Push-on Nozzles

Illustration

Push on nozzle lorry 160-100mm
Suitable for passenger cars with a single exhaust pipe.
Conical rubber nozzle with galvanised hose coupling. This simple  nozzle 
is flexible and easy to use on a range of exhaust pipe sizes.

Push on nozzle passenger car 70x150mm
Suitable for passenger cars with a single and double  exhaust pipe.
Conical rubber nozzle with galvanised hose coupling. This simple  nozzle 
is flexible and easy to use on a range of exhaust pipe sizes.

Push on nozzle passenger car  60x110mm
Suitable for passenger cars with a single and double  exhaust pipe.
Conical rubber nozzle with galvanised hose coupling. This simple  nozzle 
is flexible and easy to use on a range of exhaust pipe sizes.

Push on nozzle passenger car 40x165mm
Fishtail nozzle suitable for passenger cars with a single and double   
exhaust pipe.
Fishtail rubber nozzle with galvanised hose coupler. This simple nozzle  
is flexible and easy to use on a range of exhaust pipe sizes.

27-4921-100

Material
Colour
Suction opening
Nominal diameter (DN)

125 mm
150 mm

Material
Colour
Nominal diameter (DN)
Suction opening

Material
Colour
Suction opening
Nominal diameter (DN)

50 mm
63 mm
75 mm

Material
Colour
Suction opening
Nominal diameter (DN)

63 mm
75 mm

Rubber
Black
Ø 160-100 mm

Rubber
Black
60x110 mm

Rubber
Black
40x165 mm

Rubber
Black
100 mm
70x150 mm

27-4931-125
27-4931-150

27-4921-051
27-4921-063
27-4921-076

27-4937-065
27-4937-075
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Nozzles
Exhaust Nozzles pneumatic

Illustration Description Item No.  

Exhaust Nozzle pneumatic 160x80mm
Oval rubber design with hand pump, Suitable for single and double  
exhaust pipes.
Fits a wide range of exhaust pipe applications. An inflatable  pneumatic   
clamp securely grips the exhaust pipe and the rubberised  design re-
moves   any risk of mechanical damage. Includes internal  debris trap, 
hand pump   and drain valve. 
Typical applications: passenger cars and light commercial vehicles

Exhaust Nozzle pneumatic 160x80mm
Oval rubber design with straight hose connector and hand pump,  suit-
able for single and double exhaust pipes.
Fits a wide range of exhaust pipe applications. An inflatable  pneumatic 
clamp securely grips the exhaust pipe and the rubberised  design re-
moves any risk of mechanical damage. Includes internal  debris trap, 
hand pump and drain valve. 
Typical applications: passenger cars and light commercial vehicles

25-4937-104

Operating temperature
Material
Colour
Angle
Suction opening
Connection size

DN 75 mm
DN 100 mm
DN 100 mm
DN 125 mm
DN 150 mm

Operating temperature
Material
Colour
Connection size
Connection type
Suction opening

-10 - +150 °C
Rubber
Black
45 °
160x80 mm

-10 - +150 °C
Rubber
Black
DN 100 mm
Hose
160x80 mm

Connection type

Hose
Hose
Quick coupling
Hose
Hose

25-4937-075
25-4937-100
25-4937-103
25-4937-125
25-4937-150
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Description Item No.  

Exhaust Nozzles
Exhaust Nozzles pneumatic

Illustration

Exhaust Nozzle pneumatic 200x100mm
Oval rubber design with hand pump, Suitable for single and double  
exhaust pipes.
Fits a wide range of exhaust pipe applications. An inflatable  pneumatic  
clamp securely grips the exhaust pipe and the rubberised  design re-
moves  any risk of mechanical damage. Includes internal  debris trap, 
hand pump  and drain valve.
Typical applications: passenger cars and light commercial vehicles

Exhaust Nozzle pneumatic 200x100mm
Oval rubber design with straight hose connector and hand pump,  suit-
able for single and double exhaust pipes.
Fits a wide range of exhaust pipe applications. An inflatable  pneumatic 
clamp securely grips the exhaust pipe and the rubberised  design re-
moves any risk of mechanical damage. Includes internal  debris trap, 
hand pump and drain valve.
Typical applications: passenger cars and light commercial vehicles

Inner clamping nozzle pneumatic 175x45mm
Fits also Audi A6 Type C7.
Fits a wide range of exhaust pipe applications. An inflatable  pneumatic 
clamp securely grips the exhaust pipe from the inside and  the rubber-
ised design removes any risk of mechanical damage. For  inside the 
bumper integrated exhausts too. Includes hand pump and  drain valve.

25-4937-113

Operating temperature
Material
Colour
Angle
Connection type
Suction opening
Connection size

DN 100 mm
DN 125 mm
DN 150 mm

Operating temperature
Material
Colour
Connection size
Connection type
Suction opening

Operating temperature
Material
Connection size
Suction opening
Connection type

Hose
Quick coupling

-10 - +150 °C
Rubber
Black
45 °
Hose
200x100 mm

-10 - +150 °C
Rubber
Black
DN 100 mm
Hose
200x100 mm

-10 - +150 °C
Rubber
DN 100 mm
175x45 mm

25-4937-110
25-4937-126
25-4937-151

25-4943-100
25-4943-103
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Nozzles
Exhaust Nozzles pneumatic

Illustration Description Item No.  

Exhaust Nozzle pneumatic Porsche right
Oval rubber design with hand pump, suitable for several Porsche  
models.
Inside dimensions oval 215 x 83 mm with chamfered design. Connec-
tion with 45° angle to the top.

Exhaust Nozzle pneumatic Porsche left
Oval rubber design with hand pump, suitable for several Porsche  
models.
Inside dimensions oval 215 x 83 mm with chamfered design. Connec-
tion with 45° angle to the top.

Nozzle Wall Bracket
Fits all oval nozzles on top and inner pipe Exhaust Nozzles on the  
bottom.

24-700-050

Operating temperature
Material
Angle
Connection size
Suction opening
Connection type

Hose
Quick coupling

Operating temperature
Material
Angle
Connection size
Suction opening
Connection type

Hose
Quick coupling

Material
Colour

Powder coated steel
Blue

-10 - +150 °C
Rubber
45 °
DN 100 mm
215x83 mm

-10 - +150 °C
Rubber
45 °
DN 100 mm
215x83 mm

25-4944-100
25-4944-103

25-4944-101
25-4944-104
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Exhaust Nozzles
Exhaust Nozzles mechanical

Illustration

Exhaust Nozzle 250x150mm
Oval aluminium body with telescopic capturing element for use on  
hidden exhaust pipes with trim panel.
Nozzle to cater for vehicles with an exhaust pipe hidden behind a trim  
panel. Flexible design caters for round and oval exhaust pipes. Laterally  
adjustable. The clamp caters for round and light oval exhaust pipes of  
diameters of 35-75mm.

Exhaust Nozzle mechanical 155x85mm right
Oval rubber exhaust nozzle with mechanical quick release clamping  
device, Suitable for single and double exhaust pipes.
Oval exhaust nozzle made from neoprene with debris trap and hose  
socket angled upwards. Connection to vehicle exhaust pipe is made  
with a mechanical clamping device. 
Typical applications: passenger car, transporter

Exhaust Nozzle mechanical 155x85mm left
Oval rubber exhaust nozzle with mechanical quick release clamping  
device, Suitable for single and double exhaust pipes.
Oval exhaust nozzle made from neoprene with debris trap and hose  
socket angled upwards. Connection to vehicle exhaust pipe is made  
with a mechanical clamping device. 
Typical applications: passenger car, transporter

25-4936-101

Operating temperature
Angle
Nominal diameter (DN)
Suction opening
Connection type

Hose
Quick coupling

Material
Colour
Angle
Suction opening
Connection size

DN 75 mm
DN 100 mm
DN 100 mm
DN 125 mm

Material
Colour
Angle
Connection size
Connection type
Suction opening

Rubber
Black
60 °
155x85 mm

Rubber
Black
60 °
DN 100 mm
Hose
155x85 mm

-10 - +150 °C
45 °
100 mm
250x150 mm

Connection type

Hose
Hose
Quick coupling
Hose

25-4950-100
25-4950-103

25-4936-076
25-4936-100
25-4936-102
25-4936-105
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Nozzles
Exhaust Nozzles mechanical

Illustration Description Item No.  

Exhaust Nozzle mechanical 205x110mm right
Oval rubber exhaust nozzle with mechanical quick release clamping  
device, Suitable for single and double exhaust pipes.
Oval exhaust nozzle made from neoprene with debris trap and hose  
socket angled upwards. Connection to vehicle exhaust pipe is made  
with a mechanical clamping device. 
Typical applications: passenger car, transporter, small utility  vehicles

Exhaust Nozzle mechanical 205x110mm left
Oval rubber exhaust nozzle with mechanical quick release clamping  
device, Suitable for single and double exhaust pipes.
Oval exhaust nozzle made from neoprene with debris trap and hose  
socket angled upwards. Connection to vehicle exhaust pipe is made  
with a mechanical clamping device. 
Typical applications: passenger car, transporter, small utility  vehicles

Material
Colour
Angle
Suction opening
Connection size

DN 100 mm
DN 125 mm
DN 150 mm
DN 150 mm

Material
Colour
Angle
Connection type
Suction opening
Connection size

DN 100 mm
DN 125 mm
DN 150 mm

Rubber
Black
60 °
205x110 mm

Rubber
Black
60 °
Hose
205x110 mm

Connection type

Hose
Hose
Hose
Quick coupling

25-4936-124
25-4936-125
25-4936-150
25-4936-155

25-4936-123
25-4936-126
25-4936-153
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Exhaust Nozzles
Exhaust Nozzles mechanical

Illustration

Exhaust Nozzle mechanical Ø170mm
Round rubber design with mechanical quick release  clamp device,  
Suitable for single exhaust pipes.
Round exhaust nozzle with debris trap and straight hose socket.  Con-
nection to vehicle exhaust pipe is made with a mechanical  clamping 
device. 
Typical applications: Utility and special vehicles

Exhaust Nozzle mechanical 225x175mm
Oval glass fibre strengthened polyester design with mechanical quick  
release  clamp device, Suitable for single and double exhaust pipes.
Light oval exhaust nozzle with safety disconnection made from  im-
pact-resistant fibreglass with debris trap and straight hose socket.  
Connection to vehicle exhaust pipe is made with a mechanical  clamping 
device. 
Typical applications: utility and special vehicles

Operating temperature
Material
Colour
Suction opening
Connection size

DN 100 mm
DN 125 mm
DN 150 mm
DN 150 mm

Operating temperature
Material
Connection type
Suction opening
Connection size

DN 100 mm
DN 150 mm
DN 125 mm

-10 - +150 °C
Rubber
Black
Ø170 mm

+150 °C
Glass fibre reinforced plastic
Hose
225x175 mm

Connection type

Hose
Hose
Hose
Quick coupling

25-4934-100
25-4934-125
25-4934-150
25-4934-151

25-4922-100
25-4922-150
25-4922-125
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Nozzles
Exhaust Nozzles mechanical

Illustration Description Item No.  

Exhaust Nozzle mechanical
Round aluminium design with mechanical quick release  clamp device,  
Suitable for single exhaust pipes.
Round exhaust nozzle with debris trap and straight hose socket.  Con-
nection to vehicle exhaust pipe is made with a mechanical  clamping 
device. 
Typical applications: exhaust extraction with higher temperature  
requirements

Aluminium High temperature Exhaust Nozzle
Round aluminium design with mechanical quick release  clamp device  
made from temperature resisting brass, High Temperature.
Round exhaust nozzle with debris trap and straight hose socket.  Con-
nection to vehicle exhaust pipe is made with a mechanical  clamping 
device. 
Typical applications: exhaust extraction with higher temperature  
requirements

Operating temperature
Material
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
175 mm
200 mm
250 mm

Operating temperature
Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
200 mm

+300 °C
Aluminium

+500 °C
Aluminium

Suction opening

Ø71 mm
Ø95 mm
Ø119 mm
Ø144 mm
Ø169 mm
Ø190 mm
Ø238 mm

Suction opening

Ø95 mm
Ø119 mm
Ø144 mm
Ø190 mm

25-4932-075
25-4932-100
25-4932-125
25-4932-150
25-4932-175
25-4932-200
25-4932-250

25-4932-101
25-4932-126
25-4932-155
25-4932-201
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Description Item No.  

Exhaust Nozzles
Special Nozzles

Illustration

Nozzle with Clamp mechanical VW 145x85mm
Oval rubber design with side mounted mechanical quick release   clamp 
device, Suitable for single and double exhaust pipes.
Oval exhaust nozzle made from neoprene with debris trap and hose  
socket angled upwards. Connection to vehicle exhaust pipe is made  
with a mechanical clamping device.

Nozzle with Clamp mechanical  230x90mm
Exhaust nozzle with mechanical clamp.  For Maybach  variants.
Round exhaust nozzle made of neoprene with aluminium body. Opposed 
mechanical clamping device for Maybach variants.

Nozzle with Clamp mechanical SLR
Exhaust nozzle with m mechanical clamp.  Designed specially for  
Mercedes SLR variants.
The high temperature clamping nozzle is rubber-coated in contact areas 
to protect  the vehicle.

28-4972-141

Material
Colour
Angle
Suction opening
Connection size

DN 75 mm
DN 100 mm
DN 100 mm

Material
Connection size
Connection type
Suction opening

Material
Colour
Connection size
Connection type
Version

Handle left
Handle right

Rubber
Black
60 °
145x85 mm

Aluminium
DN 100 mm
Hose
Ø95 mm

Aluminium
Black
DN 100 mm
Hose

Connection type

Hose
Hose
Quick coupling

28-4936-019
28-4936-020
28-4936-018

28-4920-001
28-4920-002
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Nozzles
Nozzles with Safety Disconnection Device

Illustration Description Item No.  

Exhaust Nozzle mechanical 155x85mm with safety  
disconnection
Oval rubber design with mechanical quick release  clamp device,  Suit-
able for single and double exhaust pipes.
Oval exhaust nozzle with safety disconnection made from neoprene  with 
debris trap and straight hose socket. Connection to vehicle  exhaust 
pipe is made with a mechanical clamping device. 
Typical applications: passenger car, transporter

Exhaust Nozzle mechanical 205x110mm with safety  
disconnection
Oval rubber design with mechanical quick release  clamp device,  Suit-
able for single and double exhaust pipes.
Oval exhaust nozzle with safety disconnection made from neoprene  with 
debris trap and straight hose socket. Connection to vehicle  exhaust 
pipe is made with a mechanical clamping device. 
Typical applications: passenger car, transporter, small utility  vehicles

Exhaust Nozzle mechanical Ø170mm with safety  
disconnection
Round rubber design with mechanical quick release  clamp device,  
Suitable for single exhaust pipes.
Round exhaust nozzle with safety disconnection made from neoprene  
with debris trap and straight hose socket. Connection to vehicle  exhaust 
pipe is made with a mechanical clamping device. 
Typical applications: utility and special vehicles

Material
Colour
Connection type
Suction opening
Connection size

DN 75 mm
DN 100 mm

Material
Colour
Connection type
Suction opening
Connection size

DN 125 mm
DN 150 mm

Material
Colour
Connection type
Suction opening
Connection size

DN 125 mm
DN 150 mm

Rubber
Black
Hose
155x85 mm

Rubber
Black
Hose
205x110 mm

Rubber
Black
Hose
Ø170 mm

24-4946-076
24-4946-101

24-4946-126
24-4946-151

24-4944-126
24-4944-151
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Exhaust Nozzles
Nozzles with Safety Disconnection Device

Illustration

Exhaust Nozzle with safety disconnection
Round aluminium design with mechanical quick release  clamp device,  
Suitable for single exhaust pipes.
Round exhaust nozzle with safety disconnection made from aluminium  
with debris trap and straight hose socket. Connection to vehicle  exhaust 
pipe is made with a mechanical clamping device. 
Typical applications: exhaust extraction with higher temperature  
requirements

Exhaust Nozzle mechanical 225x175mm with safety  
disconnection
Oval glass fibre strengthened polyester design with mechanical quick  
release  clamp device, Suitable for single and double exhaust pipes.
Light oval exhaust nozzle with safety disconnection made from  im-
pact-resistant fibreglass with debris trap and straight hose socket.  
Connection to vehicle exhaust pipe is made with a mechanical  clamping 
device. 
Typical applications: Utility and special vehicles

Operating temperature
Material
Colour
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm

Operating temperature
Material
Colour
Connection type
Suction opening
Connection size

DN 125 mm
DN 150 mm

+300 °C
Aluminium
Silver

+150 °C
Glass fibre reinforced plastic
Blue
Hose
225x175 mm

Suction opening

Ø95 mm
Ø119 mm
Ø144 mm
Ø169 mm
Ø190 mm

24-4947-101
24-4947-126
24-4947-151
24-4947-176
24-4947-201

24-4948-126
24-4948-151
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Nozzles
Nozzles for disconnection by Bowden Wires

Illustration Description Item No.  

Exhaust Nozzle mechanical 155x85mm automatic
Oval rubber nozzle with automatic release function  clamp device,  
Suitable for single and double exhaust pipes.
Oval exhaust nozzle with safety disconnection made from neoprene  
with debris trap and hose socket angled upwards. Connection to  vehicle 
exhaust pipe is made with a mechanical clamping device. The  release 
function is actuated by a Bowden cable system. 
Typical applications: Moveable exhaust extraction systems,  passenger 
car, transporter

Exhaust Nozzle mechanical 205x110mm automatic
Oval rubber nozzle with automatic release function  clamp device,  
Suitable for single and double exhaust pipes.
Oval exhaust nozzle with safety disconnection made from neoprene  
with debris trap and hose socket angled upwards. Connection to  vehicle 
exhaust pipe is made with a mechanical clamping device. The  release 
function is actuated by a Bowden cable system. 
Typical applications: Moveable exhaust extraction systems,  passenger 
car, transporter, small utility vehicles

Material
Colour
Angle
Connection type
Suction opening
Connection size

DN 75 mm
DN 100 mm

Material
Colour
Angle
Connection type
Suction opening
Connection size

DN 125 mm
DN 150 mm

Rubber
Black
60 °
Hose
155x85 mm

Rubber
Black
60 °
Hose
205x110 mm

26-4936-154
26-4936-155

26-4936-156
26-4936-157
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Exhaust Nozzles
Nozzles for disconnection by Bowden Wires

Illustration

Exhaust Nozzle mechanical Ø170mm automatic
Round rubber nozzle with automatic release function, Suitable for  single 
exhaust pipes.
Round exhaust nozzle with automatic disconnection, made from  neo-
prene with debris trap and straight hose socket. Connection to  vehicle 
exhaust pipe is made with a mechanical clamping device. The  release 
function is actuated by a Bowden cable system. 
Typical applications: Moveable exhaust extraction systems, utility  and 
special vehicles

Exhaust Nozzle mechanical automatic
Round aluminium design with mechanical quick release  clamp device,  
Suitable for single exhaust pipes.
Round exhaust nozzle with automatic disconnection made from  alumin-
ium,with debris trap and straight hose socket. Connection to  vehicle 
exhaust pipe is made with a mechanical clamping device. 
Typical applications: moveable exhaust extraction systems with high  
temperature demands

Exhaust Nozzle mechanical 225x175mm automatic
Oval glass fibre strengthened polyester design with mechanical quick  
release  clamp device, Suitable for single and double exhaust pipes.
Light oval exhaust nozzle with automatic function,made from impact- re-
sistant fibreglass with debris trap and straight hose spigot.. Connec tion 
to vehicle exhaust pipe is made with a mechanical clamping  device. 
Typical applications: moveable exhaust extraction systems, utility  and 
special vehicles

26-4948-150

Material
Colour
Connection type
Suction opening
Connection size

DN 125 mm
DN 150 mm

Operating temperature
Material
Colour
Nominal diameter (DN)

100 mm
125 mm
150 mm
200 mm

Operating temperature
Material
Colour
Connection size
Connection type
Suction opening

Rubber
Black
Hose
Ø170 mm

+300 °C
Aluminium
Silver

+150 °C
Glass fibre reinforced plastic
Blue
DN 150 mm
Hose
225x175 mm

Suction opening

Ø95 mm
Ø119 mm
Ø144 mm
Ø190 mm

26-4934-156
26-4934-157

26-4947-100
26-4947-125
26-4947-150
26-4947-200
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Nozzles
Nozzles for disconnection by Bowden Wires

Illustration Description Item No.  

Bowden cable with joint head straight
To actuate the  automatic clamp function on exhaust nozzles.
Suitable for exhaust nozzles (Type: 26-4934-..., 26-4947-..., 26-4948- ...) 
with straight hose connection.

Bowden cable with joint head bent
To actuate the  automatic clamp function on exhaust nozzles.
Suitable for exhaust nozzles (Type: 26-4936-…) with angled hose  
connection.

Hose relieving wire
Reduces hose wear in towed exhaust extraction systems.

Bowden cable attachment
Rubber band attachment to mount Bowden cable to flexible hose.

Length

3000 mm
4000 mm
5000 mm
5500 mm
6000 mm
6500 mm
7000 mm
8000 mm

Length

3000 mm
4000 mm
5000 mm
5500 mm
6000 mm
6500 mm
7000 mm
8000 mm

Material
Length

4,5 m
5,5 m
6,5 m
7,5 m
8,5 m
9,5 m

Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
200 mm

Steel wire rope

Rubber

For bowden wire

3-3,99 m
4-4,99 m
5-5,99 m
6-6,99 m
7-7,99 m
8-8,99 m

22-145-300
22-145-400
22-145-500
22-145-550
22-145-600
22-145-650
22-145-700
22-145-800

22-145-301
22-145-401
22-145-501
22-145-551
22-145-601
22-145-651
22-145-701
22-145-801

24-4146-045
24-4146-055
24-4146-065
24-4146-075
24-4146-085
24-4146-095

24-4942-011
24-4942-012
24-4942-013
24-4942-015
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Exhaust Funnels
Passenger Cars

Illustration

Exhaust Funnel TRGS 300x180mm
Exhaust funnel for straight single and double swept exhaust pipes.
Exhaust Funnel complying with TRGS and BIA recommendations.  De-
signed specially for MOT stations it is easily adjustable for height, cater-
ing for swept, hidden and straight exhaust pipes. The open  funnel has 
a slot for the emissions probe and the stable base plate  has lockable 
impellers for easy manoeuvring.

Round Exhaust Funnel on floor stand
Exhaust funnel for straight single and double exhaust pipes.
Cost Effective, height-adjustable exhaust funnel with a stable tripod  
plate. Simple and secure positioning over the exhaust pipe.

Exhaust Funnel standard 300x200mm
Exhaust funnel for straight single and double swept exhaust pipes.
Height adjustable exhaust funnel with a stable tripod base plate.  Simple   
and secure positioning over the exhaust. Designed for MOT  stations.

Material

Material

Connection type

Height adjustment

Height adjustment

Suction opening

Suction opening

Height

Height
Connection size

DN 100 mm
DN 125 mm

Material
Height adjustment
Height
Connection size

DN 100 mm
DN 125 mm
DN 150 mm
DN 150 mm
Ø 150 mm
150x80 mm

Connection size

DN 100 mm
DN 100 mm
DN 125 mm
150x80 mm

Galvanised Steel

Galvanised Steel

Hose

150 - 600 mm

100 - 500 mm

300 x 180 mm

Ø200 mm

1025 mm

860 mm

Stainless steel
130 - 440 mm
860 mm

Connection type

Hose

Hose
Quick coupling

Small oval nozzle

Connection type

Hose
Hose
Hose
Quick coupling
Manual clamping nozzle
Small oval nozzle

28-4520-100
28-4520-101
28-4520-125
28-4520-152

28-4110-100
28-4110-125

28-4524-100
28-4524-124
28-4524-150
28-4524-166
28-4524-152
28-4524-153
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Funnels
Passenger Cars

Illustration Description Item No.  

Twin Extraction Funnel 300x180mm
Double funnel with Y-Piece for twin exhaust systems.

Mobile Twin Funnel "STOP"
Including Sign "STOP EXHAUST FUNNEL".
Including base plate with 4 swivel wheels with brakes. Horizontally  
and vertically adjustable. The height can easily be adjusted without  
tools. The hood angle can be tilted to fit to straight exhaust pipes as  well 
as to bent pipes. Assembled with high temperature hoses type  "FC-3", 
suitable for emission tests. Higher temperature resistance  available 
on request.

Connection size

DN 100 mm
DN 100 mm
DN 125 mm
DN 125 mm
DN 150 mm
DN 150 mm
150x80 mm
200x100 mm

Connection size

DN 100 mm
DN 100 mm
150x80 mm
DN 125 mm
DN 125 mm
DN 150 mm
DN 150 mm
200x100 mm

Connection type

Hose
Quick coupling
Hose
Quick coupling
Hose
Quick coupling
Small oval nozzle
Large oval nozzle

Connection type Hose diameter

Hose DN 100 mm
Quick coupling DN 100 mm
Small oval nozzle DN 100 mm
Hose DN 100 mm
Quick coupling DN 100 mm
Hose DN 150 mm
Quick coupling DN 150 mm
Large oval nozzle DN 150 mm

28-4973-061
28-4973-079
28-4973-072
28-4973-073
28-4973-075
28-4973-081
28-4973-032
28-4973-035

28-4950-100
28-4950-101
28-4950-102
28-4950-125
28-4950-126
28-4950-150
28-4950-151
28-4950-152

Operating temperature

Operating temperature

Material

Material

Height adjustment

Suction opening

Suction opening
Height

+180 °C

+300 °C

Galvanised Steel

Stainless Steel

150 - 600 mm

250 x 150 mm

300 x 180 mm
1025 mm
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Exhaust Funnels
Trucks / Commercial Vehicles

Illustration

Exhaust Funnel TRGS 300x180mm
Exhaust funnel for straight single and double swept exhaust pipes.
Exhaust Funnel complying with TRGS and BIA recommendations.  De-
signed specially for MOT stations it is easily adjustable for height, cater-
ing for swept, hidden and straight exhaust pipes. The open  funnel has 
a slot for the emissions probe and the stable base plate  has lockable 
impellers for easy manoeuvring.

Round Exhaust Funnel on floor stand
Exhaust funnel for straight single and double exhaust pipes.
Cost Effective, height-adjustable exhaust funnel with a stable tripod  
plate. Simple and secure positioning over the exhaust pipe.

Exhaust Funnel standard 350x250mm
Exhaust funnel for straight single and double swept exhaust pipes.
Height adjustable exhaust funnel with a stable tripod base plate.  Simple 
and secure positioning over the exhaust. Designed for MOT  stations.

Material

Material

Connection type

Height adjustment

Height adjustment

Suction opening

Suction opening

Height

Height
Connection size

DN 150 mm
DN 200 mm

Material
Height adjustment
Height
Connection size

DN 200 mm
DN 200 mm
DN 200 mm
200x100 mm
Ø 170 mm
DN 250 mm
DN 300 mm

Connection size

DN 150 mm
DN 150 mm
Ø 150 mm
DN 200 mm
DN 200 mm

Galvanised Steel

Galvanised Steel

Hose

150 - 600 mm

100 - 500 mm

300 x 180 mm

Ø250 mm

1025 mm

860 mm

Stainless steel
130 - 440 mm
860 mm

Connection type

Hose
Quick coupling
Manual clamping nozzle
Hose
Quick coupling

Connection type

Hose
Quick coupling
Manual clamping nozzle
Large oval nozzle
Manual clamping nozzle
Hose
Hose

28-4520-150
28-4520-148
28-4520-149
28-4520-200
28-4520-212

28-4110-150
28-4110-200

28-4524-200
28-4524-216
28-4524-204
28-4524-205
28-4524-212
28-4524-250
28-4524-300
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Funnels
Trucks / Commercial Vehicles

Illustration Description Item No.  

Exhaust funnel lorry 300x200mm
Exhaust funnel for trucks with straight, side and downward outlets.  Also 
suitable for  EURO 5 and EURO 6 systems.
Height adjustable and telescoping horizontal extraction nozzle with a  
stable and portable floor plate. Simple and secure positioning close to  
the exhaust pipe. Especially designed for problem exhausts, complete  
with edge protection. Rotatable nozzle.

Exhaust Funnel fold-away  200x200mm
Exhaust funnel for straight single and double swept exhaust pipes.
Height adjustable floor nozzle with stable tripod plate. Simple and  se-
cure positioning over the exhaust. Adjustable through 180° with  recess 
for the extraction hose.

Material
Height adjustment
Height
Connection size

DN 125 mm
DN 125 mm
DN 150 mm
DN 150 mm
Ø 150 mm
225x175 mm

Material
Height adjustment
Suction opening
Height
Connection size

DN 100 mm
DN 100 mm
DN 150 mm
DN 150 mm
DN 200 mm

Aluminium
240 - 570 mm
600 mm

Stainless steel
200 - 750 mm
200x200 mm
860 mm

Connection type

Hose
Quick coupling
Hose
Quick coupling
Manual clamping nozzle
Manual clamping nozzle

Connection type

Hose
Quick coupling
Hose
Quick coupling
Hose

28-4976-125
28-4976-126
28-4976-150
28-4976-151
28-4976-152
28-4976-153

28-4524-109
28-4524-158
28-4524-159
28-4524-167
28-4524-209
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Exhaust Funnels
Trucks / Commercial Vehicles

Illustration

Exhaust Funnel fold-away, portable 200x200mm
Exhaust funnel for straight single and double swept exhaust pipes.
Height adjustable floor nozzle with stable and portable tripod plate.  
Simple and secure positioning over the exhaust. Adjustable through  
180° with recess for the extraction hose.
Material
Height adjustment
Suction opening
Height
Connection size

DN 100 mm
DN 100 mm
DN 150 mm
DN 150 mm
DN 200 mm

Stainless steel
200 - 750 mm
200x200 mm
860 mm

Connection type

Hose
Quick coupling
Hose
Quick coupling
Hose

28-4524-103
28-4524-103
28-4524-154
28-4524-168
28-4524-208
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Exhaust Funnels
Trucks with Emission Standard EURO 6

Illustration Description Item No.  

Exhaust Funnel EURO 6 Universal
For trucks with EURO 6 emission standard.
Height adjustable aluminium funnel on wheels, universal suitable for  
trucks with and without tail pipes, downwards or laterally. Fits for  exam-
ple variations of Mercedes-Benz Actros and Arocs or MAN TGA  3- and 
4-axle vehicles and several older truck series.

Mercedes Truck Adapter SFTP EURO 6
For Mercedes-Benz truck series Actros, Arocs, Atego and Axor "heavy  
duty" with emission standard EURO 6.
Specific exhaust adapter with spring suspension for the upper perfor-
ated plate covering. Protection areas where the adapter touches the  
vehicle. One hand height adjustment mechanism. Longitudinal adjust-
ment mechanism with spring-loaded fixing device, suitable for both  
exhaust pipe varieties. Complete pre-assembled.

MAN Truck Adapter EURO 6
For MAN truck series TGS and TGX with emission standard EURO 6.
Specific exhaust adapter for 2-, 3- and 4-axle vehicles. Made of  welded 
aluminium. For maintenance and brake testing areas. With  spring-loaded 
fixing device and safety rope. Connection fits mechan ical clamping 
truck nozzle Ø 170 mm or hose DN 150 mm. Complete  pre-assembled.

28-4973-216

Material
Height adjustment
Suction opening
Connection size

DN 125 mm
DN 125 mm
DN 150 mm
DN 150 mm

Air flow
Operating temperature
Material
Connection size
Length
Width
Height
Connection type

Hose
Quick coupling

Operating temperature
Material
Connection size
Connection type

Aluminium
100 - 300 mm
435 x 370 mm

1000 m³/h
-10 - +300 °C
Aluminium
DN 150 mm
750 mm
360 mm
800 mm

-10 - +300 °C
Aluminium
Ø 170 mm
Manual clamping nozzle

Connection type

Hose
Quick coupling
Hose
Quick coupling

28-4978-125
28-4978-126
28-4978-150
28-4978-151

28-4977-150
28-4977-151
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Twin Exhaust Adapters

Illustration

Y-adapter Type S
Y assembly.
Universal Y-adapter with 2 x hose Type S (DN100mm, length of  800mm) 
for use with a range of extraction accessories. Clips and  protection 
pieces included.

Y-adapter with Quick coupler Type S
Y assembly with quick couplers.
Universal Y-adapter with 2 x Type S hoses (DN100mm, length of  
800mm).Complete with all hose clips and assembly parts for use with  
a range of extraction accessories.(Available separately)

Y-adapter with Quick coupler Type NR-CP
Y assembly with quick couplers.
Universal Y-adapter with 2 x Type NR-CP hoses (DN100mm, length of  
800mm).Complete with all hose clips and assembly parts for use with  
a range of extraction accessories.(Available separately)

Y-adapter with mechanical Exhaust Nozzle  
155x85mm
For twin exhaust pipes.
Universal Y-adapter with 2x hoses Type NR-CP (DN100mm, length of  
800mm), 2x mechanical Exhaust Nozzles 155x85 for twin exhausts.  
Aluminium Y piece with hose clips and scratch protection.

28-4973-038

28-4973-037

28-4973-039

Operating temperature
Material
Connection size
Connection type

Operating temperature
Material
Connection size
Connection type

Operating temperature
Connection size
Connection type

Operating temperature
Connection size

150x80 mm
200x100 mm
DN 100 mm
DN 100 mm

+150 °C
Aluminium
DN 100 mm
Hose

+150 °C
Aluminium
DN 100 mm
Hose

+180 °C
DN 100 mm
Hose

+180 °C
Connection type

Small oval nozzle
Large oval nozzle
Hose
Quick coupling

28-4974-000
28-4974-008
28-4974-002
28-4974-005
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters
Twin Exhaust Adapters

Illustration Description Item No.  

Y-adapter with mechanical Exhaust Nozzle  
205x110mm
For twin exhaust pipes.
Universal Y-adapter with 2x hose Type NR-CP (DN100mm, length of  
800mm) and 2x mechanical Exhaust Nozzles 205x110mm,for twin  
exhausts. Including Y-piece, hose clips and hose clip protection.

Y-adapter pneumatic Exhaust Nozzle 160x80mm
For twin exhaust pipes.
Universal Y-adapter with 2 x hoses Type NR-CP (DN100mm, length of  
800mm), Twin pneumatic nozzle with hand pump and drain valve. For  
use with twin tail pipes. Complete with connection spigot and scratch  
protection.

Y-adapter pneumatic Exhaust Nozzle 200x100mm
For twin exhaust pipes.
Universal Y-adapter with 2 x hoses Type NR-CP (DN100mm, length of  
800mm), Twin pneumatic nozzle with hand pump and drain valve. For  
use with twin tail pipes. Complete with connection spigot and scratch  
protection.

Operating temperature
Connection size

150x80 mm
200x100 mm
DN 100 mm

Operating temperature
Weight
Connection size

150x80 mm
200x100 mm
DN 100 mm

Operating temperature
Connection size

150x80 mm
200x100 mm
DN 100 mm

+180 °C

+180 °C
3,1 kg

+180 °C

Connection type

Small oval nozzle
Large oval nozzle
Hose

Connection type

Small oval nozzle
Large oval nozzle
Hose

Connection type

Small oval nozzle
Large oval nozzle
Hose

28-4974-006
28-4974-001
28-4974-007

28-4974-040
28-4974-046
28-4974-041

28-4974-045
28-4974-003
28-4974-043
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PartE: Exhaust Hoses, Nozzles, Funnels, Adapters

Description Item No.  

Twin Exhaust Adapters

Illustration

Y-adapter Exhaust Nozzle Maybach Ø95mm
For twin exhaust pipes.  Maybach variants.
Universal Y-adapter with 2x hoses Type NR-CP (DN100mm, length of  
800mm), including twin Maybach nozzle with mechanical clamp, hose  
and scratch protection. Aluminium spigot piece for connection to  ex-
isting extraction system.

Y-piece 90° 100/100/100mm
Welded aluminium Y coupler.

Y-piece 90° 100/100/100mm
Welded aluminium Y coupler.

Y-piece
Welded aluminium Y coupler.

Y-piece 90° 100/100/100mm
Welded aluminium Y coupler.

29-4973-047

29-4973-042

29-4973-032

29-4973-038

Operating temperature
Weight
Connection size

150x80 mm
200x100 mm
DN 100 mm

Material
Connection size
Connection type
Hose connection

Material
Connection size
Connection type
Hose connection

Material
Connection size
Connection type
Hose connection

Material
Connection size
Connection type
Hose connection

Aluminium
DN 100 mm
Hose
DN 100 mm

Aluminium
DN 100 mm
Quick coupling
DN 100 mm

Aluminium
150x80 mm
Small oval nozzle
DN 100 mm

Aluminium
200x100 mm
Large oval nozzle
DN 100 mm

+180 °C
3,1 kg

Connection type

Small oval nozzle
Large oval nozzle
Hose

28-4974-030
28-4974-031
28-4974-032
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Fans
Part F:
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PartF: Fans

Description Item No.  

Series N
N34 - N92

Illustration

Fan N34
Centrifugal fan  N34 0,37kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Anti vibration mountings supplied as accessories.

Fan N35
Centrifugal fan N35 0,75kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Anti vibration mountings supplied as accessories.

59-816-034

59-816-035

Air flow
Compression
Fan speed
Fan noise
Power supply
Motor power
Current
Connection outlet (DN)
Connection inlet (DN)
Weight

Air flow
Compression
Fan speed
Fan noise
Power supply
Motor power
Current
Connection outlet (DN)
Connection inlet (DN)
Weight

180 - 1200 m³/h
1100 - 500 Pa
2800 rpm
<81 dB(A)
400 V, 50 Hz, 3~
0,37 kW
1,0 A
160 mm
160 mm
13,5 kg

180 - 1500 m³/h
1700 - 500 Pa
2800 rpm
<79 dB(A)
400 V, 50 Hz, 3~
0,75 kW
1,9 A
160 mm
160 mm
15,1 kg
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PartF: Fans
Series N
N34 - N92

Illustration Description Item No.  

Fan N36
Centrifugal fan N36 1,1kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Anti vibration mountings supplied as accessories.

Fan N92
Centrifugal fan  N92 2,2kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Anti vibration mountings supplied as accessories.

59-816-036

59-816-092

Air flow
Compression
Fan speed
Fan noise
Power supply
Motor power
Current
Connection outlet (DN)
Connection inlet (DN)
Weight

Air flow
Compression
Fan speed
Fan noise
Power supply
Motor power
Current
Connection outlet (DN)
Connection inlet (DN)
Weight

180 - 1800 m³/h
2100 - 800 Pa
2800 rpm
<78 dB(A)
400 V, 50 Hz, 3~
1,1 kW
2,5 A
160 mm
160 mm
22,0 kg

180 - 2400 m³/h
2450 - 1000 Pa
2800 rpm
<93 dB(A)
400 V, 50 Hz, 3~
2,2 kW
5,4 A
200 mm
200 mm
34,5 kg
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PartF: Fans

Description Item No.  

Series N
Accessories

Illustration

Anti Vibe Mounts
To avoid vibration transfer from Fan to building structure.
Including 4x vibration damper with assembly material.

Fan Bracket kit
2 x brackets for mounting fans to walls and columns.

Anti Vibration Sleeve
To avoid vibration transfer from Fan to attached duct system.
Including 2x hose clips.

Motor protection switch
Motor protection switch.  Can be used as an on/off switch . IP 54  
Enclosure.

Thread

M8
M10

Material
Length

600 mm
800 mm
1000 mm

Material
Length
Nominal diameter (DN)

160 mm
200 mm
250 mm
315 mm
355 mm
400 mm
450 mm
500 mm

Max. motor power

0,35 kW
0,55 kW
1,1 kW
1,5 kW
2,2 kW
4,0 kW
7,5 kW
9,0 kW
11,0 kW

Galvanised Steel

Rubber
200 mm

Current

0,6 - 1,0 A
1,0 - 1,6 A
1,6 - 2,4 A
2,4 - 4,0 A
4,0 - 6,0 A
6,0 - 10,0 A
10,0 - 16,0 A
16,0 - 20,0 A
20,0 - 25,0 A

59-4864-016
59-4864-017

80-4138-060
80-4138-080
80-4138-100

59-4863-160
59-4863-200
59-4863-250
59-4863-315
59-4863-355
59-4863-400
59-4863-450
59-4863-500

74-5031-010
74-5031-016
74-5031-024
74-5031-040
74-5031-060
74-5031-100
74-5031-160
74-5031-200
74-5031-250
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PartF: Fans
Series N
Accessories

Illustration Description Item No.  

Repair switch
To turn off the Fan for example for maintenance purpose.

Fan Control for multiple Remote Switching.
Fan starter for use with latching rotary switches.  Cable ways for up to  
3 remote switch points.
Fan starter within enclosure with cable ways and connection blocks.  
Without motor protection. The control panel is designed for the  con-
nection of latching switches (74-5100-010).

Latching Rotary Switch
Illuminated switch design in plastic enclosure.
For remote fan switching. Use with control panel 74-5100-000.

Fan control for multiple remote switching.
Fan starter for use with non-latching switches.  Cable ways for up to 3  
remote switch points.
Fan starter within enclosure with cable ways and connection blocks,  
without motor protection. The control panel is designed for the  con-
nection of non-latching switches (74-4010-901).

Remote Switch
Remote switch including enclosure ON/Off

For remote fan switching. Use with control panel  74-5100-005.

73-031-007

74-5100-000

74-5100-010

74-5100-005

70-4010-901

Voltage
Current

400 V
25,0 A
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PartF: Fans

Description Item No.  

Series N
Acoustic Enclosures

Illustration

Acoustic Enclosure box N34+35+36
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm mineral wool insulation. Floor mounted support rails for easy  
installation.Hinged inspection door for internal fan inspection.Handed  
RD 90 ° as standard supply, but other options available.Noise reduc-
tion as per published sound data.Includes fan mounting accessories,  
excludes fan set.

Acoustic Enclosure box weather proof N34+35+36
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure. Manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield,  
cooling inlet baffle and with all joints sealed against water ingress.  
Floor mounted support rails for easy installation. Hinged inspection  door 
for internal fan inspection. RD 90 ° as standard supply, other  options 
available. Noise reduction as per published sound data.  Includes fan 
mounting accessories, excludes fan set.

57-4890-171

57-4841-070

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
160 mm
160 mm
800 mm
800 mm
900 mm
67,0 kg

Galvanised Steel
12 dB(A)
160 mm
160 mm
900 mm
900 mm
900 mm
68,0 kg
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PartF: Fans
Series N
Acoustic Enclosures

Illustration Description Item No.  

Acoustic Enclosure box N92
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm mineral wool insulation. Floor mounted support rails for easy  
installation.Hinged inspection door for internal fan inspection.Handed  
RD 90 ° as standard supply, but other options available.Noise reduc-
tion as per published sound data.Includes fan mounting accessories,  
excludes fan set.

Acoustic Enclosure box weather proof N92
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosuremanufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield,  
cooling inlet baffle and with all joints sealed against water ingress.  Floor 
mounted support rails for easy installation.Hinged inspection  door for 
internal fan inspection. RD 90 ° as standard supply, but other  options 
available.Noise reduction as per published sound data.I ncludes fan 
mounting accessories, excludes fan set.

Bracket kit standing or hanging
2 x mounting brackets to mount acoustic enclosures to walls and  
columns.

Repair switch
To turn off the Fan for example for maintenance purpose.

57-4890-179

57-4841-093

73-031-007

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height

Material
Version

N 34/35/36
FEM 250/270/315/355
FEM 400/450/550

Voltage
Current

400 V
25,0 A

Powder coated steel

Galvanised Steel
12 dB(A)
200 mm
200 mm
800 mm
800 mm
900 mm

Galvanised Steel
12 dB(A)
200 mm
200 mm
900 mm
900 mm
900 mm

57-891-081
57-891-101
57-891-126
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PartF: Fans
FEM Series
FEM250 - FEM550

Illustration Description Item No.  

Fan
Centrifugal fan FEM250 1,5kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Spigots and anti vibration mountings supplied as  accessories.

Fan
Centrifugal fan FEM270 2,2kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Spigots and anti vibration mountings supplied as  accessories.

59-850-250

59-850-270

Air flow
Compression
Material
Fan speed
Fan noise
Power supply
Motor power
Current
Weight

Air flow
Compression
Material
Fan speed
Fan noise
Power supply
Motor power
Current
Weight

1100 - 4100 m³/h
1800 - 1100 Pa
Powder coated steel
2850 rpm
<72 dB(A)
400 V, 50 Hz, 3~
1,5 kW
3,15 A
62,0 kg

1200 - 4300 m³/h
1900 - 1100 Pa
Powder coated steel
2850 rpm
<73 dB(A)
400 V, 50 Hz, 3~
2,2 kW
4,55 A
68,0 kg
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PartF: Fans

Description Item No.  

FEM Series
FEM250 - FEM550

Illustration

Fan
Centrifugal fan FEM315 3,0kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Spigots and anti vibration mountings supplied as  accessories.

Fan
Centrifugal fan FEM355 4,0kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Spigots and anti vibration mountings supplied as  accessories.

59-850-315

59-850-355

Air flow
Compression
Material
Fan speed
Fan noise
Power supply
Motor power
Current
Weight

Air flow
Compression
Material
Fan speed
Fan noise
Power supply
Motor power
Current
Weight

1500 - 5800 m³/h
2300 - 1400 Pa
Powder coated steel
2900 rpm
<76 dB(A)
400 V, 50 Hz, 3~
3,0 kW
6,1 A
92,0 kg

1700 - 6200 m³/h
2400 - 1400 Pa
Powder coated steel
2900 rpm
<77 dB(A)
400 V, 50 Hz, 3~
4,0 kW
7,8 A
98,0 kg
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PartF: Fans
FEM Series
FEM250 - FEM550

Illustration Description Item No.  

Fan
Centrifugal fan FEM400 5,5kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Spigots and anti vibration mountings supplied as  accessories.

Fan
Centrifugal fan FEM450 7,5kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Spigots and anti vibration mountings supplied as  accessories.

59-850-400

59-850-450

Air flow
Compression
Material
Fan speed
Fan noise
Power supply
Motor power
Current
Weight

Air flow
Compression
Material
Fan speed
Fan noise
Power supply
Motor power
Current
Weight

2100 - 8100 m³/h
2900 - 1750 Pa
Powder coated steel
2900 rpm
<81 dB(A)
400 V, 50 Hz, 3~
5,5 kW
10,3 A
138,0 kg

2200 - 8900 m³/h
3100 - 1800 Pa
Powder coated steel
2900 rpm
<82 dB(A)
400 V, 50 Hz, 3~
7,5 kW
13,6 A
146,0 kg
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PartF: Fans

Description Item No.  

FEM Series
FEM250 - FEM550

Illustration

Fan
Centrifugal fan FEM550 11,0kW.
Robust Centrifugal Fan with sheet steel body. The optimised high- per-
formance impeller is specifically designed for the movement of  exhaust 
gases.. Coated surfaces to inhibit oxidisation. Includes fan  mounting 
feet. Supplied as standard handed RD0 ° (Other handings  available). 
Note: Spigots and anti vibration mountings supplied as  accessories.

59-850-550

Air flow
Compression
Material
Fan speed
Fan noise
Power supply
Motor power
Current
Weight

1900 - 10500 m³/h
3450 - 2100 Pa
Powder coated steel
2900 rpm
<84 dB(A)
400 V, 50 Hz, 3~
11,0 kW
20,0 A
220,0 kg
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PartF: Fans
FEM Series
Accessories

Illustration Description Item No.  

Anti Vibe Mounts
To avoid vibration transfer from Fan to building structure.
Including 4x vibration damper with assembly material.

Fan Bracket kit
2 x brackets for mounting fans to walls and columns.

Fan Spigot Inlet
Fan Inlet connection spigot.
Top hat transition piece, complete with fixing material.

Fan Spigot Outlet
Fan outlet connection spigot.
Rectangular to round transition piece, from galvanised sheet,  complete 
with fixing material.

Thread

M8
M10

Material
Length

600 mm
800 mm
1000 mm

Material
Version

FEM 250
FEM 250/270
FEM 315
FEM 315/355
FEM 355
FEM 400/450
FEM 450
FEM 550

Material
Version

FEM 250
FEM 250/270
FEM 315
FEM 315/355
FEM 355
FEM 400/450
FEM 450
FEM 550

Galvanised Steel

Galvanised Steel

Galvanised Steel

Nominal diameter (DN)

200 mm
250 mm
250 mm
315 mm
355 mm
400 mm
450 mm
500 mm

Nominal diameter (DN)

200 mm
250 mm
250 mm
315 mm
355 mm
400 mm
450 mm
500 mm

59-4864-016
59-4864-017

80-4138-060
80-4138-080
80-4138-100

58-4830-200
58-4830-250
58-4830-251
58-4830-315
58-4830-355
58-4830-400
58-4830-450
58-4830-500

58-4840-200
58-4840-250
58-4840-251
58-4840-315
58-4840-355
58-4840-400
58-4840-450
58-4840-500
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PartF: Fans

Description Item No.  

FEM Series
Accessories

Illustration

Anti Vibration Sleeve
To avoid vibration transfer from Fan to attached duct system.
Including 2x hose clips.

Motor protection switch
Motor protection switch.  Can be used as an on/off switch . IP 54  
Enclosure.

Repair switch
To turn off the Fan for example for maintenance purpose.

Fan Control for multiple Remote Switching.
Fan starter for use with latching rotary switches.  Cable ways for up to  
3 remote switch points.
Fan starter within enclosure with cable ways and connection blocks.  
Without motor protection. The control panel is designed for the  con-
nection of latching switches (74-5100-010).

Latching Rotary Switch
Illuminated switch design in plastic enclosure.
For remote fan switching. Use with control panel 74-5100-000.

73-031-007

74-5100-000

74-5100-010

Material
Length
Nominal diameter (DN)

200 mm
250 mm
315 mm
355 mm
400 mm
450 mm
500 mm

Max. motor power

0,35 kW
0,55 kW
1,1 kW
1,5 kW
2,2 kW
4,0 kW
7,5 kW
9,0 kW
11,0 kW

Voltage
Current

400 V
25,0 A

Rubber
200 mm

Current

0,6 - 1,0 A
1,0 - 1,6 A
1,6 - 2,4 A
2,4 - 4,0 A
4,0 - 6,0 A
6,0 - 10,0 A
10,0 - 16,0 A
16,0 - 20,0 A
20,0 - 25,0 A

59-4863-200
59-4863-250
59-4863-315
59-4863-355
59-4863-400
59-4863-450
59-4863-500

74-5031-010
74-5031-016
74-5031-024
74-5031-040
74-5031-060
74-5031-100
74-5031-160
74-5031-200
74-5031-250
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PartF: Fans
FEM Series
Accessories

Illustration Description Item No.  

Fan control for multiple remote switching.
Fan starter for use with non-latching switches.  Cable ways for up to 3  
remote switch points.
Fan starter within enclosure with cable ways and connection blocks,  
without motor protection. The control panel is designed for the  con-
nection of non-latching switches (74-4010-901).

Remote Switch
Remote switch including enclosure ON/Off

For remote fan switching. Use with control panel  74-5100-005.

Fan soft starter control
Connection facility for up to 6 remote switches.
Soft start control panel with panel mounted isolator. Equipped with:
- LED power and fault indication
- Panel mounted fan run and fan stop push buttons
- Internal transformer with 24VDC secondary for control circuits
- Voltage-free run and fault contacts 
Enclosure  coated steel 380x600x210mm, RAL 7035 includes all  elec-
trical diagram  according to DIN/IEC, layouts and cable run  overviews.

Fan Starter star delta
Connection facility for up to 6 remote switches.
Star/delta control panel with panel mounted isolator. Equipped with:
- LED power and fault indication
- Panel mounted fan run and fan stop push buttons
- Internal transformer with 24VDC secondary for control circuits
- Voltage-free run and fault contacts 
Enclosure  coated steel 380x600x210mm, RAL 7035 includes all  elec-
trical diagram  according to DIN/IEC, layouts and cable run  overviews.

74-5100-005

70-4010-901

Max. motor power

4,0 kW
5,5 kW
7,5 kW
11,0 kW

Max. motor power

4,0 kW
5,5 kW
7,5 kW
11,0 kW

70-4010-004
70-4010-005
70-4010-007
70-4010-011

70-4010-104
70-4010-105
70-4010-107
70-4010-111



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
Kelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.dewww.norfi.de 117

PartF: Fans

Description Item No.  

FEM Series
Acoustic Enclosures

Illustration

Acoustic Enclosure box FEM250 DN200
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm mineral wool insulation. Floor mounted support rails for easy  
installation. Hinged inspection door for internal fan inspection.  Position 
of door can be changed. Handed RD 90° as standard supply,  but other 
options available. Noise reduction as per published sound  data. Includes 
fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof FEM250 DN200
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield,  
cooling inlet baffle and with all joints sealed against water ingress.  Floor 
mounted support rails for easy installation. Hinged inspection  door for 
internal fan inspection. Position of door can be changed. RD  90 ° as 
standard supply, but other options available. Noise reduction  as per 
published sound data. Includes fan mounting accessories,  excludes 
fan set.

57-4840-200

57-4841-200

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
200 mm
200 mm
1000 mm
1000 mm
1100 mm
125,0 kg

Galvanised Steel
12 dB(A)
200 mm
200 mm
1200 mm
1200 mm
1100 mm
125,0 kg
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PartF: Fans
FEM Series
Acoustic Enclosures

Illustration Description Item No.  

Acoustic Enclosure box FEM250 DN250
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm   mineral wool insulation. Floor mounted support rails for easy    
installation. Hinged inspection door for internal fan inspection.    Posi-
tion of door can be changed. Handed RD 90° as standard supply,  but   
other options available. Noise reduction as per published sound  data.   
Includes fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof FEM250 DN200
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate   with 25mm mineral wool insulation. Fitted with a rain shield,  
cooling   inlet baffle and with all joints sealed against water ingress.  
Floor   mounted support rails for easy installation. Hinged inspection  
door for   internal fan inspection. Position of door can be changed. RD  
90 ° as   standard supply, but other options available. Noise reduction  
as per   published sound data. Includes fan mounting accessories,  
excludes fan   set.

57-4840-250

57-4841-250

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
250 mm
250 mm
1000 mm
1000 mm
1100 mm
125,0 kg

Galvanised Steel
12 dB(A)
250 mm
250 mm
1200 mm
1200 mm
1100 mm
125,0 kg
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PartF: Fans

Description Item No.  

FEM Series
Acoustic Enclosures

Illustration

Acoustic Enclosure box FEM270 DN250
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm mineral wool insulation. Floor mounted support rails for easy 
installation. Hinged inspection door for internal fan inspection. 
Position of door can be changed. Handed RD 90° as standard supply,  
but other options available. Noise reduction as per published sound 
data. 
Includes fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof FEM250 DN200
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield, 
cooling inlet baffle and with all joints sealed against water ingress. Floor 
mounted support rails for easy installation. Hinged inspection door for 
internal fan inspection. Position of door can be changed. RD 90 ° as 
standard supply, but other options available. Noise reduction as per 
published sound data. Includes fan mounting accessories, excludes  
fan set.

57-4840-270

57-4841-270

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
250 mm
250 mm
1000 mm
1000 mm
1100 mm
127,0 kg

Galvanised Steel
12 dB(A)
250 mm
250 mm
1200 mm
1200 mm
1100 mm
127,0 kg
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PartF: Fans
FEM Series
Acoustic Enclosures

Illustration Description Item No.  

Acoustic Enclosure box FEM315 DN250
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm mineral wool insulation. Floor mounted support rails for easy 
installation. Hinged inspection door for internal fan inspection. 
Position of door can be changed. Handed RD 90° as standard supply,  
but other options available. Noise reduction as per published sound 
data. 
Includes fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof FEM250 DN200
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield, 
cooling inlet baffle and with all joints sealed against water ingress. Floor 
mounted support rails for easy installation. Hinged inspection door for 
internal fan inspection. Position of door can be changed. RD 90 ° as 
standard supply, but other options available. Noise reduction as per 
published sound data. Includes fan mounting accessories, excludes  fan 
set.

57-4840-314

57-4841-314

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
250 mm
250 mm
1000 mm
1000 mm
1100 mm
131,0 kg

Galvanised Steel
12 dB(A)
250 mm
250 mm
1200 mm
1200 mm
1100 mm
131,0 kg
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PartF: Fans

Description Item No.  

FEM Series
Acoustic Enclosures

Illustration

Acoustic Enclosure box FEM315 DN315
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm mineral wool insulation. Floor mounted support rails for easy 
installation. Hinged inspection door for internal fan inspection. 
Position of door can be changed. Handed RD 90° as standard supply,  
but other options available. Noise reduction as per published sound 
data. 
Includes fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof  FEM315  
DN315
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield, 
cooling inlet baffle and with all joints sealed against water ingress. Floor 
mounted support rails for easy installation. Hinged inspection door for 
internal fan inspection. Position of door can be changed. RD 90 ° as 
standard supply, but other options available. Noise reduction as per 
published sound data. Includes fan mounting accessories, excludes  fan 
set.

57-4840-315

57-4841-315

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
315 mm
315 mm
1000 mm
1000 mm
1100 mm
131,0 kg

Galvanised Steel
12 dB(A)
315 mm
315 mm
1200 mm
1200 mm
1100 mm
131,0 kg
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PartF: Fans
FEM Series
Acoustic Enclosures

Illustration Description Item No.  

Acoustic Enclosure box FEM355 DN355
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm mineral wool insulation. Floor mounted support rails for easy 
installation. Hinged inspection door for internal fan inspection. 
Position of door can be changed. Handed RD 90° as standard supply,  
but other options available. Noise reduction as per published sound 
data. 
Includes fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof FEM355 DN355
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield, 
cooling inlet baffle and with all joints sealed against water ingress. Floor 
mounted support rails for easy installation. Hinged inspection door for 
internal fan inspection. Position of door can be changed. RD 90 ° as 
standard supply, but other options available. Noise reduction as per 
published sound data. Includes fan mounting accessories, excludes  fan 
set.

57-4840-355

57-4841-355

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
355 mm
355 mm
1000 mm
1000 mm
1100 mm
139,0 kg

Galvanised Steel
12 dB(A)
355 mm
355 mm
1200 mm
1200 mm
1100 mm
139,0 kg



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
Kelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.dewww.norfi.de 123

PartF: Fans

Description Item No.  

FEM Series
Acoustic Enclosures

Illustration

Acoustic Enclosure box FEM400 DN400
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm mineral wool insulation. Floor mounted support rails for easy 
installation. Hinged inspection door for internal fan inspection. 
Position of door can be changed. Handed RD 90° as standard supply,  
but other options available. Noise reduction as per published sound 
data. 
Includes fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof  FEM400  
DN400
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield,  
cooling inlet baffle and with all joints sealed against water ingress.  Floor 
mounted support rails for easy installation. Hinged inspection  door for 
internal fan inspection. Position of door can be changed. RD  90 ° as 
standard supply, but other options available. Noise reduction  as per 
published sound data. Includes fan mounting accessories,  excludes 
fan set.

57-4840-400

57-4841-400

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
400 mm
400 mm
1250 mm
1250 mm
1350 mm
175,0 kg

Galvanised Steel
12 dB(A)
400 mm
400 mm
1500 mm
1500 mm
1350 mm
175,0 kg
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PartF: Fans
FEM Series
Acoustic Enclosures

Illustration Description Item No.  

Acoustic Enclosure box FEM450 DN400
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm   mineral wool insulation. Floor mounted support rails for easy    
installation. Hinged inspection door for internal fan inspection.    Posi-
tion of door can be changed. Handed RD 90° as standard supply,  but   
other options available. Noise reduction as per published sound  data.   
Includes fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof FEM450 DN400
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield,  
cooling inlet baffle and with all joints sealed against water ingress.  Floor 
mounted support rails for easy installation. Hinged inspection  door for 
internal fan inspection. Position of door can be changed. RD  90 ° as 
standard supply, but other options available. Noise reduction  as per 
published sound data. Includes fan mounting accessories,  excludes 
fan set.

57-4840-449

57-4841-449

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
400 mm
400 mm
1250 mm
1250 mm
1350 mm
179,0 kg

Galvanised Steel
12 dB(A)
400 mm
400 mm
1500 mm
1500 mm
1350 mm
179,0 kg



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
Kelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.dewww.norfi.de 125

PartF: Fans

Description Item No.  

FEM Series
Acoustic Enclosures

Illustration

Acoustic Enclosure box FEM450 DN450
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm   mineral wool insulation. Floor mounted support rails for easy    
installation. Hinged inspection door for internal fan inspection.    Posi-
tion of door can be changed. Handed RD 90° as standard supply,  but   
other options available. Noise reduction as per published sound  data.   
Includes fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof FEM450 DN450
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield,  
cooling inlet baffle and with all joints sealed against water ingress.  Floor 
mounted support rails for easy installation. Hinged inspection  door for 
internal fan inspection. Position of door can be changed. RD  90 ° as 
standard supply, but other options available. Noise reduction  as per 
published sound data. Includes fan mounting accessories,  excludes 
fan set.

57-4840-450

57-4841-450

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Galvanised Steel
12 dB(A)
450 mm
450 mm
1250 mm
1250 mm
1350 mm
179,0 kg

Galvanised Steel
12 dB(A)
450 mm
450 mm
1500 mm
1500 mm
1350 mm
179,0 kg
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PartF: Fans
FEM Series
Acoustic Enclosures

Illustration Description Item No.  

Acoustic Enclosure box FEM550 DN550
To reduce noise transmission in the workplace.
Acoustic enclosure manufactured from galvanised steel plate with  
25mm   mineral wool insulation. Floor mounted support rails for easy    
installation. Hinged inspection door for internal fan inspection.    Posi-
tion of door can be changed. Handed RD 90° as standard supply,  but   
other options available. Noise reduction as per published sound  data.   
Includes fan mounting accessories, excludes fan set.

Acoustic Enclosure box weather proof  FEM550  
DN550
To reduce noise transmission in the workplace.
Weatherproof acoustic enclosure manufactured from galvanised steel  
plate with 25mm mineral wool insulation. Fitted with a rain shield,  
cooling inlet baffle and with all joints sealed against water ingress.  Floor 
mounted support rails for easy installation. Hinged inspection  door for 
internal fan inspection. Position of door can be changed. RD  90 ° as 
standard supply, but other options available. Noise reduction  as per 
published sound data. Includes fan mounting accessories,  excludes 
fan set.

Bracket kit standing or hanging
2 x mounting brackets to mount acoustic enclosures to walls and  
columns.

57-4840-550

57-4841-550

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Max. sound absorption level
Connection outlet (DN)
Connection inlet (DN)
Length
Width
Height
Weight

Material
Version

N 34/35/36
FEM 250/270/315/355
FEM 400/450/550

Powder coated steel

Galvanised Steel
12 dB(A)
500 mm
500 mm
1250 mm
1250 mm
1350 mm
189,0 kg

Galvanised Steel
12 dB(A)
500 mm
500 mm
1500 mm
1500 mm
1350 mm
189,0 kg

57-891-081
57-891-101
57-891-126
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PartF: Fans

Description Item No.  

FEM Series
Acoustic Enclosures

Illustration

Repair switch
To turn off the Fan for example for maintenance purpose.

73-031-007
Voltage
Current

400 V
25,0 A
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FANS HOUSING POSITIONS
Viewed from Motor side. Standard always RD 0°. 

RD 0°

LG 135°

LG 180° LG 225° LG 270° LG 315°

LG 45° LG 90°

RD 135°

RD 180° RD 225° RD 270° RD 315°

RD 45° RD 90°

LG 0°
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Underfloor Extraction
Part G:
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PartG: Underfloor Extraction
Floor Plates, Sump Covers, Accessories

Illustration Description Item No.  

Floor Plate for Mounting frame
Frame Mounted.
Floor Plate from 8mm galvanised steel. Rotating plate lid seals flush  for 
aesthetic finish. 105mm x DN 100mm connection socket for  connection 
bend or distance sleeve.

Mounting frame
For bolted floor plate assembly, size 1 - 342x342 mm.
Aesthetic design facilitates easy assembly and repair of the floor plate  
module. Bolted assembly for easy repair or replacement of floor plate.

Floor Plate for direct Mounting
Slab Mounted.
Floor Plate from 8mm galvanised steel with tie anchors. Rotating plate  
lid seals flush for aesthetic finish. 105mm x DN 100mm connection  
socket for connection bend or distance sleeve.

Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm
250 mm
300 mm
350 mm
400 mm

Material
Size

1
2
3
4
5
6

Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm
250 mm
300 mm
350 mm
400 mm

Galvanised Steel

Galvanised Steel

Galvanised Steel

Size

1
1
1
2
2
3
4
5
6

Outer dimensions

342x342 mm
372x372 mm
442x442 mm
492x492 mm
542x542 mm
592x592 mm

Outer dimensions

300x300 mm
300x300 mm
300x300 mm
330x330 mm
330x330 mm
400x400 mm
450x450 mm
500x500 mm
550x550 mm

Outer dimensions

300x300 mm
300x300 mm
300x300 mm
330x330 mm
330x330 mm
400x400 mm
450x450 mm
500x500 mm
550x550 mm

08-4070-100
08-4070-125
08-4070-150
08-4070-175
08-4070-200
08-4070-250
08-4070-300
08-4070-350
08-4070-400

08-4070-001
08-4070-002
08-4070-040
08-4070-041
08-4070-042
08-4070-043

08-4070-101
08-4070-126
08-4070-151
08-4070-176
08-4070-201
08-4070-251
08-4070-301
08-4070-353
08-4070-401
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PartG: Underfloor Extraction

Description Item No.  

Floor Plates, Sump Covers, Accessories

Illustration

Distance Sleeve
Galvanised tube to connect between floor plate spigot and below slab  
pipe system.

Underfloor Connection bend 45°
Galvanised bend to connect between floor plate spigot and below slab  
pipe system.

Exhaust Hose Type NEO
Crushproof hard-wearing hose system.  For use in underfloor applica-
tions, e.g. in vehicle repair shops.
Extremely durable exhaust hose with fabric reinforcement and robust  
rubberised exterior. Fully crush proof heavy-duty quality. Resistant to  
petrol and diesel exhaust fumes, oils, greases and solvents.
Note: Not suitable for suspended systems.

Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm

Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm

Operating temperature

Material

Colour
Length
Nominal diameter (DN)

50 mm
63 mm
75 mm
100 mm

Galvanised Steel

Galvanised Steel

-50 - +180 °C
Reinforced rubber fabric with steel  
helix
Black
Sold by meter

Weight per meter

1,2 kg
1,4 kg
1,8 kg
2,3 kg

08-4071-100
08-4071-125
08-4071-150
08-4071-175
08-4071-200

08-4072-100
08-4072-125
08-4072-150
08-4072-175
08-4072-200

21-951-001
21-963-001
21-976-001
21-900-001
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PartG: Underfloor Extraction
Floor Plates, Sump Covers, Accessories

Illustration Description Item No.  

Connection Bend 90°
Bend with spigot to enable hose connection with floor plate.
With lifting handle and internal stiffener.

Floor Plate with underfloor Hose guide
Floor plate and underfloor connection kit.
Floor Plate from 8mm galvanised steel with fastening tangs. Rotating  
plate lid seals flush for aesthetic finish. Complete with connection  
accessories for under slab pipe system.

Exhaust Hose Type S
The cost effective solution with a wide range of applications in the  
vehicle workshop.  Can also be used in under floor systems.
Light and flexible exhaust extraction hose for various applications.  Re-
sistant to petrol and diesel exhaust fumes, oils, greases and  solvents. 
Sort-term temperature resistance of up to 180°C. Limited  crush resist-
ance. Outer rubberised plastic spiral with scuff protection.
Note: Maximum continuous length 20 m.

Material
Nominal diameter (DN)

100 mm
125 mm
150 mm
175 mm
200 mm

Nominal diameter (DN)

150 mm
200 mm

Operating temperature
Material
Colour
Length
Nominal diameter (DN)

75 mm
100 mm
125 mm
150 mm
200 mm

Galvanised Steel

-50 - +150 °C
TPE coated fabric with plastic helix
Black / Blue
Sold by meter

Total installation depth

460 mm
560 mm

Weight per meter

0,7 kg
0,9 kg
1,2 kg
1,4 kg
1,8 kg

08-4073-100
08-4073-125
08-4073-150
08-4073-175
08-4073-200

08-4078-150
08-4078-200

20-968-075
20-968-100
20-968-125
20-968-150
20-968-200
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PartG: Underfloor Extraction

Description Item No.  

Floor Plates, Sump Covers, Accessories

Illustration

Hose End
Protects hose end and eases insertion to duct system.  With debris  trap.

Sump Cover
Removable cover for the condensate drain sump.
Powder coated sump cover with lifting eyes and fasteners. Excludes  
mounting frame.

Sump Cover
Removable cover for the condensate drain sump.
Powder coated sump cover with lifting eyes and fasteners. Excludes  
mounting frame.

Sump Cover
Removable cover for the condensate drain sump.
Powder coated sump cover with lifting eyes and fasteners. Excludes  
mounting frame.

Material
Nominal diameter (DN)

50 mm
65 mm
75 mm
100 mm
125 mm
150 mm

Max. drive capacity
Material
Outer dimensions

635x635 mm
835x835 mm

Max. drive capacity
Material
Outer dimensions

635x635 mm
835x835 mm

Max. drive capacity
Material
Outer dimensions

635x635 mm
835x835 mm

Galvanised Steel

500 kg
Powder coated steel

1000 kg
Powder coated steel

500 kg
Galvanised Steel

08-4076-050
08-4076-065
08-4076-075
08-4076-100
08-4076-125
08-4076-150

08-4074-100
08-4075-100

08-4074-000
08-4075-000

08-4074-102
08-4075-102
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PartG: Underfloor Extraction
Floor Plates, Sump Covers, Accessories

Illustration Description Item No.  

Sump Cover
Removable cover for the condensate drain sump.
Powder coated sump cover with lifting eyes and fasteners. Excludes  
mounting frame.
Max. drive capacity
Material
Outer dimensions

635x635 mm
835x835 mm

1000 kg
Galvanised Steel

08-4074-002
08-4075-002



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
Kelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.dewww.norfi.de 135

Extraction Arms
Part H:
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PartH: Extraction Arms

Illustration Description Item No.  

Fume extractor PAREX-S DN160
For extraction of smoke and vapours, for example weld smoke in a  
bigger work area.
PAREX fume extraction arm with external parallelogram support and  
balancing gas dampers. Low maintenance and optimised pressure  drop 
characteristics. Extraction hood with shut-off valve and handle.  Spiral 
hose of PVC coated polyamide fabric. For single station use and  for 
connection to central systems.

Fume extractor PAREX-S DN200
For extraction of smoke and vapours, for example weld smoke in a  
bigger work area.
PAREX fume extraction arm with external parallelogram support and  
balancing gas dampers. Low maintenance and optimised pressure  drop 
characteristics. Extraction hood with shut-off valve and handle.  Spiral 
hose of PVC coated polyamide fabric. For single station use and  for 
connection to central systems.

Weld Fume Extractor PAREX-S with extension arm.
Extraction of weld fume and Oil mist.  Large area coverage
Weld fume extractor with horizontal extension arm and 180° swivel.  
Perfectly balanced with external parallelogram support and gas  springs. 
Low maintenance and optimised pressure drop character istics. Extrac-
tion hood with shut-off valve and handle. Spiral hose of  PVC coated 
polyamide fabric. For single station use and for connec tion to central 
systems.

Operating temperature
Nominal diameter (DN)
Length

2000 mm
3000 mm
4000 mm

Operating temperature
Nominal diameter (DN)
Length

2000 mm
3000 mm
4000 mm

Operating temperature
Nominal diameter (DN)
Version

AK 4000
AK 5000
AK 6000
AK 7000
AK 8000

+100 °C
160 mm

+100 °C
200 mm

+100 °C
160 mm

Length

2 + 2 m
2 + 3 m
3 + 3 m
4 + 3 m
5 + 3 m

08-4528-200
08-4528-300
08-4528-400

08-4528-208
08-4528-311
08-4528-411

08-4524-400
08-4524-500
08-4524-600
08-4524-700
08-4524-800
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PartH: Extraction Arms

Description Item No.  Illustration

Extension Arm
Wall mounted extension arm with ball bared swivel joints and friction  
brake.
Wall plate and mounting bracket fro PAREX extraction arm.

Pivoting Wall Bracket
180° Sweep.
Steel construction with wall plate and PAREX mounting bracket.

Wall Bracket
For mounting rotary flanges and fan sets DN160.

Wall Bracket
For mounting rotary flanges and fan sets DN200.

Rotary flange for Wall  Bracket
Use to mount a PAREX extraction arm to a wall bracket.
Ball bared rotary flange with adjustable friction brake.360° sweep.

08-4528-060

08-600-003

08-600-000

Material
Version

AK 20
AK 30
AK 40
AK 50

Material

Internal diameter
Material

Material

Nominal diameter (DN)

160 mm
200 mm

Powder coated steel

Powder coated steel

Galvanised Steel

200 mm
Galvanised Steel

Length

1900 mm
3000 mm
4050 mm
4750 mm

08-524-020
08-524-030
08-524-040
08-524-050

08-4528-051
08-4528-092
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PartH: Extraction Arms

Illustration Description Item No.  

Extraction Trolley ALU150/250 for extraction arm
Moveable Extraction Trolley with mounting flange for NORFI extraction  
arm.
Standard Extraction trolley for extraction rails ALU150/250 with ball  
bearing nylon rollers and rubber shock absorber. Aluminium suction  
nozzle with stainless steel sliding plates ensures smooth movement  
and optimises air flow. Powder-coated, steel profile frame with welded  
stiffening plates to ensure maximum stability. An adapter flange plate  
allows for mounting an extraction arm with rotary flange (max. DN  
160 mm) or other accessories such as extension pipes. Integrated fall  
safety protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Extraction Trolley ALU150/250 for extraction Arm
Extraction Trolley with mounting flange for NORFI extraction arm.
Standard Extraction trolley for extraction rails ALU150/250 with ball  
bearing nylon rollers and rubber shock absorber. Aluminium suction  
nozzle with stainless steel sliding plates ensures smooth movement  
and optimises air flow. Powder-coated, steel profile frame with welded  
stiffening plates to ensure maximum stability. An adapter flange plate  
allows for mounting an extraction arm with rotary flange (max. DN  
200 mm) or other accessories such as extension pipes. Integrated fall  
safety protection.
Note: The air velocity in the exhaust hose should not exceed 18 m/s.

Rotary flange for extraction trolley
Use to mount a PAREX extraction arm to an extraction trolley.
Ball bared rotary flange with adjustable friction brake.360° sweep

30-4500-010

30-4500-030

Nominal diameter (DN)
Extraction volume

Nominal diameter (DN)
Extraction volume

Nominal diameter (DN)

160 mm
200 mm

160 mm
1300 m³/h

200 mm
2100 m³/h

08-4528-050
08-4528-091
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PartH: Extraction Arms

Description Item No.  Illustration

Distance Piece for PAREX DN160
Flanged Aluminium distance piece, for use with extraction trolleys,  wall 
brackets and rotating flanges.

Weld Fume Extraction Hose
Light highly flexible for use with extraction arms.
Standard extraction hose for weld fume smoke and vapour. Intermit-
tent use with gas stream to 100°C. Steel spiral. Maximum continuous  
length20m.

Material
Length

500 mm
600 mm
700 mm
800 mm
900 mm
1000 mm
1100 mm
1200 mm
1300 mm
1400 mm
1500 mm
2000 mm
2500 mm

Operating temperature

Material

Colour
Length
Nominal diameter (DN)

100 mm
125 mm
150 mm
160 mm
200 mm
250 mm

Aluminium

-30 - +100 °C
PVC coated polyester fabric with steel  
helix
Blue
Sold by meter

Weight per meter

0,3 kg
0,4 kg
0,5 kg
0,5 kg
0,7 kg
0,9 kg

08-4525-030
08-4525-031
08-4525-032
08-4525-033
08-4525-034
08-4525-035
08-4525-036
08-4525-037
08-4525-038
08-4525-039
08-4525-040
08-4525-041
08-4525-042

08-600-015
08-600-016
08-600-011
08-600-012
08-600-013
08-600-024
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Ventilation Material
Part I:
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Part I: Ventilation Material

Illustration Description Item No.  

Spiral Duct
Manufactured from galvanised steel sheet.

Duct connector
Male duct connector,  Galvanised steel.

Pipe Bracket
Split Ring pipe bracket.  2 parts with M8 captive nut.

Threaded  rod M8
Galvanised mild steel threaded rod.  ISO grade 8.8, length 1000mm.

Duct Tape
Fabric-reinforced self-adhesive sealing tape.

85-2130-008

92-1026-000

Length
Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Length
Width

Sold by meter

20 m
50 mm

90-1021-100
90-1021-125
90-1021-160
90-1021-200
90-1021-250
90-1021-315
90-1021-355
90-1021-400

90-1028-100
90-1028-125
90-1028-160
90-1028-200
90-1028-250
90-1028-315
90-1028-355
90-1028-400

90-1032-100
90-1032-125
90-1032-160
90-1032-200
90-1032-250
90-1032-315
90-1032-355
90-1032-400
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Part I: Ventilation Material

Description Item No.  Illustration

Duct Bend 90°
Manufactured from galvanised steel sheet. Radius = 1x nominal  
diameter.

Duct Bend 45°
Manufactured from galvanised steel sheet. Radius = 1x nominal  
diameter.

T-piece 90°
Manufactured from galvanised steel sheet.  Spigots: d1=d2=d3.
More sizes available upon request.

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter (DN)

100 mm
125 mm
150 mm
160 mm
200 mm
250 mm
315 mm
355 mm

90-1022-100
90-1022-125
90-1022-160
90-1022-200
90-1022-250
90-1022-315
90-1022-355
90-1022-400

90-1023-100
90-1023-125
90-1023-160
90-1023-200
90-1023-250
90-1023-315
90-1023-355
90-1023-400

90-1024-101
90-1024-125
90-1024-150
90-1024-160
90-1024-200
90-1024-250
90-1024-315
90-1024-355
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Part I: Ventilation Material

Illustration Description Item No.  

Duct  Reducer
Manufactured from galvanised sheet steel.
More sizes available upon request.

Bend connector
Female connector.  Used to connect duct fittings.

Damper
Manufactured from galvanised steel. To reduce air flow in exhaust  
extraction systems. Approx. 90 % sealing.

Nominal diameter 1

100 mm
125 mm
150 mm
160 mm
160 mm
175 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter 2

76 mm
100 mm
125 mm
125 mm
150 mm
150 mm
160 mm
200 mm
250 mm
315 mm
355 mm

90-1025-076
90-1025-125
90-1025-150
90-1025-160
90-1025-162
90-1025-176
90-1025-200
90-1025-250
90-1025-315
90-1025-357
90-1025-403

90-1029-100
90-1029-125
90-1029-160
90-1029-200
90-1029-250
90-1029-315
90-1029-355
90-1029-400

90-1027-100
90-1027-125
90-1027-160
90-1027-200
90-1027-250
90-1027-315
90-1027-355
90-1027-400
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Part I: Ventilation Material

Description Item No.  Illustration

Damper
Made of galvanised steel sheet.  To shut off air flow in exhaust extrac-
tion systems.  Can be used with wire and ring device (Not included).  
Approx. 90% sealing. Can be installed vertically and horizontally.

Shut off Damper electrically actuated
With fast servo motor actuating time about 30 sec.. including 5m  con-
nection cable.

Duct Silencer L: 600mm
Galvanised inline silencer.
Duct Silencer with 50mm mineral wool insulation,duct connector  spigot.

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm

Voltage
Material
Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Material
Length
Nominal diameter (DN)

125 mm
160 mm
200 mm
250 mm
315 mm

230 V
Galvanised Steel

Galvanised Steel
600 mm

Outer diameter

224 mm
260 mm
300 mm
355 mm
415 mm

90-1027-097
90-1027-127
90-1027-167
90-1027-207
90-1027-257

90-1127-101
90-1127-126
90-1127-161
90-1127-201
90-1127-251
90-1127-316
90-1127-356
90-1127-400

90-883-125
90-883-160
90-883-200
90-883-250
90-883-315
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Part I: Ventilation Material

Illustration Description Item No.  

Duct Silencer  L: 900mm
Galvanised inline silencer.
Duct Silencer with 50mmmineral wool insulation,duct connector  spigot.

Roof penetration according to ISO 8302
ISO 8302 thermally insulated galvanised roof penetration and soaker  
sheet.
Long term robust solution for up to 5° roof pitch (other specifications  
available on request).
The additional inner insulation prevents condensation and reduces  heat 
loss of indoor air.

Roof penetration without thermal insulation
Galvanised roof penetration and soaker sheet.
For making good and sealing roof penetrations. Long term robust  solu-
tion catering for up to 5° roof pitch (other specifications available  on 
request)

Material
Length
Nominal diameter (DN)

125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm
450 mm
600 mm
800 mm

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Galvanised Steel
900 mm

Outer diameter

224 mm
260 mm
300 mm
355 mm
415 mm
560 mm
600 mm

90-883-126
90-883-161
90-883-201
90-883-251
90-883-316
90-883-356
90-883-401

90-882-104
90-882-127
90-882-164
90-882-204
90-882-254
90-882-317
90-882-357
90-882-402
90-882-452
90-882-602
90-882-802

90-882-100
90-882-125
90-882-160
90-882-200
90-882-250
90-882-315
90-882-355
90-882-400



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
Kelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.dewww.norfi.de 147

Part I: Ventilation Material

Description Item No.  Illustration

Deflector hood
Manufactured from galvanised steel.
Efflux Jet Cowl termination with rainwater drain.

Wall Outlet
From galvanised sheet steel.  Horizontal efflux termination.
45° Elbow termination with integral bird mesh.

Wall Cover
Consisting of 2 half shells made of stainless steel. For covering one  
side of a wall outlet indoor or outdoor.

Nominal diameter (DN)

100 mm
125 mm
160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter (DN)

160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

Nominal diameter (DN)

160 mm
200 mm
250 mm
315 mm
355 mm
400 mm

90-880-100
90-880-125
90-880-160
90-880-200
90-880-250
90-880-315
90-880-355
90-880-400

90-894-160
90-894-200
90-894-250
90-894-315
90-894-355
90-894-400

90-895-160
90-895-200
90-895-250
90-895-315
90-895-355
90-895-400



EXHAUST EXTRACTION CATALOGUE 2017

NORFI Absaugtechnik GmbH
www.norfi.deKelterstraße 65  |  D-72669 Unterensingen  |  Tel: +49 7022 9665-0  |  Fax: +49 7022 65280  |  info@norfi.de148

Acoustic Enclosure box FEM250 DN200

Acoustic Enclosure box FEM250 DN250

Acoustic Enclosure box FEM270 DN250

Acoustic Enclosure box FEM315 DN250

Acoustic Enclosure box FEM315 DN315

Acoustic Enclosure box FEM355 DN355

Acoustic Enclosure box FEM400 DN400

Acoustic Enclosure box FEM450 DN400

Acoustic Enclosure box FEM450 DN450

Acoustic Enclosure box FEM550 DN550

Acoustic Enclosure box N34+35+36

Acoustic Enclosure box N92

Acoustic Enclosure box weather proof  FEM315 DN315

Acoustic Enclosure box weather proof  FEM400 DN400

Acoustic Enclosure box weather proof  FEM550 DN550

Acoustic Enclosure box weather proof FEM250 DN200

Acoustic Enclosure box weather proof FEM355 DN355

Acoustic Enclosure box weather proof FEM450 DN400

Acoustic Enclosure box weather proof FEM450 DN450

Acoustic Enclosure box weather proof N34+35+36

Acoustic Enclosure box weather proof N92

Additional Parts for Sequence Controller

Additional Parts Special/High Temperature

ALU150 Rail Set

Aluminium High temperature Exhaust Nozzle

Anti Vibe Mounts

Anti Vibration Sleeve

Automatic Mechanical Damper

Automatic Release Mechanism ALU150/250

Balancer Heavy Duty

Balancer Light Duty

Balancer Support  ALU150/250

Balancer Support  ALU150/250 MAXI

Balancer Support Heavy Duty

Balancer Support Light Duty

Basic Sequence Control up/down

117

118

119

120

121

122

123

124

125

126

107

108

121

123

126

117, 118, 119, 120

122

124

125

107

108

23

15, 24

63

84

105, 114

105, 115

14

56

38, 55

38

55

55

39

38

25

Alphabetical Index
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Bend connector

Bowden cable attachment

Bowden cable with joint head bent

Bowden cable with joint head straight

Bracket kit standing or hanging

Car set motor hose reel

Car set spring recoil hose reel

Connection Bend 90°

Connection sleeve Return rail bend

Damper

Deflector hood

Distance Piece for PAREX DN160

Distance Sleeve

Drive Motor

Duct  Reducer

Duct Bend 45°

Duct Bend 90°

Duct connector

Duct Connector "Top"

Duct Connector "Top-long"

Duct connector end  ALU150

Duct Connector End Technorail

Duct Silencer  L: 900mm

Duct Silencer L: 600mm

Duct Tape

Emission Extractor Kit for Cars

Emission Extractor Kit for Trucks

End cover

End stop

Exhaust Funnel EURO 6 Universal

Exhaust Funnel fold-away  200x200mm

Exhaust Funnel fold-away, portable 200x200mm

Exhaust funnel lorry 300x200mm

Exhaust Funnel standard 300x200mm

Exhaust Funnel standard 350x250mm

Exhaust Funnel TRGS 300x180mm

144

90

90

90

108, 126

26

17

132

60

144, 145

147

139

131

25

144

143

143

142

33, 49

33, 49

44, 48

32

146

145

142

8

8, 9

44, 48, 61

49

96

94

95

94

91

93

91, 93

Alphabetical Index
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Exhaust Hose Type FC-3

Exhaust Hose Type NEO

Exhaust Hose Type NR-B

Exhaust Hose Type NR-CP

Exhaust Hose Type S

Exhaust Hose Type SG-200

Exhaust Hose Type SG-300

Exhaust Hose Type SG-500

Exhaust Hose Type SG-700

Exhaust Nozzle 250x150mm

Exhaust Nozzle mechanical

Exhaust Nozzle mechanical 155x85mm automatic

Exhaust Nozzle mechanical 155x85mm left

Exhaust Nozzle mechanical 155x85mm right

Exhaust Nozzle mechanical 155x85mm with safety disconnection

Exhaust Nozzle mechanical 205x110mm automatic

Exhaust Nozzle mechanical 205x110mm left

Exhaust Nozzle mechanical 205x110mm right

Exhaust Nozzle mechanical 205x110mm with safety disconnection

Exhaust Nozzle mechanical 225x175mm

Exhaust Nozzle mechanical 225x175mm automatic

Exhaust Nozzle mechanical 225x175mm with safety disconnection

Exhaust Nozzle mechanical automatic

Exhaust Nozzle mechanical Ø170mm

Exhaust Nozzle mechanical Ø170mm automatic

Exhaust Nozzle mechanical Ø170mm with safety disconnection

Exhaust Nozzle pneumatic 160x80mm

Exhaust Nozzle pneumatic 200x100mm

Exhaust Nozzle pneumatic Porsche left

Exhaust Nozzle pneumatic Porsche right

Exhaust Nozzle with safety disconnection

Extension Arm

Extraction rail  connector

Extraction Rail ALU150

Extraction Rail ALU250

Extraction Rail ALU-S

70

68, 131

69

69

68, 132

70

71

71

72

81

84

88

81

81

86

88

82

82

86

83

89

87

89

83

89

86

78

79

80

80

87

137

44, 61

42, 43

46, 47

61

Alphabetical Index
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Extraction rail bend  ALU150

Extraction Rail Connector

Extraction Trolley ALU 150/250 with Butterfly valve Type B

Extraction Trolley ALU150/250

Extraction Trolley ALU150/250 for extraction arm

Extraction Trolley ALU150/250 MAXI

Extraction Trolley ALU150/250 with Butterfly valve Type B MAXI

Extraction Trolley ALU150/250 with Butterfly valve Type S

Extraction Trolley ALU150/250 with Butterfly valve Type S MAXI

Extraction Trolley COMBI for trucks

Extraction Trolley Technorail

Extraction Trolley Technorail with Butterfly Valve Type B

Extraction Trolley Technorail with Butterfly Valve Type S

Fan

Fan Bracket kit

Fan Connection spigot Type N

Fan Connector "End" Type N

Fan Connector "Top" Type N

Fan Control for multiple Remote Switching.

Fan incl. Assembly Set "End" Type N

Fan incl. Mounting Set "Top" Type N

Fan incl. Mounting set end Type N

Fan including Assembly Set

Fan N34

Fan N35

Fan N36

Fan N92

Fan soft starter control

Fan Spigot Inlet

Fan Spigot Outlet

Fan Starter star delta

Floor Plate for direct Mounting

Floor Plate for Mounting frame

Floor Plate with underfloor Hose guide

Fume extractor PAREX-S DN160

Fume extractor PAREX-S DN200

61

32, 48

52

51

52, 54, 138

53

53

51

53

58

35

36

35, 36

110, 111, 112, 113

105, 114

45

33

33, 49

14, 106, 115, 116

34

34

45

14, 23

103

103

104

104

116

114

114

116

130

130

132

136

136

Alphabetical Index
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Glue for sealing Lip

High temperature Extraction Trolley  ALU150/250

High temperature Extraction Trolley ALU150/250 MAXI

Hose clamp

Hose clip protection

Hose connector

Hose End

Hose relieving wire

Hose Stop

Hose Suspension

Hydraulic End  Stop

Inner clamping nozzle pneumatic 175x45mm

Interior end cover

Latching Rotary Switch

Levelling struts

Long Hose Guide

Long Hose Guide High Temperature

MAN Truck Adapter EURO 6

Mercedes Truck Adapter SFTP EURO 6

Mobile Twin Funnel "STOP"

Motor Driven Hose Reel 1000

Motor Driven Hose Reel 1200

Motor Driven Hose Reel 1400

Motor Driven Hose Reel 600

Motor Driven Hose Reel 800

Motor Driven Hose Reel High Temperature DN200

Motor Driven Hose Reel High Temperature DN250

Motor protection switch

Mounting angle with Beam clip

Mounting frame

Mounting rail with Beam Clamp

Nozzle Wall Bracket

Nozzle with Clamp mechanical  230x90mm

Nozzle with Clamp mechanical SLR

Nozzle with Clamp mechanical VW 145x85mm

On-Off-Switch

37, 62

52

54

73

73

73

133

90

16

39, 56, 75

50

79

44, 48

106, 115

65

14, 24

15, 24

96

96

92

19, 21

20, 22

20, 22

19, 21

19, 21

28, 29

28, 29

105, 115

64

130

64

80

85

85

85

14

Alphabetical Index
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Pendant Switch up/down

Pendant Switch up/down run/stop

Pendant Switch up/off down/on

Pipe Bracket

Pivoting Wall Bracket

Push on nozzle lorry 150-75mm

Push on nozzle lorry 160-100mm

Push on nozzle passenger car  60x110mm

Push on nozzle passenger car 40x165mm

Push on nozzle passenger car 60-30mm

Push on nozzle passenger car 70x150mm

Push on nozzle passenger car 80-40mm

Push on nozzle passenger car self-closing 140x25mm

Quick coupler ring

Quick coupling piece

Quick coupling sleeve

Radio Control Panel 2-Channel

Rail coupler 150/250

Rail for Bowden cable operation ALU150

Rail stiffener basic

Rail stiffener reinforced

Reinforcement angle

Remote Switch

Repair switch

Retaining Strip

Return Rail

Return rail bend

Return rail coupler

Roof penetration according to ISO 8302

Roof penetration without thermal insulation

Rotary flange for extraction trolley

Rotary flange for Wall  Bracket

Round Exhaust Funnel on floor stand

Sealing lip ALU150/250

Sealing Lip Technorail

Sealing plate

23

23, 30

23, 30

142

137

76

77

77

77

76

77

76

76

74

74

74

24, 30

50

56

44

49

64

106, 116

106, 108, 115, 127

37, 62

60

60

60

146

146

138

137

91, 93

62

37

50

Alphabetical Index
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Shut off Damper electrically actuated

Shut off Damper, electrically actuated

Single Flexible Extraction Point

Single Flexible Extraction Point with balancer

Single Flexible Extractor with Fan

Spiral Duct

Spring Recoil Hose Reel 1000

Spring Recoil Hose Reel 600

Spring Recoil Hose Reel 800

Spring Roller Drive

Sump Cover

Swivelling Exhaust Rail Arm

Technorail

Technorail Car Set

Technorail End Cover

Technorail End Stop

Technorail Truck Set

Threaded  rod M8

T-piece 90°

Truck set motor hose reel

Truck set spring recoil hose reel

Twin Extraction Funnel 300x180mm

Underfloor Connection bend 45°

Upgrade for Damper Valve

Upper mount

Wall Bracket

Wall Cover

Wall Hose support DN125

Wall Hose support DN200

Wall mounted Push Button Switch Unit up/off down/on

Wall mounted Remote Switch up/down run/stop

Wall Outlet

Weld Fume Extraction Hose

Weld Fume Extractor PAREX-S with extension arm.

Wire with Hook

Wire with Ring

145

24, 30

6

6

6

142

12, 13

12, 13

12, 13

16

133, 134

59

32

40

32

32

41

142

143

27

18

92

131

39, 57

64

65, 137

147

75

75

23, 30

23, 30

147

139

136

38, 55

38, 55
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Y-adapter Exhaust Nozzle Maybach Ø95mm

Y-adapter pneumatic Exhaust Nozzle 160x80mm

Y-adapter pneumatic Exhaust Nozzle 200x100mm

Y-adapter Type S

Y-adapter with mechanical Exhaust Nozzle 155x85mm

Y-adapter with mechanical Exhaust Nozzle 205x110mm

Y-adapter with Quick coupler Type NR-CP

Y-adapter with Quick coupler Type S

Y-piece

Y-piece 90° 100/100/100mm

99

98

98

97

97

98

97

97

99

99
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05-4712-102
05-4712-120
05-4712-121
05-4712-122
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05-4730-107
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Conveyor 
technology

The NORFI 
portfolio

Always a 
step ahead

NORFI Absaugtechnik GmbH
Kelterstraße 65
72669 Unterensingen
Germany

Phone: +49 (0)7022 96 65-0
Fax: +49 (0)7022 6 52 80

Web: www.norfi.de
Mail: info@norfi.de

REPRESENTED BY:

Filter 
technology

Car 
production

Passenger 
cars and truck 

workshops

Fire brigade
and rescue

Utility vehicle 
production

www.norfi.de

NORFI is known for almost 40 years of competence in extraction of 
exhaust emissions. We provide solutions for everything which causes 
emissions, from the lawn mower, over passenger vehicles, trucks, 
tractors up to locomotives and custom vehicles.

No matter if you need a single extraction point or fully automated 
conveyor technique for the automobile industry. We provide you the 
whole range from one hand: Everything direct from Norfi  - Made in 
Germany, including electrical engineering.

But NORFI’s portfolio will not end with the extraction systems: Whether 
you need battery charger systems, fi ltering technique, whole conveyor 
facilities or only another diameter of your extraction funnel - Talk to 
us, we got a solution!


