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KL-0029-100 KB

PM

Technical Data:
Maximum load capacity: 17,500N
Maximum span*: 345mm
Compression travel*: 120mm
Clamping nut drive: 27mm

* = without support plate

Scope of Delivery: 
KL-0029-100 KB Coil Spring Pre-Compressor

Part No. Description Qty
KL-0029-100 A Base Coil Spring Pre-Compressor with Screws 1
KL-0029-1090 A Plastic Storage Case 1

€459,-
excl. VAT

€805,-

KL-0029-100 KB (Code 3127311)   (Patented)

Coil Spring Pre-Compressor, 
in a Plastic Storage Case
The base coil spring pre-compressor allows you to remove and install MacPherson
struts in a particularly time-saving manner. For this, it is used in conjunction with the
corresponding vehicle-specific upgrade kit (cf. accessory).
A decisive advantage of this pre-compressor is the fact that by pre-compressing the
MacPherson strut in situ on the vehicle, the strut can be removed without the need
for releasing the control arm/drive shaft, upper ball joint and track rod joint. 
As a result, wheel alignments that might be required by the vehicle manufacturer are
no longer necessary.
The well-thought-out design of the tool in conjunction with the vehicle-specific
upgrade kits (available separately) allow for a wide range of applications - irrespective of
the shape of the springs. Substantial time savings of up to 25%, among other benefits,
make this spring pre-compressor a rewarding investment for many years to come.  

Required accessory:
Vehicle-specific upgrade kits KL-0029-1.. 

Recommended accessory:
KL-0104-21 KB Spreader Tool Kit (adjustable), with Wedge No.1 + 2 + 4 + 5
Advantages:
· Substantial time and cost savings.
· Eliminates the need for releasing the control arm.
· Eliminates the need for releasing the drive shaft.
· Eliminates the need for releasing the track rod end or upper ball joint.
· Eliminates the need for wheel alignment.
· Design allows for use on coil springs regardless of their shape and pitch.
· All components are available individually as spare parts.

Note / Accessory: The coil spring pre-compressor must never be used for the disassembling of
suspension struts. To remove stuck/tight-fitting shock absorbers/strut units from stub axle
clamping bores, it is essential to enlarge the clamping bore with the aid of the KL-0104-21 KB
spreader tool.

KL-0029-160

€115,-
excl. VAT

€139,-

2 pcs. KL-0029-160 (Code 2952831)

Upgrade Kit, Size 6, BMW
Suitable for use on BMW front axle suspension struts; as found in BMW 3 Series
(E46), (E90/E91); 5 Series (E39), (E60/E61), 1 Series (E81/E87).
The KL-0029-160 kit is designed to upgrade the KL-0029-100 / -100 A base coil
spring pre-compressor by making it also suitable for use on the above-mentioned
vehicles.

Required accessory: 
KL-0029-100 / -100 A Coil Spring Pre-Compressor

Scope of Delivery:
KL-0029-160 Upgrade Kit, Size 6, BMW

Part No. Description Qty
KL-0029-161 Support Plate with Bolt, Size 6 1
KL-0029-1602 Support Ring, Size 6 1

KIS goes mobile ...

KLANN Information System

Now you have convenient access to our „ KIS System“ also with your  

mobile phone. So you can convert OE tool numbers to our article numbers  

at any time and wherever you are.
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KL-0029-110 A

Required accessory:
KL-0029-100 / -100 A Coil Spring Pre-Compressor

€249,-
excl. VAT

€402,-7 pcs.KL-0029-110 A (Code 3127850)

Upgrade Kit, Size 1, Size 2, Size 3, VW-Audi
Designed for the VW-Audi, SEAT, ŠKODA vehicles built on the MQB, PQ25, PQ35
and NSF platforms such as: VW Caddy III (2K), EOS (1F7), Golf V (1K, 6R), Golf VI
(5K), Golf VII (5G), Golf Plus (5M), Jetta III (1K2), Polo (6R), Passat (3C, 363, 365),
Scirocco (137), Touran (1T), Tiguan (5N), up! (12); Audi A1 (8X), A3 (8P, 8V), TT
(8J), Q3 (8U); Seat Altea (5P1), Altea XL (5P1), Ibiza V (6J5), Ibiza V ST (6J8), Leon
II (1P1), Toledo III (5P2), Mii (KF1); Škoda Oktavia (1Z3), Oktavia (1Z5), Superb
(3T4), Rapid, Citigo etc.
The KL-0029-110 A kit upgrades the KL-0029-100 / -100 A base coil spring pre-
compressor by making it also suitable for use on the above-mentioned vehicles.

Scope of Delivery:
KL-0029-110 A   Upgrade Kit, Size 1, Size 2, Size 3, VW-Audi

Part No. Description Qty
KL-0029-111 Support Plate with Bolts, Size 1 1
KL-0029-120 A Upgrade Kit, Size 2, VW-Audi 1
KL-0029-130 Upgrade Kit, Size 3, VW-Audi 1
KL-0029-1303 Shock Absorber Holding-Down Clamp 1

KL-0104-21 KB

€378,-
excl. VAT

€560,-

6 pcs.KL-0104-21 KB (Code 3269396)   (Patented)

Spreader Tool Kit (adjustable), 
with Wedge No.1 + 2 + 4 + 5
Applicable to strut clamping bores as found in: Audi A3 (8P, 8V), Audi TT (8S);
VW Golf IV (1J), Golf V (1K), Golf VI (1K), Golf VII (AU), Passat (3C, 362, 365), T5
(7H, 7J), T6 (7H, 7J); BMW; Citroën; Ford; Mercedes Vito, V-Class; Nissan Qashqai
(J10, 2006-2013); Seat; Škoda; Renault Kadjar (2015-2018); Peugeot; Japanese
vehicles etc.
Also suitable for spreading the slot (clamp) in the front wheel bearing housing
(steering knuckle) to allow for proper removal of the lower ball joint from the
following vehicles: Audi A4 (8K), A5 (8T, 8F), A6 (4G), A7 (4G), A8 (4H), Q5 (8R) etc.
Alternative tools: VAG 3424; VAG T20040; BMW 312230
The spreader tool kit is designed to professionally expand the strut clamping bore in
steering knuckles. It can also be used to spread the slot (clamp) on the front wheel
bearing housing (steering knuckle) to allow for the damage-free removal of the lower
ball joint. This procedure is an absolute must to ensure the proper removal of tight-
fitting or stuck spring/shock absorber units and lower suspension ball joints
respectively. 
Special features of the tool are the floating bolts that prevent the tool from jamming
and the special spreader wedge which is provided with a limit stop to avoid excessive
knuckle widening.
Prevents expensive damage to the cast iron or aluminium steering knuckle or other
chassis components that may be caused by unprofessional removal/installation
attempts.
Thanks to its variably adjustable spreader tip, this tool is also ideal for use on vehicles
with steering knuckles having a non-centralised slot!
An indispensable tool when changing springs, shock absorber units as well as
suspension ball joints.

Technical Data:
Spreader wedge No.1: a: 5.5mm; b: 12mm
Spreader wedge No.2: a: 2.0mm; b: 8.0mm
Spreader wedge No.4: a: 5.5mm; b: 9.5mm
Spreader wedge No.5: a: 12.5mm; b: 17mm

Scope of Delivery:
KL-0104-21 KB Spreader Tool Kit (adjustable), with Wedge No.1 + 2 + 4 + 5

Part No. Description Qty
KL-0104-21-1 B Spreader Tool (adjustable), with Wedge No.1 + 2 1
KL-0104-2124 Pressure Screw, with Wedge No.4 1
KL-0104-2125 Pressure Screw, with Wedge No.5 1
KL-0104-2141 Bolt with M10 Thread 1
KL-0104-2190 Plastic Storage Case with Insert 1
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KL-0033-10 E

€499,-
excl. VAT

€748,-

4 pcs. KL-0033-10 E (Code 3276317)    (Patented)

Compact Internal Coil Spring 
Compressor, Size 2A, in a Foam Insert
Universally applicable to wishbone and independent, multi-link suspension
systems as found in vehicles from VW-Audi, Seat, Porsche, Mercedes, BMW,
Ford and in many more.
Essential tool for use on the rear axle of Audi and Seat vehicles.
For example: Audi A4 B7 (8E), A4 B8 (8K), A5 (8T), A6 (C7 / 4G), A7 (C7 / 4G), Q5
(8R) and Seat Exeo (3R).
The internal coil spring compressor allows you to quickly and safely remove and
install coil springs on wishbone and independent, multi-link suspensions in situ on
the vehicle.
Thanks to the particularly compact design, the compressor base body can be easily
inserted into the spring from below, through the wishbone - even with VAG vehicles
having a very small lower wishbone access hole (of approx. 34mm Ø).
As a result, the loosening of axle components and follow-up wheel alignments are no
longer necessary.
Sturdy and robust design ensures a high level of operational safety.
The unique 3-point safety interlock mechanism and the special anti-rotation profile
prevent the pressure plates from twisting during the compression process and, thus,
the coil spring from coming loose and falling off the spring compressor.
Simple and safe mounting of the spring compressor - no need for additional locking,
awkward or cumbersome installation work is avoided!
Another special feature of the pressure plates are the anti-slip protective inserts
which prevent the spring from unwinding itself out of the spring compressor and also
avoid damage to the sensitive coating of the spring.

Advantages:
• Particularly compact design.
• Universally applicable to coil springs on wishbone and independent, multi-link
 suspension systems.

• THE ideal tool for VAG vehicles having a very small access hole in the
 wishbone.

• Eliminates the need for loosening axle components and follow-up wheel
 alignments.

• Substantial time savings.
• High level of safety when compressing the spring - thanks to the unique 3-point
 safety interlock mechanism.

• No additional locking necessary - thanks to the safe and simple lock mechanism!
• No risk of the pressure plates twisting - thanks to the special anti-rotation profile.
• No risk of damaging the sensitive spring surface finish - thanks to the anti-slip
 protective inserts.

• No risk of the spring unwinding itself out of the spring compressor - thanks to the
 anti-slip protective inserts.

Recommended Accessory:
KL-0033-300 E Holding-Down Tool Kit, in a Foam Insert

Tool Storage System:
KL-4990-9372 Plastic Storage Case

Technical Data:
Max. load capacity: 30,000N
Breaking point: 120,000N
Working travel: 100mm
Opening width: 116 - 216mm
Overall length: 178 - 278mm
Drive: 19mm external hex + 8mm internal hex
Weight: 3.5kg

Scope of Delivery:
KL-0033-10 - E Compact Internal Coil Spring Compressor, Size 2A

Part No. Description Qty
KL-0033-10 Compact Internal Coil Spring Compressor 1
KL-0033-1090-1 Foam Insert 1

NEW
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KL-0033-16

€195,-
excl. VAT

€241,-
2 pcs.KL-0033-16 (Code 3279642)

Pair of Pressure Plates, Size 0A
Universal application.
Particularly suitable for use on Mercedes-Benz E-Class (W211, W212), C-Class
(W204), GLA (X156), GLK (X204); Ford Focus III (MK3); BMW 1 Series (E81) as well
as Audi.
The pair of pressure plates, in conjunction with the necessary accessories, allows you
to quickly and safely remove and install coil springs on wishbone and independent,
multi-link suspensions in situ on the vehicle.The unique 3-point safety interlock
mechanism and the special anti-rotation profile prevent the pressure plates from
twisting during the compression process and, thus, the coil spring from coming loose
and falling off the spring compressor.

Necessary accessories: (included in KL-0033-10 E) 
KL-0033-100 Compact Compressor Base Body, IN19LK8-140 Bit Socket, 8mm waf

Technical Data:
Applicable to spring Ø: 95 - 110mm
Gradient of pressure plate to 240°: 6mm

Scope of Delivery: KL-0033-16 Pair of Pressure Plates, Size 0A
Part No. Description Qty
KL-0033-1601 Pressure Plate, Size 0A, with interlock mechanism 1
KL-0033-1602 Pressure Plate, Size 0A, with anti-rotation profile 1

KL-0033-300 E

€129,-
excl. VAT

€191,-

Without holding-
down clamp

With holding-
down clamp

5 pcs.KL-0033-300 E (Code 3275205)

Holding-Down Tool Kit, in a Foam Insert
Universally applicable to wishbone and independent, multi-link suspension
systems as found in vehicles from VW-Audi, Seat, Porsche, Mercedes, BMW,
Ford and in many more.

Essential tool for use on the rear axle of VW-Audi, Porsche and Mercedes-Benz
vehicles. For example: Audi A4 (8K), A5 (8T), A6 (C6), Q5 (8R), Q7 (4M); Seat Exeo
(3R); VW Touareg; Porsche Cayenne (PO536), Macan; Mercedes-Benz E-Klasse
(W211, W212), C-Klasse (W204), GLA (X156), GLK (X204); etc.

The holding-down tool kit is intended to ease the removal and installation of coil
springs on wishbone and independent, multi-link suspensions. Particularly
recommended for use with our KL-0033-10 E Compact Internal Coil Spring
Compressor.

Procedure:
Insert the holding-down tool between the upper control arm and the vehicle body.
Then, pre-tighten it slightly. The tool is designed to keep the suspension in position
while the coil spring is being compressed. This reduces the compression travel and
greatly facilitates the removal of the spring.

Tool Storage System: 
KL-4990-9224 Plastic Storage Case

Technical Data:
Drive: 22mm waf
Diameter of support: Ø 40/50mm
Clamping range (short adjusting nut): 80 - 113mm
Clamping range (long adjusting nut): 105 - 138mm

Scope of Delivery:
KL-0033-300 E Holding-Down Tool Kit, in a Foam Insert

Part No. Description Qty
KL-0033-3001 Support Bracket 1
KL-0033-3002 Support, Ø 50mm 1
KL-0033-3003 A Support, Ø 40mm 1
KL-0033-3004 Adjusting Nut, short 1
KL-0033-3005 Adjusting Nut, long 1
KL-0033-3090-1 Foam Insert 1

NEW

NEW
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KL-5501 B

€2.415,-
excl. VAT

€3.160,-

KL-5501 B (Code 3230503)   (Patented)

Spring Compressor, Stationary
Universally applicable to virtually all MacPherson suspension strut and shock
absorber designs with coil springs, such as right-hand-coiled springs, left-hand-
coiled springs, eccentric springs/spring plates, conical springs, springs with a
small number of windings, long-pitch springs or variable-pitch springs.
Also suitable for use on shock absorber designs with rebound buffer springs,
shock absorbers on which the hardness is electronically adjustable as well as
magnetorheological shock absorbers.

Alternative tool: VAG 6908/1

The KL-5501 B stationary spring compressor is the ultimate solution when it comes
to compressing the MacPherson-type struts / shock absorbers that are commonly
used in today's vehicle suspension systems. Special features, such as the variable
spring plate-clamping device, the adjustable support column assembly, and the
strut-holding device with one-hand operation, make the KL-5501 B a very versatile
spring compressor that satisfies the highest Health and Safety Standards. 
Thanks to a special technique, the spring is compressed via the upper spring plate
against the lower spring plate, hence spring shape and spring pitch are no longer an
issue. Comes with a mounting plate that allows the spring compressor to be easily
fixed to an appropriate workshop trolley or workbench.

Advantages:

Universal application!
Thanks to the wide range of adjustment possibilities, the spring compressor is
applicable to virtually any MacPherson suspension strut and shock absorber design
commonly used in today's vehicle suspension systems.

Maximum safety!
The sophisticated and solid overall design of the stationary spring compressor as well
as its simple and user-friendly operation provide a maximum level of safety.

Applicable to many different spring designs! 
With this spring compressor, the design of the spring - no matter whether it is about
right-hand-coiled springs, left-hand-coiled springs, conical springs, eccentric springs,
springs with a small number of windings, long-pitch springs or variable-pitch springs
- is no longer an issue. This is thanks to the special compression technique which
allows the spring to be compressed via the upper spring plate against the lower
spring plate.

Applicable to shock absorbers with rebound buffer spring!
Thanks to the large opening width of 570mm and a compression force of up to max.
15 000 N, even shock absorbers with rebound buffer springs that require a high pre-
load on the spring are not an issue.

No damage to the strut/shock tube!
The clamping bars of the strut-holding device can properly and quickly be aligned
and adjusted to the respective strut tube diameter by means of a knurled nut. 
Plastic clamping jaws prevent damage to the strut tube.

Allows for one-person operation!
Thanks to the strut-holding device with quick-action clamping and one-hand-
operation mechanism, the entire process can be carried out by just one person.

Mobile use - in conjunction with a workshop trolley/workbench!
The stationary spring compressor comes with a mounting plate that enables it to be
fixed to an appropriate workshop trolley/workbench.
To attach the spring compressor to the MODULO KL-4999-120 A, KL-4999-121 A
workshop trolley/workbench or to a vertical wall, the special MODULO mounting kit
KL-5501-211 (available separately as accessory) is needed. This allows the user to
carry out repairs more quickly, more efficiently and more flexibly, also next to the
vehicle.

Technical Data:
Drive: 24mm waf
Breaking point: 60,000N
Max. load capacity: 15,000N
Weight without trolley: 46kg
Max. span (opening width): 570mm
For spring plate Ø: 125 - 220mm
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KL-5501-211

€126,-
excl. VAT

€155,-

6 pcs.KL-5501-211 (Code 3259439)

MODULO Mounting Kit
Suitable for KL-5501 B.
The mounting kit allows the KL-5501 B spring compressor to be safely and securely
fixed to the MODULO workshop trolley/workbench KL-4999-120 A or KL-4999-121 A
(GEDORE 1507 XL) as well as to an appropriate vertical wall.

Scope of Delivery:
KL-5501-211 MODULO Mounting Kit

Part No. Description Qty
KL-5501-2111 MODULO Support Bar 1
KL-5501-2112 MODULO Adaptor 1
KL-1283-1118 Cheese Head Screw, M10 x 30mm 4

KL-2000

€399,-
excl. VAT

€805,-5 pcs.KL-2000 (Code 1807188) (Universal)

Spring Compressor
Suitable for McPherson-type suspension struts. Comes with jaws in size 1N and 2N.
The KL-2000 spring compressor comes with the pairs of jaws KL-1510 (size 1N) and
KL-1520 (size 2N), thus allowing the user to professionally remove/install right-hand
wound coil springs (with a spring-Ø of 70-240mm*) and shock absorbers on
passenger car chassis systems.

* in conjunction with jaws available as accessories.

Advantages:
· Load guided in cylinder tube.
· Hardened cylinder tube.

Technical Data:
Jaw opening: 45 - 290mm
Working travel: 245mm
Overall length: 410mm
Drive: reversible ratchet 
Max. load: 8,500N
Breaking point: 32,000N
Weight: 8.6kg

Scope of Delivery: 
KL-2000   Spring Compressor

Part No. Description Qty
KL-2000-100 Base Body 1
KL-1510 Pair of Jaws, Size 1N 1
KL-1520 Pair of Jaws, Size 2N 1

KL-2000 SP 
Spring Compressor (not shown)
Like the KL-2000, but supplied with pairs of jaws with protective inserts.

3550-UK-LS4

€129,-
excl. VAT

€230,70
5 pcs.3550-UK-LS4 (Code 3107027)

TORCOFLEX UK set 1/2" 5pcs - 
40-200 Nm
• Tried-and-tested torque wrench in the 40-200 N·m tightening range with test 
 certificate

• Controlled clockwise tightening; bi-directional reversible ratchet; 1/2” output drive
• Classified as per DIN EN ISO 6789-2:2017; adjusted to a maximum permissible +/-3%
 deviation and thus with a greater precision than the standard-stipulated +/-4%

• Highly suited for car tyre changing given its 1/2” extension and impact sockets with 
 protective sleeve in the 17, 19 and 21 mm sizes

• Made in Germany

Technical Data:
Weight: 2.4kg
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KL-4007-311

€38,50
excl. VAT

€57,-
KL-4007-311 (Code 1755943)

Swivel Head Breaker Bar, 1/2", 
Length 620mm
Ultra-long design, with 180° swivel head.
Ideal for loosening very tight/stuck screws.

Technical Data:
Overall length: 620mm
Drive: 1/2" 
Max. load capacity: 512Nm

KL-0250-43 KA

€408,-
excl. VAT

€650,-

14 pcs. KL-0250-43 KA (Code 3244253)

Drill-Out Tool Kit for Strut Bolts, 
in a Plastic Storage Case, VW-Audi
Applicable to VW-Audi, SEAT and ŠKODA vehicles with multi-link suspension.
For example: VW Passat (3B), Phaeton (3D); Audi A4 (8E, 8H, 8K); A5 (8T, 8F); A6
(4B, 4G, 4F); Q5 (8R), A7 (4GA, 4GF), A8 (4D); SEAT Exeo (3R2, 3R5) and ŠKODA
Superb (3U).

For the professional pilot drilling/drilling out of seized/stuck strut clamping bolts
having a 16mm waf size on multi-link suspensions. Necessary when changing the
upper/lower control arm as well as the track rod end. This tool kit eliminates the need
for the cost-intensive replacement of the complete steering knuckle with wheel
bearing unit.
In order to prevent damage to the mudguard on vehicles with low-mount steering
gear, the steering knuckle needs to be locked in fully turned position by means of the
clamping device that comes with the kit.

Scope of Delivery:
KL-0250-43 KA Drill-Out Tool Kit for Strut Bolts, in a Plastic Storage Case

Part No. Description Qty
KL-0250-4311 A Base Tool 1
KL-0250-4313 Drill Sleeve, Ø 7mm 1
KL-0250-4314 Drill Sleeve with recess, Ø 7mm 1
KL-0250-4321 A Extension, with Grub Screws 1
KL-0250-4322 Twist Drill, Ø 9.5x175x250mm,  with clamping surface 1
KL-0250-4323 Twist Drill, Ø 7x155x225mm, with clamping surface 1
KL-0250-4324 Countersink, Ø 12.4mm 1
KL-0250-433 Clamping Device 1
KL-0250-4341 Supplement, Track Rod End 1
119-175 Drift, 6mm 1
42 3 Hex Socket Key, 3mm 1
KL-0250-4390 Plastic Storage Case 1
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KL-0165-1

€732,-
excl. VAT

€1.085,-

10 pcs.
KL-0165-1 (Code 1753592)   (Patented)

Ball Joint Extractor Set, Size 1 and 2
For passenger cars and vans / light commercial vehicles. (size 1 and size 2)
An indispensable tool set for the quick and easy separation of ball joint connections
in suspension and steering systems.

The ever-increasing number of different ball joints used in today’s vehicle suspension
and steering systems has led to the need for an ever-widening range of ball joint
extractors for separating ball joint connections from steering knuckles/stub axles and
steering arms.
This is mainly due to the different diameters and sizes of the ball joints. In addition,
ball joints with conical pivot pins require extractors featuring extremely high stability
and strength in order to achieve easy separation. When separating ball joint
connections, it is decisive that the angle and the correct pressure point for the
separation can be adjusted on the extractor.
With the KL-0165-1 ball joint extractor set, GEDORE Automotive offers service
technicians and mechanics a tool with high stability and universal application
possibilites. The extractor can easily be adjusted to the respective ball joint diameter
and pivot pin height - simply by changing the forks.

Technical Data:
Weight: 10.5kg

Scope of Delivery:
KL-0165-1 Ball Joint Extractor Set

Part No. Description Qty
KL-0165-100 Base Tool without Fork (Spindle M18x1.5) 1
KL-0165-1001 Fork - a=20mm - e=50mm - d=165mm 1
KL-0165-1101 Fork - a=22mm - e=50mm - d=165mm 1
KL-0165-1201 Fork - a=24mm - e=50mm - d=165mm 1
KL-0165-1301 Fork - a=27mm - e=50mm - d=165mm 1
KL-0165-1401 Fork - a=30mm - e=50mm - d=165mm 1
KL-0165-2001 Fork - a=22mm - e=60mm - d=165mm 1
KL-0165-2101 Fork - a=24mm - e=60mm - d=165mm 1
KL-0165-2201 Fork - a=26mm - e=60mm - d=165mm 1
KL-0165-2301 Fork - a=30mm - e=60mm - d=165mm 1
KL-0165-1090 Plastic Storage Case 1

KL-0169-1 B

€242,-
excl. VAT

€298,-

4 pcs.KL-0169-1 B (Code 3283674)

Track Rod Adjustment Tool
Universally suitable for track rods with tube Ø of approx. 11 to 23mm as found
in passenger cars.
Designed to facilitate the loosening and adjustment of stiff track rods with tube Ø of
approx. 11  to 23mm as found in passenger cars. 
Thanks to the detachable tube handle, the tool length can be reduced from 420 to
250mm. This allows for convenient working even in confined space conditions in the
wheel arch. 
The broad serrated jaws are designed to prevent damage to the track rod.

Technical Data:
For track rod tube Ø: approx. 11-23mm
Overall length: 420mm
Length without tube handle: 250mm

Scope of Delivery:
KL-0169-1 B Track Rod Adjustment Tool

Part No. Description Qty
KL-0169-100 Adjustment Tool 1
KL-0169-101 Tube Handle 1
KL-0169-1001 Adaptor 1
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KL-0039-413 K

€922,-
excl. VAT

€1.391,-

34 pcs.
KL-0039-413 K (Code 2828286)

Pulling Device for Silentbloc 
(Mechanical Drive)
Universally suitable for silentblocs/joint bushes with Ø of 30-73mm.
The KL-0039-413 K pulling device allows for the quick, safe and professional removal
and replacement of silentblocs and joint bushes.
The mechanical drive included in the set is designed for the extraction of silentblocs
and joint bushes having an internal bore Ø not smaller than 10mm.
The set is composed of:
- Retaining adaptor for mechanical spindle
- Retaining adaptor for clamping nut
- Pull spindles M10, M12, M14, M16 with corresponding shoulder nuts
- Press/support sleeves (short design) with Ø (mm): 
 30/22, 40/32, 46/38, 50/42, 54/46, 58/50, 64/56, 66/58, 70/62, 72/64

- Press/support sleeves (long design) with Ø (mm): 
 44/36, 50/42, 56/48, 62/54, 66/58, 70/62, 74/66, 78/70, 82/74, 84/76

- Molybdenum disulphide paste
- Plastic storage case

Thanks to the possibility to easily upgrade the tool set with other parts of the
KL-0039-.. Series such as centring and pressure rings or press/support sleeves, the
pulling device covers a wide field of applications; for example, it allows the user to
change wheel bearings as well.
A hydraulic drive from GEDORE AUTOMOTIVE (available as accessories) can be used if
silentblocs are very tight-fitting, stuck, or heavily rusted in place.
The additional use of a press frame also enables the removal and installation of
suspension ball joints etc.

Recommended accessories:

Hydraulic drive: 
KL-0039-2112 Pull Spindle (M12) with quick-action clamping nut, 
KL-0039-1002 Retaining Adaptor, KL-0039-1003 Retaining Adaptor 
KL-0040-2500 Hydraulic Cylinder (17t), KL-0215-35 M25 Hydraulic Pump

Scope of Delivery:
KL-0039-413 K Pulling Device for Silentbloc (Mechanical Drive)

Part No. Description Qty
KL-0039-1002 Retaining Adaptor for Clamping Nut M20, with O-Ring 1
KL-0039-1011 Retaining Adaptor for Mechanical Spindle 1
KL-0039-1910-2 Shoulder Nut, M10x1.25 2
KL-0039-1912-2 Shoulder Nut, M12 2
KL-0039-1914-2 Shoulder Nut, M14 2
KL-0039-1916-2 Shoulder Nut,  M16 2
KL-0039-2010-1 Pull Spindle, M10x1.25 1
KL-0039-2012-1 Pull Spindle, M12 1
KL-0039-2014-1 Pull Spindle, M14 1
KL-0039-2016-1 Pull Spindle, M16 1
KL-0039-1630 Press/Support Sleeve (short), Ø 30/22mm 1
KL-0039-1640 Press/Support Sleeve (short), Ø 40/32mm 1
KL-0039-1646 Press/Support Sleeve (short), Ø 46/38mm 1
KL-0039-1650 Press/Support Sleeve (short), Ø 50/42mm 1
KL-0039-1654 Press/Support Sleeve (short), Ø 54/46mm 1
KL-0039-1658 Press/Support Sleeve (short), Ø 58/50mm 1
KL-0039-1664 Press/Support Sleeve (short), Ø 64/56mm 1
KL-0039-1666 Press/Support Sleeve (short), Ø 66/58mm 1
KL-0039-1670 Press/Support Sleeve (short), Ø 70/62mm 1
KL-0039-1672 Press/Support Sleeve (short), Ø 72/64mm 1
KL-0039-1744 Press/Support Sleeve (long), Ø 44/36mm 1
KL-0039-1750 Press/Support Sleeve (long), Ø 50/42mm 1
KL-0039-1756 Press/Support Sleeve (long), Ø 56/48mm 1
KL-0039-1762 Press/Support Sleeve (long), Ø 62/54mm 1
KL-0039-1766 Press/Support Sleeve (long), Ø 66/58mm 1
KL-0039-1770 Press/Support Sleeve (long), Ø 70/62mm 1
KL-0039-1774 Press/Support Sleeve (long), Ø 74/66mm 1
KL-0039-1778 Press/Support Sleeve (long), Ø 78/70mm 1
KL-0039-1782 Press/Support Sleeve (long), Ø 82/74mm 1
KL-0039-1784 Press/Support Sleeve (long), Ø 84/76mm 1
KL-0014-0030 Molybdenum Disulphide Paste 1
KL-0039-4139 Plastic Storage Case 1
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KL-0214-24

€636,-
excl. VAT

€785,87

16 pcs.KL-0214-24 (Code 3267687)

Double silent bearing tool for VW, 
with mechanical drive
Fits double silent bearings on aggregate carriers made of bent steel parts, which
can, for example, be found on the VW Golf 7 (AU), Golf Sportsvan (AM, AN),
Caddy (2K), Tiguan (AD), Touran (5T); Seat Ateca (KH), Leon (5F); Skoda Karoq
(NU), Octavia (5E), Superb (3T).

This double silent bearing tool allows quick and professional removal and installation
of the double silent bearings (Silent bearings for the torque support) directly at the
vehicle.
Removal or dismounting of the aggregate carrier and a subsequent axle alignment is
not required.*

*Note:
Due to restricted space conditions on vehicles with all-wheel drive, the aggregate carrier must be
lowered and the corresponding parts must be loosened!

Technical data:
Max. load 7t

Scope of Delivery:
KL-0214-24  Double silent bearing for VW, with mechanical drive

Part No. Description Qty
KL-0214-240 Double silent bearing tool of VA for VW 1
KL-0039-2012-1 Pulling spindle M12 1
KL-0039-1011 Mounting adapter 1
KL-0039-1912-2 Collar nut M12 1

We are cleaning up…
Order GEDORE Automotive special tools 
now at greatly reduced special prices.

You can download the brochure

on our homepage:

www.gedore-automotive.com

ls 
.
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KL-0356-141

€288,-
excl. VAT

€377,-

Silent 
bearing 

overview

6 pcs.
KL-0356-141 (Code 3268071)

Sleeve Kit (W204)
Applicable to the front and rear silentblocs at the rear axle carrier as found in:
Mercedes C-Class (W204, S204, C204 [up to vehicle identification number
A116835], X204), E-Class (W212, S212) + (C207), CLS (W218), SL (R231 [front
silentbloc only]).
Alternative tools: W 204 589 00 43 00, W 205 589 00 43 00
The sleeve kit allows for the quick removal and installation of the front and rear
silentblocs from/to the rear axle carrier in situ on the vehicle.  Thanks to this tool, the
rear axle carrier only needs to be lowered slightly, thus eliminating the need for the
time-consuming dismantling of the rear axle carrier.

Required drive parts:

Hydraulic drive: 
KL-0215-35 M25 Hydraulic Pump, KL-0040-2500 Hydraulic Cylinder (17t), 
KL-0039-1912-1 Pull Spindle (M12), KL-0039-2112-2 Quick-Action Clamping Nut (M12),
KL-0039-1003 Retaining Adaptor, for Hydraulic Cylinder

Mechanical drive: 
KL-0039-2012-1 Pull Spindle (M12), KL-0039-1912-2 Shoulder Nut (M12), 
KL-0039-2112-2 Quick-Action Clamping Nut (M12), KL-0039-1011 Retaining Adaptor

Technical Data:
Max. load capacity: 7t

Scope of Delivery: KL-0356-141 - Sleeve Kit (W204)
Part No. Description Qty
KL-0356-1411 Thrust Piece, Ø 99mm 1
KL-0356-1412 Thrust Piece, Ø 87mm 1
KL-0356-1413 Press/Support Sleeve, Ø 105mm/Ø 85mm 1
KL-0356-1414 Thrust Piece, Ø 80mm 1
KL-0356-1415 Counter-Holder, 93mm 1
KL-0039-1674 Press/Support Sleeve, short, Ø 74mm/Ø 66mm 1

Scope of Delivery:
KL-0356-142 Upgrade Kit, Rear Axle Carrier (W204) 

Part No. Description Qty
KL-0356-1421 Press Sleeve, removal, Ø 50/42mm 1
KL-0039-1672 Press Sleeve, installation, Ø 72/64mm mm 1
KL-0326-1111 Adaptor Ring 1, with O-Ring 1

€78,-
excl. VAT

€96,- 3 pcs.

Silent 
bearing 

overview

KL-0356-142 (Code 3274209)

Upgrade Kit, Rear Axle Carrier (W204)
Applicable to the lower spring link silentblocs at the rear axle carrier as found in:
Mercedes C-Class (W204, S204, C204, X204), E-Class (W212, S212) + (C207),
CLS (W218), SL (R231).

Alternative Tools: W 204 589 04 43 00, W 220 589 01 43 00 
Used in conjunction with the KL-0326-1000 press frame and the necessary drive
parts, the upgrade kit allows for the quick removal and installation of the lower spring
link silentbloc  from/to the rear axle carrier in situ on the vehicle. Thanks to this tool,
the time-consuming dismantling of the rear axle carrier is not necessary.

When dismantling the spring link, it occurs quite often that the fixing bolt breaks off
inside the silentbloc. As a result, the removal by means of a pull spindle is no longer
feasible. The use of our special KL-0326-1000 press frame in conjunction with the
appropriate pressure spindle dispenses with the need for a pull spindle when
removing the silentbloc.

Note: Alternatively, the removal of the spring link silentbloc can also be carried out without the
use of the KL-0326-1000 press frame and KL-0039-1930 Pressure Spindel. In this case, however,
the silentbloc must feature a clearance hole and the KL-0039-1772  support sleeve (accessory)
will be needed in addition. 

Required drive parts:

Hydraulic drive:
KL-0215-35 M25 Hydraulic Pump, KL-0040-2500 Hydraulic Cylinder (17t),
KL-0039-1930 Pressure Spindle (M20), KL-0039-2112-2 Quick-Action Clamping Nut (M12),
KL-0039-1912-1 Pull Spindle (M12), KL-0039-1003 Retaining Adaptor,
KL-0326-1000 Press Frame

Mechanical drive:
KL-0174-620 Spindle (M20), KL-0174-853 Thrust Piece, KL-0174-547 Adaptor,
KL-0039-2012-1 Pull Spindle (M12), KL-0039-1912-2 Shoulder Nut,
KL-0039-2112-2 Quick-Action Clamping Nut, KL-0039-1011 Retaining Adaptor,
KL-0326-1000 Press Frame

NEW

NEW
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KL-0174-110

€349,-
excl. VAT

€517,- 15 pcs.
KL-0174-110 (Code 1957740)

Puller Set
Applicable to: VW-Audi, Alfa Romeo, BMW, Fiat, Ford, Mercedes, Opel/Vauxhall,
Porsche, Renault, Seat, Škoda, etc.

Alternative tool:  Opel/Vauxhall CH-49400, KM-6282

Designed to press out drive shafts mechanically.

Composed of:
- Puller plate, size 2 (3-, 4- and 5-hole) for pitch circle diameter 90-130mm
- Puller bolt, type B, M12x1.5 (4x)
- Puller bolt, type B, M14x1.5 (4x)
- Hex shoulder nut, M14 (4x)
- Adaptor 2¼"-14 UNS to M20x2
- Spindle, M20x2 x 230 mm

Even bonded, corroded or heavily seized drive shafts are no longer an issue by using
the 17t hydraulic cylinder (available as accessory).

Note: 
The universal puller set KL-0174-110 can easily be upgraded with additional puller discs,
adaptors, spindles and puller bolts.

Scope of Delivery:
KL-0174-110 Puller Set 

Part No. Description Qty
KL-0174-240 Puller Plate, size 2 (3-,4-and 5-hole) 1
KL-0174-723 Puller Bolt, type B, M12x1.5 (l=100) 4
KL-0174-724 Puller Bolt, type B, M14x1.5 (l=100) 4
KL-0174-701 Hex Shoulder Nut, M14 4
KL-0174-547 Adaptor 2¼"-14 UNS to M20x2 1
KL-0174-620 Spindle, M20x2x230 1

KL-0049-31

€154,-
excl. VAT

€228,- KL-0049-31 (Code 1855859)

Slide Hammer Puller (4.8kg), 
with Adaptor 2 1/4“-14 UNS to M18
Universal application.
Alternative tool: BMW 33 4 200

Designed to extract wheel hubs, halfshafts, brake drums etc.
The tool is used in conjunction with the KL-0174-.. Puller Series.

Recommended accessory:
KL-0049-3020 Hook

Technical Data:
Hammer weight: 4.8kg
Length: 690mm
Connection thread on pull rod: M18

Scope of Delivery:
KL-0049-31 Slide Hammer Puller, 4.8kg, with Adaptor 2¼“-14 UNS to M18

Part No. Description Qty
KL-0049-3001 Pull Rod for KL-0049-3 1
KL-0049-3002 Hammer Weight (4.8kg) for KL-0049-3 1
KL-0049-3003 Handle for KL-0049-3 1
KL-0049-3004 Hex Nut, M18 1
KL-0174-545 Adaptor, 2¼"-14 UNS to M18 1
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KL-8041-100 A

€1.658,-
excl. VAT

€2.446,-

49 pcs.KL-8041-100 A (Code 3005798)

Premium Wheel Bearing Tool Kit 
Package (without Hydr. Hand Pump)
Suitable for VW-Audi, BMW, Ford, Seat, Skoda, Opel/Vauxhall etc.
The KL-8041-100 A Premium Wheel Bearing Tool Kit Package allows for the quick,
precise and safe removal/installation of wheel bearings, wheel hubs, half-shafts and
drive shafts. Even wheel bearings that are heavily seized or rusted in place can be
removed without any trouble with the aid of the KL-0040-2500 hydraulic cylinder
that comes with the kit.

Composed of:
KL-0039-0110 K Wheel Bearing Tool Set (with Mechanical Drive)
Application: VW-Audi, BMW, Ford, Seat, Škoda, Opel/Vauxhall, etc.
Designed for the quick, safe and professional removal and installation of wheel
bearings. 
The unique design of the pressure discs enables safe and accurate centring and
alignment when changing a wheel bearing. It ensures that when removing and
mounting the wheel bearing, the pressing force will be applied on the bearing outer
race only, and that when mounting the wheel hub, the pressing force will be applied
only on the bearing inner race. This prevents damage to the new wheel bearing.

KL-0174-110 Puller Set
Application: VW-Audi, Alfa Romeo, BMW, Fiat, Ford, Mercedes, Opel/Vauxhall,
Porsche, Renault, Seat, Škoda, etc.
Designed to press out drive shafts mechanically. 
Even bonded, corroded or heavily seized drive shafts are no longer an issue by using
the 17t hydraulic cylinder (not included in the set).

KL-0049-31 Slide Hammer Puller (4.8 kg), with Adaptor 2¼“-14 UNS to M18
Designed to extract wheel hubs, half-shafts, drive shafts, brake drums etc. 
Used in conjunction with the KL-0174-.. Puller Series.

KL-0174-911 Upgrade Kit (Drive Shaft Removal)
Designed to press out drive shafts. The kit is used with a puller of the KL-0174-..
Series and the Hydraulic Cylinder KL-0040-2500. By using the 17t hydraulic cylinder,
even bonded or very heavily seized drive shafts can be pressed out quickly and
without any trouble.

KL-0039-802 Hydraulic Drive Kit without Hydraulic Cylinder
This kit is designed to hydraulically operate the wheel bearing tool sets of the
KL-0039-... Series in conjunction with the 17t hydraulic cylinder KL-0040-2500 and
a hydraulic pump such as KL-0215-35 M25 or KL-0215-37 M25; indispensable for
heavily seized wheel bearings.
The special design of the two retaining adaptors ensures accurate and safe guidance
and centring of the hydraulic cylinder and clamping nut relative to the wheel bearing
tool.

KL-0040-2500 Hydraulic Cylinder, 17t
Thanks to its special design as a hollow piston cylinder, the KL-0040-2500 hydraulic
cylinder (17t) can be used to perform pulling as well as pushing operations in
conjunction with the corresponding spindles available as accessories.
Application: In conjunction with various GEDORE Automotive tools, the hydraulic-
cylinder (17t) KL-0040-2500 covers a wide range of applications, e.g. the removal
and installation of drive shafts, wheel hubs, wheel bearings, silentblocs and
suspension ball joints.

Required accessory: KL-0215-35 M25 – Hydraulic pump.

Scope of Delivery:
KL-8041-100 A Premium Wheel Bearing Tool Kit Package (without Hydr. Hand Pump)

Part No. Description Qty
KL-0174-110 Puller Set 1
KL-0039-0110 K Wheel Bearing Tool Set (with Mechanical Drive) 1
KL-0049-31 Slide Hammer Puller (4.8 kg), with Adaptor 2¼“-14 UNS to M18 1
KL-0039-802 Hydraulic Drive Kit without Hydraulic Cylinder 1
KL-0040-2500 Hydraulic Cylinder, 17t 1
KL-0174-911 Upgrade Kit (Drive Shaft Removal) 1
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KL-0041-510

€1.142,-
excl. VAT

€1.359,-

34 pcs.
KL-0041-510 (Code 3283690)

Wheel Bearing Tool Kit, Mercedes-Benz 
Vito/Viano/Sprinter, VW Crafter
Designed for the front axle of Mercedes-Benz Vito/Viano (W639), Sprinter (906),
and VW Crafter (2E/2F) vehicles equipped with rear-wheel drive.
For removing and installing wheel hub bearing units at the front axle in situ on the
vehicle.
Due to the particular design of these wheel hub bearing units, conventional removal
and installation procedures are no longer feasible. This is because the wheel hub
comes without a centre bore and, in addition, covers the outer race of the wheel
bearing.
The unique composition and design of this tool kit allows the professional
replacement of wheel hub bearing units to be performed in situ on the vehicle.
When installing a wheel hub bearing unit, the tool ensures that the pressure is evenly
exerted on the bearing outer race only. This eliminates the risk of damaging the
wheel bearing. 

Necessary drive parts:
KL-0040-2500 HydraulicCylinder (17t), KL-0215-35 M25 Hydraulic Pump

Advantage: Eliminates the need for follow-up wheel alignments.

Scope of Delivery:
KL-0041-510 Wheel Bearing Tool  Kit

Part No. Description Qty
KL-0041-501 Wheel Bearing Tool Kit without 17t Hydraulic Cylinder 1
KL-0041-502 Pull/Pressure Plate Kit with Bridge, for Bearing Ø 96mm 1
KL-0041-5030 Upgrade Kit, Pull/Pressure Plate for Bearing-Ø 92mm MB Vito/Viano 1

KL-0041-380 EA

€579,-
excl. VAT

€754,-

6 pcs.
KL-0041-380 EA (Code 3277631)

Wheel Hub Puller, in a Foam Insert
Universally suitable for wheel hub bearing units as well as wheel hubs and
wheel bearings having a diameter of up to 250mm.
For the quick, safe and accurate removal of wheel hub bearing units as well as wheel
hubs and wheel bearings from the wheel bearing housing (knuckle). 
Thanks to its sturdy design, the wheel hub puller can be subjected to up to 17
tonnes, thus even wheel hub bearing units, wheel hubs and wheel bearings that are
bonded, seized or corroded in place are no longer an issue.

Necessary drive parts: 

Hydraulic drive: 
KL-0215-35 M25 Hydraulic Pump, KL-0040-2500 Hydraulic Cylinder (17t), 
KL-0040-2552 Adaptor, KL-0039-1920-1 Pull Spindle

Mechanical drive: 
KL-0039-1011 Retaining Adaptor, KL-0039-2030 Pull Spindle

Mechanical drive (for pressing out drive shafts): 
GEDORE Pressure Spindle 1.2606280KS (Code:1546910) 

Technical Data:
Max. spread: up to 250mm
Max. load capacity: 17t *
* in conjunction with pressure spindle (1.2606280KS): 7t

Scope of Delivery:
KL-0041-380 EA Wheel Hub Puller, in a Foam Insert

Part No. Description Qty
KL-0041-3800 A Wheel Hub Puller (Base Tool with Adjusting Spindle) 1
KL-0214-2202 Spacer Ring, Ø 30mm 1
KL-0041-3812 Clamping Nut, Ø 30mm 1
KL-0039-2192 Conical Adaptor, Ø 37mm 1
KL-0039-2120-2 Quick-Action Clamping Nut, M20 1
KL-0039-1506 Pressure Ring, Ø 60mm 1
KL-4999-1315 Foam Insert 1

NEW
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KL-4999-200 B

€8.830,-
excl. VAT

€13.200,-

Content Modulo:

254 pcs.KL-4999-200 C (Code 3285278)

Modular Workstation 'MODULO 200 C'
Universal application.
The Mobile Modular Workstation 'MODULO 200 B' combines a sturdy mobile
workbench with a cleverly designed modular tool system, thus providing you with a
highly functional and mobile workplace equipped with a unique assortment of tools
for the fast, organised and cost-effective replacement of wheel bearings, silentblocs,
suspension ball joints, bushings etc.

The workbench, with its large and 30mm thick beech multiplex worktop, offers the
ideal work surface. Four full-width drawers provide plenty of storage space. The
lateral push handle and the two smooth-running, ball-bearing-mounted swivel
castors (125mm) with total brake, ensure the easy and mobile use of the trolley/
workbench.

The 4 drawers feature a soft-close mechanism and a central lock designed to prevent
any unintentional opening. Each of the drawers has a load capacity of up to 70kg and
is fully extendable to allow for easy access to the tools. The sophisticated "one-
drawer-at-a-time" interlock mechanism prevents the simultaneous opening of
several drawers and, as a result, the trolley from tilting/tipping over.

The Modulo includes:
• Hydraulic Drive (17t Hydr. Cyl. and Hydr. Pump)
• Drive Parts (Slide Hammer Puller and various Spindles)
• Press-/Support Sleeves, Ø 30 - 90mm (long and short)
• Pressure Rings, Ø 54 - 96mm and Centring Rings, Ø 25 - 80mm
• Press Frame Kit
• Wheel Hub Puller (mechanical and hydraulic)
• Wheel Hub Bearing Installation Tool Set

Specifications:
• Dimensions: H 985 x W 1200 x D 635mm
• Full-width drawers (W 998 x D 474 mm), fully extendable, removable
• Total load capacity in stationary use: 1000kg, in mobile use: 750kg
• Side walls provided with 10x38mm Euro standard perforation for hooks and
 tool holders

• 2 rolller-bearing-mounted GEDORE high-performance wheels (fixed castors 
 with 200mm Ø)

• 2 ball-bearing-mounted GEDORE smooth-running wheels (swivel castors 
 with 125mm Ø), both with total brake

• Sheet steel, corrosion-resistant, scratch-proof powder-coated, GEDORE blue

Scope of Delivery:
KL-4999-200 B Mobile Modular Workstation 'MODULO 200 B'

Part No. Description Qty
KL-4999-120 A Workshop Trolley/Workbench (without tools) 1
KL-0039-191 EA Spindle/Drive Tool Kit 1
KL-0039-160 E Press/Support Sleeve Set, Ø 30 - 90mm 1
KL-0039-170 E Press/Support Sleeve Set, Ø 30 - 90mm 1
KL-0039-1161 E Press Frame Kit 1
KL-0039-8131 E Wheel Bearing Tool Set I 1
KL-0039-814 E Wheel Bearing Tool Set II 1
KL-0174-150 E Puller Set (KL-0174 Series) 1
KL-0041-380 E Wheel Hub Puller 1
KL-0041-480 EA Wheel Bearing Tool 1
KL-0326-161 E Hydraulic Press Tool Set 1
KL-0040-2500 Hydraulic Cylinder, 17t 1
KL-4999-1205 MODULO Drawer Divider, 80mm 6
KL-0215-35 M25 Hydraulic Hand Pump, with Pressure Gauge 1

Alternatively, you have the possibility to compose a 
MODULO according to your individual wishes.

Please contact our field service or your sales partner.
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KL-0039-802

€148,-
excl. VAT

€219,-
4 pcs. KL-0039-802 (Code 2173921)

Hydraulic Drive Kit without Hydraulic 
Cylinder
This kit is designed to hydraulically operate the wheel bearing tool sets of the
KL-0039-... Series in conjunction with the 17t hydraulic cylinder KL-0040-2500 and
a hydraulic pump such as KL-0215-35 M25 or KL-0215-37 M25; indispensable for
heavily seized wheel bearings.
The special design of the two retaining adaptors ensures accurate and safe guidance
and centring of the hydraulic cylinder and clamping nut relative to the wheel bearing tool.

Necessary drive parts: 
Hydraulic drive: 
KL-0040-2500 Hydraulic cylinder 17t, KL-0215-35 M25 Hydraulic pump

Scope of Delivery:
KL-0039-802 Hydraulic Drive Kit without Hydraulic Cylinder
Part No. Description Qty
KL-0039-1002 Retaining Adaptor with O-Rings, for Clamping Nut and Pressure Spindle 1
KL-0039-1003 Retaining Adaptor with O-Rings, for Hydraulic Cylinder 1
KL-0039-1920 Pull Spindle, M20, with Clamping Nut 1

K L-0039-809 B

€443,-
excl. VAT

€657,- 9 pcs. KL-0039-809 B (Code 3076539)

Hydraulic Drive Kit, with Press Frame, 
without Hydraulic Cylinder
This tool is designed to upgrade a mechanical pulling device such as the KL-0039-412 K,
KL-0039-413 K etc. so as to allow these to be driven by the KL-0040-2500 hydraulic
cylinder. 
For example, required when pressing out and pressing in bushes and suspension ball
joints.

Necessary drive parts: 
Hydraulic drive: 
KL-0040-2500 Hydraulic cylinder 17t, KL-0215-35 M25 Hydraulic pump

Scope of Delivery:
KL-0039-809 B Hydraulic Drive Kit, with Press Frame, without Hydraulic Cylinder
Part No. Description Qty
KL-0039-803 B Hydraulic Drive Kit, with Pull Spindle, without Hydraulic Cylinder 1
KL-0039-1930 Pressure Spindle, with O-Ring, M20x350mm 1
KL-0039-1140 Press Frame (lightweight,short) 1

K L-0040-2500

€419,-
excl. VAT

€657,-

Necessary drive parts: KL-0215-35 M25 Hydraulic Pump

KL-0040-2500 (Code 1751441)

Hydraulic Cylinder, 17t
Thanks to its special design as a hollow piston cylinder, the KL-0040-2500 hydraulic
cylinder (17t) can be used to perform pulling as well as pushing operations, in
conjunction with the corresponding spindle (available separately as accessories).

Range of Use:
In conjunction with various GEDORE Automotive tools, the 17t hydraulic cylinder
KL-0040-2500 can be used for the removal and installation of drive shafts, wheel
hubs, wheel bearings, silentblocs and suspension ball joints.

Technical Data:
Maximum admissible force: 170kN (17t)
Maximum stroke: 45mm
Maximum oil pressure: 700bar
Maximum volume of oil: 122cm³
Piston area: 27cm²
Thread in hollow piston: M20
Retaining thread (pushing side): 2¼“-14 UNS
Retaining thread (pulling side): M42x2
Cylinder external diameter: 80mm
Cylinder overall length (piston retracted): 202mm
Cylinder overall length (piston extended): 247mm
Hydraulic fluid connection thread: 3/8“ NPT
Weight: 5.2kg
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KL-0039-2120

€86,-
excl. VAT

€127,-
2 pcs.KL-0039-2120 (Code 2915766) (German Utility Model)

Pull Spindle, M20, with Quick-Action 
Clamping Nut
The pull spindle with quick-action clamping nut is used in conjunction with the tools
of the KL-0039-.. Series and the KL-0040-2500 hydraulic cylinder (17t) to allow
bearings, bushings, joints etc. to be removed and installed hydraulically.

Thanks to its special design, the quick-action clamping nut can quickly be adjusted -
simply by sliding it on the pull spindle without any rotational movement. This allows
for short assembly/clamping times as well as for quick and easy adjustment and
simple operation of the tool. 

Note: 
The KL-0039-2120-2 must only be used in conjunction with the KL-0039-1002 retaining adaptor.

Technical Data:
Overall length: 590mm
Drive: 390mm
Max. load capacity: 20t

Scope of Delivery:
KL-0039-2120 Pull Spindle M20, with Quick-Action Clamping Nut

Part No. Description Qty
KL-0039-1920-1 Pull Spindle, M20 1
KL-0039-2120-2 Quick-Action Clamping Nut, M20 1

KL-0215-35 M25

€296,-
excl. VAT

€426,-

Technical Data:
Weight: 7.5kg
Max. pressure: 700bar

Note: A hydraulic hand pump with pressure gauge precisely adapted to the
hydraulic cylinder KL-0040-2200 (10t) or KL-0040-2800 (28t) available
upon request.

5 pcs.KL-0215-35 M25 (Code 2478641)

Hydraulic Hand Pump
The KL-0215-35 M25 hydraulic hand pump is designed to be used as a drive for the
hydraulic cylinders KL-0040-2500 and KL-0040-170 respectively.
When operating the pump, the hydraulic pressure and necessary force can be
monitored at pressure gauge KL-0040-2529 (supplied with the tool set). The
pressure gauge features an additional tonne scale specifically adapted to our
KL-0040-2500 hydraulic cylinder (17t).

Scope of Delivery:
KL-0215-35 M25 Hydraulic Hand Pump

Part No. Description Qty
KL-0215-33 Hydraulic Hand Pump (without hose) 1
KL-0215-31 Hydraulic Hose, 1.8m, with Hose-Side Connector 1
KL-0215-322 Cylinder-Side Connector, 1/4"NPT 1
KL-0040-2520 Adaptor, 3/8" NPT to 1/4" NPT 1
KL-0040-2529 Pressure Gauge 1

KL-0215-36 M25

€543,-
excl. VAT

€669,-

Technical Data:
Maximum Pressure: 700 bar
Operating Pressure: 8-12 bar
Weight: 8kg

5 pcs.KL-0215-36 M25 (Code 2478706)

Hydraulic Pump (Pneumatic)
The pneumatic hydraulic pump KL-0215-36 M25 can be used to drive a hydraulic
cylinder.
Compressed air is used to power the hydraulic pump. 
The pump is operated by a foot pedal with 3 functions for: advance/hold/retract.

Advantage: Both hands free to work.

Scope of Delivery:
KL-0215-36 M25 Hydraulic Pump (Pneumatic)

Part No. Description Qty
KL-0215-360 Hydraulic Pump (without Hose) 1
KL-0215-362 Hydraulic Hose, 2.5m, with Hose-Side Coupling 1
KL-0215-322 Cylinder-Side Coupling, 1/4" NPT 1
KL-0040-2520 Adaptor, 3/8" NPT to 1/4" NPT 1
KL-0040-2529 Pressure Gauge 1
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KL-0186-14 K

€628,-
excl. VAT

€812,-

36 pcs.
KL-0186-14 K (Code 2248719)  (German Utility Model)

Injector Nozzle Puller Set (Universal), 
with Accessories
Universally applicable to Diesel engines equipped with injector nozzles with
connection thread M14x1.5 (external thread) or M17x1 (internal thread) as
found in:
 Mercedes: OM611, OM612, OM613, OM628**, OM629**, OM639, OM640,

OM 642**, OM646, OM646 EVO, OM647, OM648
 Peugeot, Citroën, Fiat, Lancia, Suzuki: DV6* [16V])
 Ford: 1.6 TDCi (G8DA, G8DB, HHDA, HJA, HHJB)
 VW-Audi: 2.5, 2.7 and 3.0 V6 Tdi
 Volvo: 1.6 D (D4164T), 2.2 D
 Mazda: Y6 (DV6* [16V])

*Note: Not suitable for use on Euro 5 [8V] engines.
**Note: V-engines might require the removal of the engine due to space constraints.

The KL-0186-14 K injector nozzle puller set enables the removal of very tight-fitting/
seized injector nozzles to be performed in situ on the vehicle without the need for
dismantling the cylinder head.
The special extraction bridge and pull spindle allow the user to extract the injector
nozzle quickly and with ease.
The extraction bridge is supported either by the support bolts that are screwed into
the locating bores of the valve cover screws (M6) or by the support bars that are
placed on an even/smooth surface on the cylinder head.
The spacer nuts allow the support surfaces to be levelled out if necessary. They can
also be used to adjust the support bolts if the depth of the locating bores is too small.

Note: Thanks to the various upgrade kits, which are available separately as accessories, the
injector nozzle puller is also suitable for use on many other Common Rail Diesel engines such as
PSA 2.7 and 3.0 Hdi (DT17, DT20), Fiat Ducato and Iveco 2.3, 2.4 and 3.0 JTD, Mercedes CDI
(OM651), Renault, Nissan, Opel/Vauxhall 2.2, 2.5 and 3.0 dci (G9T, G9U and ZD3), as well as Toyota
2.2 (2AD-FHV, 2AD-FTV).

Recommended drive parts (cf. Chapter Drives):
KL-0040-175 B Hydraulic Drive Tool Kit with Safety Belt,
KL-0215-35 M25 Hydraulic Hand Pump.

Recommended accessory:
KL-0121-75 Set of Vacuum Line Plugs

Scope of Delivery:
KL-0186-14 K Injector Nozzle Puller Set (Universal), with Accessories

Part No. Description Qty
KL-0186-121 Extraction Bridge without Spindle 1
KL-0583-1005 A Pull Spindle, M17x1, with Nut, M27x1, 200mm long 1
KL-0186-1215 Shoulder Nut, M16x1.5 1
KL-1383-1113 Pull Spindle, M14x1.5, 132mm long 1
KL-0369-4505 A Special Bit Insert, Size (waf) 10mm 1
KL-0369-461 A Special Socket, Size (waf) 29mm, 1/2“ drive 1
KL-0186-122 Support Bar Set 1
KL-0186-1251 Spacer Nut Set, 5mm 1
KL-0186-1252 Spacer Nut Set, 10mm 1
KL-0186-1253 Spacer Nut Set, 15mm 1
KL-0014-0030 Molybdenum Disulphide Paste, 50g 1
KL-0126-221 Flexible Magnetic Lifter 1
KL-0186-1492 K Plastic Storage Case 1



21Recommended special prices plus VAT valid until 30.09.2020 and only within the Euro area. Misprints and errors excepted. formerlyCopyright GEDORE Automotive GmbH, Germany

KL-0186-142 E

€733,-
excl. VAT

€906,-

11 pcs.KL-0186-142 E (Code 2976536)

Hydraulic Cylinder Kit (17t), Short Design, 
with Pull Spindles, in a Foam Insert
Universally suitable for Diesel engines equipped with injector nozzles with
connection thread M14x1.5 (external thread) or M16x1, M17x1, M18, M20x1,
M25x1, M27x1 (internal thread).
The KL-0186-142 E 17t hydraulic cylinder kit with pull spindles enables the
controlled hydraulic extraction of very tight-fitting or seized injector nozzles. It is
used in conjunction with the universal KL-0186-14 K injector nozzle puller set and a
hydraulic pump with GEDORE Automotive pressure gauge.
The hydraulic cylinder (17t) along with the corresponding special pull spindle (part
no. ending with H) is placed onto the extraction bridge instead of a mechanical drive.
The special pressure gauge KL-0040-2529 or KL-0040-2528 of the hydraulic pump
KL-0215-35 M25 or KL-0215-37 M25 allows the applied force to be monitored
during the extraction process.
The KL-0040-1700 hydraulic cylinder can be secured against falling by attaching it to
the vehicle by means of the KL-0040-1790 safety belt that comes with the kit.

Necessary drive parts: 
KL-0215-35 M25 Hydraulic Pump

Storage System:
KL-0186-1419-1 Plastic Storage Case

Scope of Delivery:
KL-0186-142 E Hydraulic Cylinder Kit (17t), Short Design, with Pull Spindles
Part No. Description Qty

KL-0040-170 A Hydraulic Cylinder 17t (short design), with Shoulder Nut M16x1.5 
and Safety Belt 1

KL-0186-1611-1 H Pull Spindle M20x1; 250mm 1
KL-0186-1612 H Pull Spindle M16x1 1
KL-0583-1005-1 H Pull Spindle M17x1; 315mm 1
KL-0583-1032 H Pull Spindle M14x1.5; 315mm 1
KL-0186-1711 H Pull Spindle M18; 250mm 1
KL-1383-1021 H Pull Spindle M25x1; 240mm 1
KL-1383-1221 H Pull Spindle M27x1 1
KL-0040-1751 Spacer Ring, 20mm 1
KL-0186-1429-2 Foam Insert 1

KL-0186-50 B

€111,-
excl. VAT

€136,-

KL-0186-50 B (Code 2917459) (German Utility Model)

Cleaning Tool (Universal) for Injector 
Nozzle Seat
Universally suitable for the VW-Audi, Seat, Škoda, Citroën, BMW, Ford, Land
Rover, Mazda, Mercedes, Opel/Vauxhall, Peugeot, Renault, Toyota, Volvo Diesel
engines having an injector nozzle seat Ø of 17mm.
Engine codes: VW-Audi/Seat/Škoda: AXD, BAY, BLE, BNZ, BNM, BNV, BKC, BWF,
BXE, BLS; Mercedes: OM611, OM612, OM613, OM640, OM642, OM646, OM646
EVO, OM647, OM648, OM668; Peugeot: DT17, DT20, DV4, DV6, DW10, DW12;
Citroën: DV4; Renault: F9Q, G9T, G9U, K9K; BMW: M47, M47TU, M57, M57TU;
Opel/Vauxhall: Z13DT; Ford: G8DA, G8DB, HHDA, HHJA, HHJB; Volvo: D4164T;
Mazda: Y6; Toyota: 1ND-TV, 1CD-FTV, 1KD-FTV, 2AD-FHV, 2AD-FTV, 2KD-FTV H,
2KD-FTV L, W17D14 [1ND]; Land Rover: TD4, M47D
The tool allows for the quick and professional cleaning of injector nozzle seats.
Before installing/re-installing an injector nozzle, it is absolutely necessary to clean the
seal seat in order to avoid leakage between the cylinder head and injector nozzle.
The spring-loaded centring cone sleeve ensures that the cleaning tool is accurately
guided in the injector nozzle bore, thus enabling the seal seat to be cleaned properly
and without any trouble.

Recommended accessory:
KL-0186-501 Extension (150mm)

Technical Data:
Drive: T-Handle
Length: 238mm
Cleaning tool Ø: 7.3/17mm
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KL-0511-40 K

€113,-
excl. VAT

€146,-

4 pcs. KL-0511-40 K (Code 3245713)

Set of Special Sockets, in a Storage Case
Universally suitable for the union nuts on high-pressure fuel lines and exhaust
gas temperature sensors found in passenger cars and commercial vehicles/HGVs.
Alternative tools: VW T40055; BMW 13 5 020, 37 1 151, 37 1 152; Kia & Hyundai
09314-27110, 09314-27120; Mercedes W 000 589 68 03 00, W 314 589 01 03 00
The sockets are specifically cut out and designed to allow for the quick and trouble-
free loosening and tightening of the union nuts that are found on high-pressure fuel
lines and exhaust gas temperature sensors.
Set includes waf sizes: 14mm, 17mm, 19mm, 21mm.
The special design of the tool - input and output drives are located on the same
axis - allow union nuts to be tightened in a controlled manner and to the correct
tightening torque.
Conventional sockets with an offset shape - where input and output drives are
not located on the same axis - distort the tightening torque.

Recommended accessory: 3093 U-20 Reversible Ratchet, 3/8"

Technical Data:
Waf sizes: 14mm, 17mm, 19mm, 21mm
Profile: hex
Design: cut out
Drive: 3/8"
Length: 78mm

Scope of Delivery:
KL-0511-40 K Set of Special Sockets, in a Storage Case

Part No. Description Qty
KL-0511-8 Special Socket, Size (waf) 14mm 1
KL-0511-4 Special Socket, Size (waf) 17mm 1
KL-0511-6 Special Socket, Size (waf) 19mm 1
KL-0511-7 Special Socket, Size (waf) 21mm 1
KL-0511-4090 Plastic Storage Case 1

KL-0132-55 K

€250,-
excl. VAT

€309,-

9 pcs.
KL-0132-55 K (Code 2691566)

Glow Plug Tool Set (Universal), M8x1
Suitable for use on M8x1 glow plug threads, e.g. on Mercedes OM639, OM640,
OM642, OM651 and Fiat 1.3 JTD, 2.3 JTD, 3.0 JTD.
The universal glow plug tool set KL-0132-55 K enables the quick and easy drilling out
of damaged or broken-off glow plugs.
The glow plug, respectively the top part of the glow plug is drilled out or drilled up
with the aid of the pilot drill. Next, the original thread is recut and cleaned by means
of the special screw tap. The residual glow plug body can then be extracted using the
screw tap or a puller bolt in conjunction with a slide hammer puller.
The tool set also contains two special guide sleeves for Fiat JTD and Mercedes CDI
engines. These sleeves ensure precise alignment and guidance as well as accurate
drilling depth.

Recommended accessory:
KL-0049-100 Slide Hammer Puller, KL-0369-300 A Roller-Type Stud Removal Socket

Scope of Delivery:
KL-0132-55 K Glow Plug Tool Set (Universal), M8x1

Part No. Description Qty
KL-0132-5501 Puller Bolt No. 12-24 UNC for Slide Hammer Puller 1
KL-0132-5502 Pilot Drill, Ø 7.1mm, for M8x1 1
KL-0132-5503 Screw Tap M8x1 1
KL-0132-5504 Guide Sleeve for Fiat JTD 1
KL-0132-5505 Guide Sleeve for Mercedes 1
KL-0369-306 Tap Wrench with Square Socket 1
KL-1383-2241 Screw Tap No.12-24 UNC 1
KL-4007-2510 Adaptor for Power Drill, 3/8" 1
KL-0126-221 Flexible Magnetic Lifter 1
KL-0132-5590 Plastic Storage Case 1
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K L-0369-25 KA

€220,-
excl. VAT

€271,-

6 pcs.KL-0369-25 KA (Code 2802929)

Reamer Set (adjustable) for Glow Plug 
Aperture, in a Plastic Storage Case
Universally suitable for use on Diesel engines with either an M8x1, M9x1 or
M10x1 glow plug retaining thread.
The ideal tool set for BMW 1.6 and 2.0 Diesel engines as fitted to:
BMW 1 Series (E81/E82/E87/E88), 3 Series (E90/E91/E92/E93), 5 Series (E60/E61/
F10), X1 (E84), X3 (E83); MiniHatch (R56), Countryman (R60), Clubman (R55),
Coupé (R58).

Engine codes: N47; N47 C16K1; N47 C16U1; N47 C20K1; N47 C20U1; N47 D20A;
N47 D20C; N47 D20D; N47 D20K0; N47 D20K1; N47 D20O0; N47 D20O1; N47
D20U0; N47 D20U1; N47S D20B; N47S D20D; N47S D20T0; N47T D20K1; N47T
D20O1; N47T D20U1
The set of adjustable reamers is designed to clean out glow plug apertures and glow
plug retaining threads.
Thanks to the possibility to combine the different holders (glow plug retaining
threads) with the necessary reamers (glow plug aperture Ø), and to precisely adjust
the length of the reamers as needed, this tool set is virtually universal in its field of
application, since the reamers can be accurately adapted to the respective engine type.
The special design of the tool and the cleaning groove in the holder allow carbon
deposits to be removed from glow plug retaining threads and glow plug apertures
carefully and effectively.

Technical Data:
Weight: 400g

Scope of Delivery: KL-0369-25 KA Reamer Set (adjustable) for Glow Plug Aperture
Part No. Description Qty
KL-0369-2510 A Holder, M8x1, with Set Screw 1
KL-0369-2610 A Holder, M9x1, with Set Screw 1
KL-0369-2710 A Holder, M10x1, with Set Screw 1
KL-0369-2512 A Reamer, Ø 4.8mm (Glow plug Ø D = Ø 4.0mm) 1
KL-0369-2522 A Reamer, Ø 5.2mm (Glow plug Ø D = Ø 4.4mm) 1
KL-0369-2732 A Reamer, Ø 5.8mm (Glow plug Ø D = Ø 5.0mm) 1
Kl-0369-2590 Plastic Storage Case 1

KL-0282-53 K

€299,-
excl. VAT

€375,-

5 pcs.KL-0282-53 K (Code 3257002)

Crankshaft Sprocket Puller Kit 
(Timing Chain), VW 1.2 TSI
Applicable to VW-Audi, Seat and Skoda vehicles equipped with a 1.2 TSI petrol
engine. For example: VW Golf VI (5K, AJ, 517), Golf PLUS (5M, 521), Polo V (6R,
6C) Jetta VI (162, 163, AV), Caddy III (2K, 2C), Beetle (5C), Touran (1T); Audi A1
(8X), A3 (8P); Seat Altea (5P), Leon (1P), Ibiza IV (6J, 6P), Toledo IV (KG); Skoda
Fabia II (542, 545), Octavia II (1Z), Rapid (NH1, NH3), Roomster (5J), Yeti (5L)
Engine codes: CBZA, CBZB, CBZC)

Alternative tools: T30122, Skoda MP3-467, VW 40-105
The kit comes with all the tools required for the professional removal/installation
(press-fitting) of the timing chain sprocket from/to the crankshaft. Using this tool, the
time-consuming loosening and lowering of the engine can be avoided.
Includes a flywheel locking tool for holding the crankshaft in position as well as a
press ring that is used to press the shaft seal into the timing case cover. 

Recommended accessory: KL-0284-8  Holding Tool for Water Pump

Technical Data:
Ø: 65mm
Length: 240mm
Weight: 4,1kg

Scope of Delivery:
KL-0282-53 K Crankshaft Sprocket Puller Kit (Timing Chain), VW 1.2 TSI

Part No. Description Qty
KL-0282-531 Crankshaft Sprocket Puller, VW 1
KL-0282-532 Flywheel Locking Tool 1
KL-0282-533 Press Ring, Shaft Seal 1
KL-0282-5390 Plastic Storage Case 1

NEW
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KL-0280-767 KB

€239,-
excl. VAT

€321,- 8 pcs. KL-0280-767 KB (Code 3246221)

Locking Tool Set, VW 1.2 / 1.4 TSI / FSI
Applicable to VW-Audi, Seat, Škoda vehicles with either a 1.2 or 1.4-litre TSI/FSI
petrol engine.
For example: Audi A1 (8X), A3 (8V); VW Golf VII (5G, BE), Golf SV/Sportsvan (AM),
Polo V (6R, 6C); Seat Leon (5F), Ibiza (6J); Škoda Octavia III (5E).
Engine codes: CHPA, CJZA, CJZB, CJZC, CJZD, CMBA, CPTA, CPVA, CPVB, CPWA,
CXSA, CYVA, CYVB, CZCA, CZDA, CZEA

Alternative tools: 
T10060 A, T10340, T10487, T10494, T10499, T10504, T10504/1, T10504/2

For locking the camshafts, crankshaft and auxiliary belt tensioner (V-ribbed belt). The
set also includes a special tool for positioning the timing belt tensioner as well as one
that is used to push on the timing belt to ease the insertion of the camshaft locking
tool. An indispensable tool set when replacing a timing belt or performing an engine
repair.

Scope of Delivery:
KL-0280-767 KB Locking Tool Set, VW 1.2 / 1.4 TSI / FSI

Part No. Description Qty
KL-0280-7671 B Locking Tool, Camshaft 1
KL-0280-7672 A Locking Tool, Camshaft 1
KL-0280-7673 Special Tool for Camshaft 1
KL-0284-171 Spanner, size 30 mm 1
KL-0280-6022 A Locking Screw for Crankshaft 1
KL-0280-222 Locking Pin, Ø 4mm, angled 1
KL-0280-7679 A Plastic Storage Case 1

KL-0282-35 B

€91,-
excl. VAT

€118,-
11 pcs. KL-0282-35 B (Code 2871300)

Reaction Wrench Kit 
(470mm long, adjustable)
Universally suitable for use on perforated timing belt sprockets with a hole Ø
not smaller than 6.5mm as found in: VW-Audi, Seat, Škoda, Alfa, Fiat, Lancia,
Dacia, MG, Nissan, Ford, Opel/Vauxhall, Peugeot, Renault, Citroën, Rover,
Volvo, Suzuki, Isuzu, Japanese vehicles, etc.
Alternative tool: 3036, 0606-A1, 0606-A1Y, 0606-A2, 09917-68221,
1.860.831.000, 1.860.831.001, 1.860.831.002, 1.860.885.000, 1.870.815.000,
1.870.836.000, 15-030 A, 18G 1521, 205-072, 49 D011 102, 49 G011 103, 49 S120
710, 6016-T, 6310-T, EN-47634, EN-49979, KM-6245, KM-6347, MD998747,
Mot.799, Mot.799-01, MP-1-216, T10172, T10172/1, T10172/2, T10172/4,
T10172A, T20018, T20018A, T20018B, T20018B/1, T20018B/2, T20018B/3,
T30004, T97T-6256-B
Designed to counter-hold timing belt sprockets on camshafts, injection pumps etc.,
for example, when loosening/tightening the central fastening bolt.
The different interchangeable pins and the adjustable lever allow the tool to be
adapted to various hole diameters and PCDs. Thanks to these features, the wrench is
virtually universally applicable.

Technical Data:
Pitch between pins: from 14-130mm
Pin Ø: 6mm, 7.5mm, 12mm, 18mm
Pin height: 25mm/42mm
Overall tool length: 470mm

Scope of Delivery:
KL-0282-35 B Reaction Wrench Kit (470mm long, adjustable)

Part No. Description Qty
KL-0282-35 Reaction Wrench (adjustable) 1
KL-0282-311 Set of Pins, Ø 18mm 1
KL-0282-312 Set of Pins, Ø 7.5mm 1
KL-0282-313 Set of Pins, Ø 6mm 1
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KL-0122-57

€29,70
excl. VAT

€31,40

KL-0122-57 (Code 3245837)

Oil Filter Socket, Size (waf) 74.5mm
Applicable to Ford 1.5 and 1.6 EcoBoost petrol engines.
Fitted to: Ford C-MAX II, Focus III, Galaxy III, Kuga II, Mondeo IV, Mondeo V,
S-MAX II, Transit Connect II etc.

A special feature of this oil filter socket is its lateral drive allowing you to loosen and
tighten hard-to-reach cartridge-style oil filters quickly and professionally. 
Due to the limited space available in front of the cartridge oil filter, the loosening and
tightening with the aid of conventional oil filter tools can be quite difficult,
sometimes even impossible. 

Recommended accessory:
3093 U-20 Reversible Ratchet, 3/8"

Technical Data:
Size (waf): 74.5mm
Number of flats: 15
Drive (square): 3/8"

KL-0120-81 K

€208,-
excl. VAT

€271,-

12 pcs.KL-0120-81 K (Code 3125580)

Fuel Tank Sender Spanner Kit
Universally suitable for use on fuel tank sender lock rings as found on: VW-Audi, 
Seat, Skoda, BMW, Mercedes-Benz, Porsche, Opel/Vauxhall, Mini, PSA, Citroën, 
Peugeot, Renault, Alfa Romeo, Fiat, Volvo and Honda etc.

Alternative tools: T10202, 16 1 020, EN-48279, 999 5720, 310-118, I-1618, J-1618-A

An indispensable tool kit for the professional loosening and tightening of fuel sender
lock rings on fuel tanks.
Thanks to the adjustable design of the base tool and the universal and vehicle-
specific adaptor sets supplied with the kit, the spanner can be assembled to work on
virtually all commonly used fuel sender lock rings - safely and without any risk of
damage.

Note: The adaptors can also be attached to the base tool from the inside - ideal when space is at
a premium.

Technical Data:
Adjustment range: 110-180mm

Scope of Delivery:
KL-0120-81 K Fuel Tank Sensor Spanner Kit

Part No. Description Qty
KL-0120-811 Fuel Tank Sender Spanner Base Tool 1
KL-0120-812 Adaptor Set (2.8mm) 1
KL-0120-813 Adaptor Set (3.5mm) 1
KL-0120-814 Adaptor Set (5.5mm) 1
KL-0120-815 Adaptor Set (BMW/Mercedes/Honda) 1
KL-0120-816 Adaptor Set (VW-Audi) 1
7 7 (6089630) Combination Spanner, Size (waf) 7mm 1
KL-0120-8190 Plastic Storage Case 1



26

Car Tools Promotion 2020   No. 1 | EN 

formerlyRecommended special prices plus VAT valid until 30.09.2020 and only within the Euro area. Misprints and errors excepted.Copyright GEDORE Automotive GmbH, Germany

KL-0121-38 B

€58,50
excl. VAT

€87,-

KL-0121-38 B (Code 3257223)

Fuel Line Pliers
Universally applicable to quick-release couplings as found on fuel lines in
vehicles from VW-Audi, SEAT, ŠKODA, Mercedes, BMW, Renault, Peugeot, Opel/
Vauxhall, Chrysler, Fiat etc. 

Alternative tools:  W 163 589 00 37 00
Allows you to unlatch quick-release couplings on fuel lines professionally.
An indispensable tool when changing the fuel filter or performing repairs to the fuel
system for example. 

Today’s fuel lines generally feature quick-release couplings having very small release
lugs. The use of conventional pliers is not appropriate, since the size of the clamping
jaws is simply too large to fit these lugs.
The adjustable fuel line pliers from GEDORE Automotive is the perfect solution here -
the ingenious design of the pliers’ gripping jaws, which can be swivelled by up to 90
degrees, allows even hard-to-reach couplings to be released without any damage.

Technical Data:
Swivel range: 90°
Length: 172mm

KL-0130-3

€31,60
excl. VAT

€39,- KL-0130-3 (Code 3254437)

Exhaust Hanger Removal Pliers
Universal application.
Particularly sturdy design.
Allows for the quick, easy and damage-free separation of exhaust brackets from
rubber hangers. Even very stiff or tight rubber hanger supports are no longer an issue.
Thanks to this tool, struggling with screwdrivers or assembly levers has now become
a thing of the past.
Hand injuries as well as damage to the vehicle caused by improper removal methods
can be prevented by using our KL-0130-3 removal pliers.

Technical Data:
Length: 300mm

KL-0190-11

€28,60
excl. VAT

€38,50

KL-0190-11 (Code 3253147)

Connector Release Tool
Universally applicable to many wire harness connector systems.
Particularly useful with VW-Audi, Seat, Skoda, Porsche, Opel/Vauxhall, Fiat and
Renault vehicles.
For the professional and non-destructive release/removal of connectors as found on
mass airflow (MAF) sensors, coil packs, headlights etc.

The unique design of the tool allows the connector to be released from both sides
- by pulling from the rear as well as by pushing from the front.
The special shape of the blade ensures that the profile engages the release tab on the
connector completely and non-destructively - no matter which technique is
applied.

Even connectors where the tab is broken off are no longer an issue and can be
released with ease.

• Safe - allows for non-destructive release of the connector
• Universal - allows the connector to be released not only from the rear but also

  from the front 
• Innovative - allows for hassle-free release of the connector - even if the tab is

  broken off

Technical Data:
Length: 150mm

NEW

NEW
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KL-0190-20

€35,90
excl. VAT

€44,30KL-0190-20 (Code 1794930)  (Universal)

Pliers for Light Bulbs
Universally suitable for VW-Audi, Opel/Vauxhall, Ford, Mercedes, BMW, etc.
This tool is designed to extract wedge base bulbs, for example, bulbs used for
instrument lighting in the dashboard.
The coated tips of the pliers prevent damage to the light bulb.

Technical Data:
Length: 165mm
Weight: 150g

1100-1094

€589,-
excl. VAT

€990,-53 pcs.
1100-1094 (Code 2979063)

VDE Tool assortment HYBRID in 
GEDORE L-BOXX® 136, 53 pieces
• The perfect range of tools for repairs and maintenance of hybrid and
 electric vehicles

• For vehicles of all the manufacturers
• All tools insulated on the basis of EN 60900/EC 60900
• GEDORE L-BOXX® 136 compatible with the Sortimo® vehicle interior fittings in 
 your service mobile.

Contents:
• 3/8" VDE Socket No. VDE 30, SW 6 8 9 10 11 12 13 14 15 16 17 18 19 20 22 mm
• 3/8" VDE Screwdriver bit socket No. VDE INX 30, AF 8 10 12 mm
• 3/8" VDE Extension No. VDE 3090 -3 -6, 75 150 mm
• 3/8" VDE Reversible ratchet No. VDE 3093 U
• VDE Screwdriver slotted No. VDE 2170, 2.5 3.5 4 5.5 mm
• VDE Screwdriver cross-slotted No. VDE 2160 PH 1 2 3
• VDE Screwdriver TX No. VDE 2163 TX T20 T25 T30
• VDE Cable shears No. VDE 8094, 200 mm
• VDE Universal pliers No. VDE 146 10, 10"
• VDE Power combination pliers No. VDE 8250-200 H, 200 mm, 2C handle
• VDE Power side cutter No. VDE 8314-180 H, 180 mm
• VDE Bent nose pliers No. VDE 8132 AB-200 JC, 200 mm angled 2C handle
• VDE Flat nose pliers No. VDE 8120-160 H, 160 mm, 2C handle
• VDE Cable knife No. VDE 4522, 180 mm
• Meter connection fitting No. V 914, Size 1 2 3

Impressum

As part of our commitment to continuous product improvement and adaptation 

to state-of-the art technology, we reserve the right to make modifications to our 

products with regard to design, dimension, weight, features and performances 

at any time and without prior notice.

Thus, the right to adjustments or replacement deliveries of goods already 

delivered is excluded. Cuts and cancellations can be made by us at any time 

without notice and no legal claims against us may arise or be derived from this.

All indications regarding use and safety are given for information only and 

without any commitment. In no case do they substitute for legal provisions or  

the regulations of the Employer’s Liability Insurance Association.

Errors and omissions excepted.

All information and technical data in this document were compiled with the 

utmost care. However, GEDORE Automotive GmbH assume no responsibility for 

possible errors and omissions.

Any reproduction, also in extracts, is subject to the prior written consent of 

GEDORE Automotive GmbH. All rights reserved.

We refer to our General Terms and Conditions of Sale under ‘Imprint’ at  

www.gedore-automotive.com.
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YOUR SPECIALIST DEALER

GEDORE Automotive GmbH

Breslauer Straße 41

78166 Donaueschingen · GERMANY

T +49 (0) 771 - 83223 - 0 

F +49 (0) 771 - 83223 - 90

info.gam@gedore.com

www.gedore-automotive.com

Brands of the GEDORE Group
gedore.com · ochsenkopf.com

All the prices stated herein are recommended special prices per unit/set excl. VAT. Delivery 

without decoration. Subject to technical modifications. All information and prices are subject 

to typesetting and printing errors. Prices excluding VAT are valid for retailers and commercial 

consumers only. For more information, please, contact your local specialist dealer.

This promotion is valid from 1 April 2020 until 30 September 2020.
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